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July 20, 2015 

City of West Linn 
Attention: Zach Pelz 
22500 Salamo Road  
West Linn, OR 97068 

Re: Tannler Mixed-Use Project 
Transportation Impact Analysis Update 
Project Number 2130529.05 

Dear Mr. Pelz: 

This updated Transportation Impact Analysis (TIA) is provided based on comments provided by City staff and 
transportation consultant DKS Associates during the completeness review. This updated TIA supersedes the originally 
submitted TIA, dated July 10, 2015. In addition to the completeness items noted by the City, we have also addressed a 
number of other items that are not completeness items, but suggested by the City for inclusion. Copies of the City’s 
completeness review documents are attached for reference. 

Sincerely,  
 
 
 
 
Brent Ahrend 
Senior Associate | Traffic Engineer 
 
Enclosures: July 16, 2015 City Completeness Letter, July 17, 2015 DKS TIA Completeness Review 
 

 









    

   

MEMORANDUM 

DATE:  July 17, 2015 

TO:    Khoi Le, City of West Linn 

 

FROM:  Brian Copeland, P.E. 

Adam Miles, P.E. 

SUBJECT: West Linn Tannler Mixed-Use Project TIA Completeness Review (Update)       P#15127-000 
 

This memorandum summarizes the completeness review of the transportation impact analysis (TIA) materials1 

submitted for the Tannler Mixed-Use Project. The project site is located 2444 Tannler Drive, northwest of the 

10th Street/I-205 interchange. The proposed use is a 210 dwelling unit apartment complex with 3,500 square 

feet of commercial space. This review focused on identifying if the submittal contained adequate information to 

be deemed complete. Based on our review of the materials, the TIA is not complete and will require additional 

clarification and materials before a complete technical review can be performed: 

 Proposed mitigations for Blankenship Rd/Tannler Dr do not adequately address the project traffic 

impacts shown. Applicant should further evaluate potential mitigation strategies (right-in, right out at 

Tannler Dr with signalization of site access across from Haggen site, Tannler Dr. realignment, etc.) for 

this intersection and include strategies to maintain pre-development operating conditions (or better). 

These would include alternatives identified in Table 4 of Appendix I of the adopted 2008 TSP. Also, what 

impacts would these strategies create elsewhere (e.g. right-in/right-out at Tannler Dr/Blankenship Rd)? 

 Compatibility with long-range transportation system plan improvements for Tannler Drive needs to be 

addressed. This development would preclude the preferred Tannler Drive realignment alternative from 

the 2008 City of West Linn Transportation System Plan. 

 Evaluate signal warrants at site access across from Haggen site.  

 Contrary to statements on page 12 of the TIA, additional traffic from the proposed project does indeed 

contribute to the operational issues at 10th Street/8th Avenue, including increased vehicle queuing. 

Update discussion of this in the TIA and provide ideas for how this project could mitigate its impacts to 

this intersection.   

In addition, the following issues need to be addressed: 

 ODOT will need to approve traffic signal phasing, timing, and/or lane configuration changes to the 

Blankenship Rd/Salamo Rd/10th Street intersection before it can be included as a mitigation measure. 

Has ODOT approved the proposed changes at this intersection? 

                                                                    

 

1
 Tannler Mixed-Use Project Traffic Impact Analysis, Mackenzie, July 10, 2015. 



West Linn Tannler Mixed-Use Project TIS Completeness Review (Update) 

July 17, 2015 

Page 2 of 2 

  

 Signal warrant analysis for the Blankenship Rd/Tannler Dr intersection (or the site access across from 

Haggen) should consider ALL applicable warrants, not just the peak hour Warrant 3. What about 8-hour 

warrant or safety warrant? 

 For the Synchro analysis at 10th Street/Blankenship Drive (with mitigation), include a larger lane 

utilization factor for the westbound left turns to model some expected level of lane imbalance common 

with dual left turns. ODOT will likely want to see this too. 

 Under mitigation, there is a recommendation to provide a crosswalk. An analysis needs to be conducted 

at this location to determine the appropriate crossing treatments (median, signage, flashers, etc). Has 

lighting been evaluated to ensure adequate light levels? 
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I . EXECUTIVE SUMMARY 

This Transportation Impact Analysis (TIA) has been prepared in support of the Tannler Drive Mixed-Use 
project application. The project site is located in West Linn, Oregon, at the northwest corner of 
Blankenship Road and Tannler Drive. The currently proposed project will consist of up to 210 apartment 
dwelling units and up to 3,500 square feet of commercial space.  

The proposed development is anticipated to generate 150 AM peak hour trips, 176 PM peak hour trips, 
and 1,655 weekday trips. The buildout year for the proposed development was assumed to be 2017, 
based on current schedules for construction and full occupancy. Background growth was assumed to be 
2% per year, for two years. In-process developments were obtained from the City of West Linn’s 
projects website, and included 61 single-family lots in several small developments located primarily to 
the north of the site.  

Based on review of capacity and safety analyses, all study area intersections are expected to meet safety 
standards established by the City of West Linn and ODOT. Three of the study area intersections are 
expected to fall below mobility standards established by the City (level of service) and ODOT (volume-to-
capacity ratio).  

Existing and pre-development queues exceed available storage at the westbound and northbound 
approaches to the 10th Street/Blankenship Road/Salamo Road intersection.  

Mitigation is recommended at four locations to offset impacts of the project. These include the 
following:  

 At the 10th Street/Blankenship Road/Salamo Road intersection, convert the westbound through 
lane on Salamo to a shared through/left lane with supporting signal and striping changes, and 
lengthen the storage available for the northbound left turn lane by changes to the striping. 

 At the Tannler approach to Blankenship, stripe separate left and through/right lanes. The 
current approach has a single lane. This striping change can be made within the existing 
roadway width. With mitigation, the proposed project will not worsen excessive queues. 

 Pay a proportionate share, in the amount of $24,010, towards the cost of improvements at the 
10th Street/8th Avenue/8th Court intersection and the 8th Court extension. 

 Enhance the pedestrian crossing at the west end of the Blankenship driveway where pedestrian 
ramps are already provided, to encourage walking and improve pedestrian safety. 
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I I . INTRODUCTION 

Project Description 

This Transportation Impact Analysis (TIA) has been prepared in support of a Class II Development Review 
application for the Tannler Drive Mixed-Use project. The proposed project site is located in West Linn, 
Oregon, at the northwest corner of Blankenship Road and Tannler Drive, shown in Figure 1. The 
proposed project will consist of approximately 210 apartment dwelling units and seven units of 
commercial space totaling up to 3,500 square feet. A proposed site plan draft is presented in Figure 2. 

The site is zoned Office Business Center (OBC) in which multiple-family units, as a mixed use in 
conjunction with commercial development, only above the first floor of the structure is allowed. The 
commercial space is to be located on the ground floor of each of the seven apartment buildings (about 
500 square feet per building). Each space could be used for small office or limited retail uses as 
described in the OBC zoning code. 

The remaining parcel at the corner of the Blankenship/Tannler intersection, and immediately south of 
the site, is not included in the application. At the time of development, a separate analysis would be 
prepared to address its specific impacts. Access is anticipated to be shared at the Blankenship driveway. 

Scope of Report  

A Traffic Impact Analysis (TIA) is required for this development proposal in accordance with 55.125 of 
the Community Development Code, which notes it may result in “conditions of approval to address or 
minimize any adverse impacts created by the proposal.” General TIA requirements are outlined in 
85.170.A.B.2. 

A scoping letter dated March 31, 2015, was provided to the City of West Linn and was approved with a 
few minor changes. The City required this TIA to be completed in accordance with ODOT Best Practices 
for Traffic Impact Studies, dated June 2006. The City also required that the commercial trip generation 
be represented by LUC 565 for “Day Care Center” to account for the highest trip generating use allowed 
in the OBC zone. The City also required the addition of the 10th Street/8th Avenue/8th Court 
intersection to the study area, and required identification of bike/pedestrian safety and crossings/access 
of study area corridors.  

These assumptions have been confirmed with the City’s traffic consultant, DKS. Copies of the original 
scoping letter and email responses from City staff and ODOT staff are included in Appendix J. 

Study Area 

The proposed study area is generally based on intersections at which the development will add more 
than 20 peak hour trips, plus the site access locations. The study area intersections, as confirmed by City 
staff, include the following:  

 Tannler Drive/North Access 
 Blankenship Road/13th Street 
 Blankenship Road/Site Access/Haggen’s Access 
 Blankenship Road/Tannler Drive 
 10th Street/Blankenship Road/Salamo Road 
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 10th Street/I-205 Southbound Ramps 
 10th Street/I-205 Northbound Ramps 
 10th Street/8th Avenue/8th Court 
 10th Street/Willamette Falls Drive 

Analysis Scenarios 

Three scenarios are included in this analysis, consisting of the following for the weekday AM and PM 
peak hours: 

 2015 Existing Conditions 
 2017 Pre-Development without Project 
 2017 Post-Development with Project 
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I I I . EXISTING CONDITIONS 

Site Conditions 

The proposed project will be located at 2444 Tannler Drive in West Linn, Oregon. The site currently 
consists of three parcels zoned Office Business Center (OBC), all of which are currently vacant. A lot line 
adjustment is proposed that will separate the approximately 10.1 acres of the project. The site has 
frontage on Tannler Drive and access easement to the existing driveway on Blankenship Road, opposite 
the driveway for the Haggen shopping center.  

Vehicular Transportation Facil ities 

The roadways in the study area and their characteristics are summarized in Table 1, below. The existing 
lane configurations and traffic control devices for the study area intersections are presented in Figure 3.  
 

TABLE 1 – ROADWAY CHARACTERISTICS 

Roadway Functional 
Classification 

Posted 
Speed (mph) 

Travel 
Lanes 

Bike 
Lanes 

On-Street 
Parking Sidewalks 

I-205  Interstate Freeway 55 4 No No No 
10th Street Arterial Not Posted 2 Partial No Yes 

Salamo Road Arterial 40/35 2 No No No 
Blankenship Road Collector 25 2 Partial No Yes 

Tannler Drive Collector 25 2 Shoulder Yes Partial 
Willamette Falls Drive Principal Arterial 20/45 2 Yes Yes Yes 

Bicycle and Pedestrian Facil ities 

Sidewalks are currently provided on 10th Street, Blankenship Road, Tannler Drive, and Willamette Falls 
Drive. On Tannler Drive, a curb tight sidewalk is provided north of the site frontage. A continuous 
sidewalk is provided along the south side of Blankenship and west side of 10th Street that provides 
access between the site and Willamette Falls Drive. 

Bicycle lanes are available on portions of 10th Street, Blankenship Road, Tannler Drive, and Willamette 
Falls Drive. On Tannler Drive, a striped shoulder is provided, which is not specifically identified as a 
bicycle lane.  

Clearly marked crosswalks and complete connecting sidewalks are available at the Blankenship 
Road/13th Street intersection. At the Blankenship Road/Salamo Road/10th Street intersection, 
crosswalks are provided at two of the three approaches. At the I-205 Ramps with 10th Street, crosswalks 
are provided on three of the approaches. 

Pedestrian ramps are provided immediately west of the driveways for the site and Haggen Center, but 
no crosswalk is striped.  
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Transit Facil ities 

Tri-Met currently services the West Linn neighborhood of Willamette and Oregon City via the 154 line. 
The route travels between the Willamette stop, located at the northeast corner of the project’s 
Blankenship Road access, and the Oregon City Transit Center. Service along this route is only provided 
during weekdays. The route map and schedules are provided in Appendix C. 

Existing Traffic Counts 

Intersection turning movement counts were conducted on April 14, 2015, in the AM and PM peak hours 
at the eight study area intersections. In accordance with standard practice, the counts covered the two 
hour periods between 7:00 to 9:00 AM in the morning and 4:00 to 6:00 PM in the afternoon.  

In accordance with ODOT standards, a system peak hour was identified for the study area. The AM peak 
hour was determined to be 7:20 to 8:20 AM, and the PM peak hour was determined to be 4:15 to 5:15 
PM.  

ODOT’s Best Practices for Traffic Impact Studies suggests a seasonal adjustment be applied to the peak 
hour volumes for highway facilities. I-205 is considered an Interstate Urbanized facility, and a seasonal 
adjustment of 1.05 applies. Because this analysis only addresses the I-205 ramps, and the ramp volumes 
likely are not affected by seasonal fluctuations in the same way as the mainline freeway, no adjustment 
has been applied. We would also note that traffic counts were obtained while school was in session, 
which likely results in higher traffic volumes than summer months at the study area intersections. 

Existing traffic volumes are presented in Figures 4A and 4B. Copies of intersection turning movement 
counts are provided in Appendix B. 

Truck Percentages 
 
Existing truck percentages at the study area intersections are listed in the following table for the average 
of each peak hour.  
 
Truck percentages were used in the intersection capacity analyses for each scenario based on the 
existing percentage by movement. The raw turning movement counts with the truck percentages by 
movement and can be found in Appendix B.  
 

TABLE 2 – TRUCK PERCENTAGES 

Intersection 
Average Truck Percentage 

AM Peak Hour PM Peak Hour 

Tannler Drive/Site Access 3.2 0.0 
Blankenship Road/13th Street 1.9 0.4 

Blankenship Road/Site Access/Haggen's 
Access 4.4 1.0 

Blankenship Road/Tannler Drive 3.1 1.7 
10th Street/Blankenship Road/Salamo Road 5.8 1.0 
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10th Street/I-205 SB Ramps 5.6 6.4 
10th Street/I-205 NB Ramps 3.0 2.7 

10th Street/8th Avenue/8th Court 2.3 1.3 
10th Street/Willamette Falls Drive 5.3 2.8 
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IV.  PRE-DEVELOPMENT CONDITIONS 

Background Traffic Growth 

Background traffic growth for this project was originally estimated using previous counts from the 2006 
report and existing 2015 counts. Growth for all movements on average showed a decline of 6% during 
the AM peak hour and a decline of about 3% during the PM peak hour. Traffic counts from 2010 for the 
Blankenship Road/Tannler Drive and Blankenship Road/Salamo Road/10th Street intersections also 
showed negative growth, from 2006 to 2010, as well as from 2010 to 2015. However, a conservative 2% 
annual growth was established based on the City’s TSP Draft Update, as suggested by the City’s traffic 
consultant. Background growth traffic volumes are presented in Figures 5A and 5B. Traffic counts from 
2006 and 2010 are provided in Appendix E. 

In-Process Traffic Volumes 

In-process traffic volumes are volumes for projects that have been approved, but have not yet been 
constructed. In-process developments were obtained from the City’s projects page and were confirmed 
with City staff. Sixty-one single-family lots which are approved or are expected to be approved were 
assumed to contribute to in-process traffic volumes. These lots are north of I-205. Developments south 
of I-205, comprising eight single-family lots, were assumed to minimally affect the study area, and 
therefore were not included in the analysis. ITE trip generation estimates were developed for the 61 
single-family lots using the equation for “Single-Family Detached Housing” (LUC 210). Eighteen percent 
of the in-process traffic was assumed to travel via Tannler Drive, while the remaining trips were 
assumed to travel via Salamo Road. In-process volumes are presented in Figures 6A and 6B. In-process 
development information is provided in Appendix F. 

Pre-Development Traffic Volumes 

The pre-development traffic volumes are a combination of existing traffic, background growth, and in-
process traffic. These volumes are representative of traffic conditions during the build-out year for the 
project, but before the completion of the project. Any unsatisfactory traffic conditions in this analysis 
are as a result of background traffic and not as a result of the addition of the project traffic. Figures 7A 
and 7B depict pre-development traffic volumes for the AM and PM peak hour analysis periods. 

Planned Transportation Improvements 

The City of West Linn Capital Improvement Plan (CIP), Fiscal Years 2016-2021, was reviewed for planned 
improvements. The only planned improvement in the study area is the 10th Street/I-205 Corridor 
Improvements project (FY 2021). The planned improvements include lane additions, new street 
connections, new traffic signals, sidewalks, and bike lanes. Because the project is planned beyond the 
buildout year, it is not included in this analysis.  

Transportation System Development Charges 

Transportation System Development Charges (TSDC) will be assessed by the City in accordance with the 
Transportation System Development Charges Study, dated November 2014. This study also identifies 
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projects which are TSDC creditable. The table below presents City and ODOT projects within the study 
area that are SDC-eligible. 

TABLE 3 – CITY OF WEST LINN SDC PROJECTS 

SDC Project Location Cost in 2014 SDC Eligible 
Costs 

% Credit 
Eligible 

Motor Vehicle 7 10th Street (I-205 SB Ramps to 8th 
Court) $2,031,906 $2,031,906 100.0% 

Motor Vehicle 8 10th Street (8th Ave to Willamette 
Falls Drive) $602,940 $125,431 20.8% 

Motor Vehicle 9 Blankenship Road /10th Street $627,057 $627,057 100.0% 

Motor Vehicle 10 10th Street /Willamette Falls Drive $1,000,880 $1,000,880 100.0% 

Motor Vehicle 11 10th Street/8th Avenue/8th Court $24,118 $5,017 20.8% 

Motor Vehicle 12 10th Street/I-205 NB Ramps $1,248,085 $1,248,085 100.0% 

Motor Vehicle 13 8th Court $2,502,199 $520,538  20.8% 
ODOT Motor Vehicle 22 I-205/10th Street Interchange $27,132,279 $5,426,456 20.0% 

Subtotal $35,164,464  $10,985,330  31.2% 

Pedestrian 41 
Tannler Drive (Blankenship Road 

to Greene Street) $275,000  $331,617  100% 
Pedestrian 52 Blankenship Road (Under I-205) $72,353 $15,052  20.8% 

Subtotal $335,000  $403,970  100% 
TOTAL $35,573,434  $11,069,409   
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V.  SITE DEVELOPMENT 

The proposed project will consist of up to 210 apartment dwelling units and up to 3,500 square feet of 
commercial space. 

Proposed Trip Generation 

Trip generation estimates have been prepared for the proposed uses with the Institute of 
Transportation Engineers’ (ITE) Trip Generation, 9th Edition. The following land uses were used to 
estimate the traffic generated by the project. 

 Apartments – LUC 220 
 Day Care Center – LUC 565 
 
The “Apartments” land use was best representative of the residential portion of the project due to its 
size and nature. There will be approximately 210 units that will be developed, and the units will most 
likely be rented on an annual basis.  
 
There will be seven commercial spaces at approximately 500 square feet each, totaling up to 3,500 
square feet. Due to the variability of occupants in the commercial spaces, City staff suggested that the 
“Day Care Center” land use, the highest trip generating land use allowed in the zone, be used to 
estimate the commercial trips. By applying the highest trip generating use, impacts of all allowed uses in 
the zone are addressed. 

For purposes of this analysis, all trips are assumed to be “primary trips” that impact the surrounding 
transportation system. No reductions are therefore assumed for internal or pass-by trips. Internal trips 
are those trips that utilize more than one use at a site, such as a resident going to one of the commercial 
spaces. Pass-by trips are from vehicles already driving by the site on adjacent streets that visit the site, 
then continue in the direction they were traveling. Survey information for Day Care Centers (the 
assumed commercial use for purposes of this analysis) as presented in ITE’s Trip Generation Handbook 
indicates no pass-by trips.  

Truck trips are expected to be a small percentage of the site trips, and would be related to residents 
moving and deliveries to the commercial spaces and the residential units. It is assumed the existing 
study area truck percentages account for any truck impacts of the site. 

Trip Generation Summary 

The proposed development is estimated to generate 150 AM peak hour trips, 176 PM peak hour trips, 
and 1,655 daily trips. The trip generation for the proposed uses is shown in Table 4, below. 
 

TABLE 4 – PROPOSED TRIP GENERATION 

ITE Code Land Use Size 
AM Peak Hour PM Peak Hour Daily 

Enter Exit Total Enter Exit Total Total 

220 Apartment 210 d.u. 21 86 107 86 47 133 1,396 
565 Day Care Center 3.5 KSF 23 20 43 20 23 43 259 

 Total  44 106 150 106 70 176 1,655 
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Trip Distribution and Traffic Assignment 

The distribution of site trips for the project was estimated based on a review of existing traffic patterns 
and likely destinations of the tenants. This distribution is similar to that used in prior analyses for the 
site.  

Trip distribution for the AM and PM peak hours is applied as follows: 

 5% to/from the north on Tannler Drive 
 5% to/from the west on Blankenship Road 
 10% to/from the northeast on Salamo Road 
 5% to/from the south on the Haggen Center driveway (southeast corner of 13th Street and 

Blankenship Road) 
 40% to/from the east on I-205 
 25% to/from the west on I-205 
 5% to/from the east on Willamette Falls Drive 
 5% to/from the west on Willamette Falls Drive 
 
Based on the above trip distribution, the proposed project peak hour trips were assigned to the external 
road network. The AM and PM peak hour trip distribution and assignment is shown in Figures 8A and 
8B. 

Post-Development Traffic Volumes 

The post-development traffic volumes were derived by adding the project trips to the 2017 pre-
development traffic volumes. Figures 9A and 9B present both the AM and PM peak hour post-
development traffic volumes for the 2017 buildout year. 
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VI.  INTERSECTION AND ROADWAY ANALYSIS 

Operation Standards 

Intersection operation standards are generally measured by three mobility standards: volume-to-
capacity (v/c) ratio, level-of-service (LOS), and delay. Signalized intersections are measured by 
intersection averages. All-way stop-controlled intersections are also measured by the intersection 
average, but HCM 2010 methodology does not provide a v/c ratio. Unsignalized intersections are 
measured by the critical stop controlled movement v/c ratio, LOS, and delay. 

The 10th Street interchange with I-205 is under ODOT jurisdiction, including the Blankenship/Salamo 
intersection which runs on the same controller as the southbound I-205 ramp. All other study area 
intersections are under City of West Linn jurisdiction. 

The minimum operational standard specified in the City of West Linn Transportation System Plan is LOS 
D for all facilities except principal arterials, where the minimum is LOS E. ODOT uses the v/c ratio to 
measure performance of its roadways. ODOT’s v/c operating standard for the I-205 interchange ramps 
and the Blankenship Road/10th Street intersection is 0.85.  

Intersection operations were analyzed with the use of Synchro 8 software. ODOT’s Analysis Procedures 
Manual (APM) requirements for intersection analysis were followed. The HCM 2010 methodology was 
used to report unsignalized intersection operations and the HCM 2000 was used to report signalized 
intersection operations. Signal timing information was obtained from ODOT staff, and is provided in 
Appendix G. 

Operation Analysis  

Table 4 presents AM and PM peak hour operation results for the 2015 Existing, 2017 Pre-Development, 
and 2017 Post-Development scenarios. The operations are presented as measured by v/c ratio, level of 
service (LOS), and delay (seconds). Signalized and all-way stop intersection results are representative of 
the entire intersection. Unsignalized intersection results are representative of the critical movement. 
The Synchro output reports are provided in Appendix H. 
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TABLE 5 – INTERSECTION OPERATIONS 

Intersection Peak Hour 2015 Existing 
2017 

Pre-Development Post-Development 

Tannler Drive/Site Access 
AM N/A N/A 0.066-A-9.3 
PM N/A N/A 0.042-A-9.1 

Blankenship Road/13th Street 
AM 0.138-B-14.7 0.145-C-15.0 0.150-C-15.3 
PM 0.138-C-18.0 0.148-C-18.8 0.150-C-19.1 

Blankenship Road/Site 
Access/Haggen's Access 

AM 0.138-B-14.8 0.149-C-15.3 0.209-C-19.7 
PM 0.140-C-21.7 0.335-C-20.8 0.377-C-23.1 

Blankenship Road/Tannler Drive 
AM 0.392-C-23.8 0.457-D-27.2 0.745-F-52.1 
PM 0.406-E-35.2 0.499-E-44.5 0.916-F-121.7 

10th Street/Blankenship 
Road/Salamo Road 

AM 0.78-C-26.8 0.85-D-36.7 0.89-C-33.3 
PM 0.65-C-22.6 0.68-C-25.1 0.77-C-25.9 

10th Street/I-205 SB Ramps 
AM 0.71-C-34.2 0.78-D-42.2 0.78-D-40.4 
PM 0.66-C-33.4 0.71-D-36.2 0.75-D-39.5 

10th Street/I-205 NB Ramps 
AM 0.61-C-25.3 0.66-C-25.9 0.70-C-26.8 
PM 0.56-B-14.0 0.60-B-15.4 0.64-B-18.0 

10th Street/8th Avenue/8th Court 
AM 0.457-E-46.1 0.522-F-55.5 0.533-F-57.5 
PM 1.559-F-385.3 1.864-F-526.6 1.941-F-564.3 

10th Street/Willamette Falls Drive 
AM N/A-C-24.5* N/A-D-28.7* N/A-D-29.9* 
PM N/A-D-27.0* N/A-D-31.7* N/A-D-32.6* 

Note: Capacity results are reported as v/c-LOS-Delay 
Results in BOLD font exceed capacity standards. *All-way stop controlled intersections do not report an overall v/c ratio. 

Three intersections fall below City and ODOT standards, and are addressed below. 

10th Street/8th Avenue/8th Court  

This intersection is known to currently fail, and has been reviewed by the City and other developments 
over the years. The long term plan as presented in the City’s Transportation System Plan is to extend 8th 
Court to a new intersection with Willamette Falls Drive and limit this intersection to right turns from 8th 
Avenue/Court. There is currently no schedule for this improvement. Trips from the proposed 
development are not expected to add to the failing left-turn movements, but the addition of site trips 
on 10th Street will result in longer delays.  

Blankenship Road/Tannler Drive 

This intersection is currently operating at a level of service “D” for left turns in the PM peak hour. With 
the addition of in-process and background traffic, the level of service will fall to an “E.” With the 
addition of site trips, the intersection operation is anticipated to be at an “F” based on delay. The 
capacity would be at 92% for the movement.  

10th Street/Blankenship Road/Salamo Road 

This intersection is expected to operate at the limit of ODOT’s 0.85 v/c standard with the addition of 
background and in-process traffic. Site trips will result in a v/c of 0.89. Although the intersection 
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operates below capacity, the close spacing with the I-205 southbound off-ramp and coordinated signals 
(both intersections run off the same traffic signal controller), cause long queues on the Salamo 
approach, especially in the AM peak hour.  

Queuing and Storage 

A queuing analysis was conducted for the study area intersections during the AM and PM peak hours. 
The 95th percentile queue lengths were extracted from SimTraffic 8 following ODOT’s APM. Available 
queue storage lengths were estimated using Google Earth Pro software, and rounded to the nearest 10 
feet. Queue demand results were rounded to the nearest 25 feet to represent average vehicle lengths. 

Table 6 presents the 95th percentile queuing analysis for the AM and PM peak hours. The SimTraffic 
output reports are provided in Appendix I. 
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TABLE 6 – AM AND PM PEAK HOUR 95TH PERCENTILE QUEUES (FEET)  

 Intersection Movement Available 
Storage 2015 Existing 

2017 

Pre-Development Post-Development 

Tannler Drive/Site Access 
EB Lt+Rt  N/A N/A 50/50 

NB Lt  N/A N/A 25/25 

Blankenship Road/ 
13th Street 

NB Lt+Th+Rt 75+ <25/<25 <25/<25 <25/<25 

SB Lt+Th+Rt 380 50/50 50/50 50/50 

EB Lt+Th+Rt 350 <25/<25 25/25 <25 /25 

WB Lt+Th+Rt 440 <25/<25 <25/<25 <25/<25 

Blankenship Road/Site 
Access/Haggen’s Access 

WB Lt 100* 25/50 25/50 25/50 

EB Lt 440 <25/<25 <25/<25 25/<25 

NB Lt+Th+Rt 25 50/75 50/75 50/75 

SB Lt+Th+Rt 75 25/50 25/50 50/75 

Blankenship Road/ 
Tannler Drive 

EB Lt 100* 25/25 25/25 25/25 
WB Lt 100 50/50 25/50 50/50 

SB Lt+Th+Rt 500+ 75/75 75/75 125/175 
NB Lt+Th 75 25/50 25/50 25/50 

NB Rt 75 50/75 50/75 50/75 

10th Street/Blankenship 
Road/Salamo Road 

EB Th 240 75/150 100/150 125/175 

EB Rt 190 75/150 150/125 200/150 
WB Lt 180 275/275 300/275 275/275 
WB Th 500+ 400/300 500/325 725/475 
NB Lt 65 75/100 100/100 100/125 
NB Rt 125 <25/25 25/50 25/75 

10th Street/I-205 
Southbound Ramps 

WB Lt+Th 250 150/ 200 175/250 200/250 
WB Rt 500+ 100/150 125/200 125/250 
NB Lt 200 225/175 275/225 275/250 
NB Th 460 325/275  350/325 350/350 
SB Th 170 125/125 125/125 150/150 

SB Th+Rt 170 75/75 125/75 125/100 

10th Street/I-205 
Northbound Ramps 

EB Lt+Th 200 175/100 175/100 200/150 

EB Rt 500+ 75/50 125/50 275/75 
NB Th 240 225/150 250/150 250/200 
NB Rt 100 175/125 200/125  225/150 
SB Lt 160 175/175 200/200 225/200 
SB Th 430 125/175 150/200 300/250 

10th Street/8th Avenue/8th 
Court 

EB Lt 200 50/200 50/275 75/550 
EB Th+Rt 200 25/125 25/125 25/200 
WB Lt+Th 150 75/75 175/100 200/125 

WB Rt 150 100/75 125/100 125/100 
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NB  160 75/75 100/75 150/125 
SB Lt 100 50/50 75/50 75/75 

SB Th+Rt 240 <25/<25 <25/25 <25/25 

10th Street/Willamette 
Falls Drive 

EB Lt 220 125/175 175/200 150/250 
EB Th 180 75/225 150/225 75/500  

WB Th+Rt 120 350/125 425/125 600/150 
SB Lt 120 50/75 50/75 50/75 
SB Rt 170 75/75 75/75 75/100 

 
Results are presented for AM/PM queues 
BOLD font indicates available storage is exceeded 
*Effective storage with back to back left turns 

The queuing analysis identified that existing queues exceed the available storage during the AM and PM 
peak hours at several locations; most prominently, the westbound Salamo approach to 10th Street and 
10th Street northbound approaching Blankenship.  

At a number of other locations, queues will exceed the available storage, but the addition of site trips 
has little impact on the queue length. For example, the available storage for left turns between the I-205 
ramps on 10th Street is limited, but exceeded with existing conditions. These peak left-turn queues will 
extend into the through lane, but will not block any other intersections.  

Mitigation measures to address queuing impacts are addressed in the following section. 

Auxil iary Lanes 

The need for a left-turn lane at the site access on Tannler Drive was reviewed. It is noted, in Figure 8-3 of 
the City’s TSP, that center (left) turn lanes on a Collector may be omitted where future traffic volumes 
are less than 5,000 daily trips. The peak hour volumes on Tannler with the project are less than 200 
vehicles in the peak hour, which indicates the daily volume will be less than 2,000 trips. ODOT left-turn 
warrants presented in the Analysis Procedures Manual were also reviewed, which consider the 
approaching, opposing, and left-turn volumes. The volumes anticipated with site development do not 
meet the warrants for a left-turn lane. Left-turn warrant sheets are included in Appendix K. 

Signal Warrants 

Signal warrants were checked using the Manual on Uniform Traffic Control Devices (MUTCD) 2009 
Edition, for the Blankenship Road/Site Access and Blankenship Road/Tannler Drive intersections using 
2017 Post-Development volumes, as well as the Blankenship Road/Site Access intersection under 
mitigation Alternative 5. For purposes of checking the vehicular volume signal warrants, volumes for the 
minor street approaches included all left-turn volumes, all through volumes, and half of the right-turn 
volumes. The major and minor street approaches were treated as single lanes. Below is a summary of 
the eight signal warrants that were reviewed. The results of the signal warrants are presented in Table 7. 

Warrant 1 – Eight-Hour Vehicular Volume 

This warrant requires that either Condition A or B be met for the eight-highest volumes. Condition A is 
used to measure the minimum vehicular volume, and requires 500 vehicles or more on the major street 
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(total of both approaches) and 150 vehicles or more on the higher-volume minor street approach. 
Condition B is used to measure the interruption of continuous traffic, and requires 750 vehicles or more 
on the major street (total of both approaches) and 75 vehicles on the higher-volume minor street 
approach. 

Two hours of data was available for each the AM and PM peak hour, which was assumed to account for 
the four highest hours. The four-hour warrant volumes were adjusted accordingly using the existing 
traffic counts and the Post-Development volumes, resulting in a set of adjusted four-hour Post-
Development volumes. Condition B was only met in two of the four-hour volumes at the Blankenship 
Road/Site Access intersection. Similarly, Condition B was only met in three of the four-hour volumes at 
the Blankenship Road/Tannler Drive intersection. It was assumed that Warrant 1 was not met at either 
intersection, since the four highest assumed hours of data did not meet the warrant thresholds. 

Warrant 2 – Four-Hour Vehicular Volume 

This warrant requires the four highest hour volumes to meet the volume thresholds on the Warrant 2, 
Four-Hour Vehicular Volume MUTCD graph. This warrant is used to measure the volume of intersecting 
traffic against the volume of through traffic on the major street. The four highest hours at the 
Blankenship Road/Site Access intersection did not meet the volume thresholds. The Blankenship 
Road/Tannler Drive intersection met the threshold during one of the PM peak hours. Warrant 2 was not 
met for either intersection. The Warrant 2 analysis is provided in Appendix K. 

Warrant 3 – Peak Hour 

This warrant requires the peak hour of an average day to meet the volume thresholds on the Warrant 3, 
Peak Hour MUTCD graph. This warrant is used to measure the volume of minor-street traffic at which 
the minor-street traffic suffers undue delay when entering or crossing the major street. Warrant 3 was 
not met for either intersection. The Warrant 3 analysis is provided in Appendix K. 

Warrant 4 – Pedestrian Volume 

This warrant requires that a volume threshold be met for the number of pedestrians crossing the major 
street, as well as the vehicular volume on the major street during any one hour for four hours during an 
average day. The minimum volume of pedestrians required during one hour to meet the warrant was 
107. The highest number of pedestrians at either intersection during one hour was 22. Warrant 4 was 
not met for either intersection.  

Warrant 5 – School  Crossing 

This warrant is used when school children cross the major street to ensure safety. There are no schools 
in the vicinity of either intersection, so this warrant was not applicable. 

Warrant 6 – Coordinated Signal 

This warrant is used when a coordinated signal system is in place, requiring the proper platooning of 
vehicles. The Blankenship Road/Salamo Road/10th Street intersection is signalized and spaced 
approximately 340 feet from the Tannler intersection and 690 feet from the Site Access intersection. 
The existing 10th Street signal is not coordinated. This warrant requires that the nearest signal be 
coordinated and located more than 1,000 feet away from the intersection in question. For these 
reasons, Warrant 6 was not met for either intersection. 



 
 

H:\Projects\213052905\WP\RPT-West Linn-TIA-150710 REV.docx 17  

Warrant 7 – Crash Experience 

This warrant is intended for intersections where crashes are frequent and severe. Following the crash 
analysis in Table 8, it was noted that both intersections were found to have crash rates below the 1.0 
crashes per million entering vehicles. Warrant 7 was not met for either intersection.  

Warrant 8 – Roadway Network 

This warrant is used to determine if the concentration and organization of traffic flow on a roadway 
network can be encouraged through signalization. This warrant requires that the existing or immediately 
projected entering volume is at least 1,000 vehicles per hour, during the peak hour of a typical weekday. 
Neither the Site Access nor Tannler Drive is expected to have an entering volume of 1,000 vehicles 
during the peak hour. Warrant 8 was not met for either intersection. 

Warrant 9 – Intersection Near a Grade Crossing 

This warrant is intended for intersections near railroad crossings and is only applied if any of the other 
warrants are not met. Warrant 9 was found to not apply to either intersection.  

TABLE 7 – MUTCD SIGNAL WARRANTS 

Warrant 

Met? 

Blankenship 
Road/Tannler 

Drive 

Blankenship 
Road/Site 

Access 

Blankenship 
Road/Site Access 

(Alternative 5) 

Warrant 1 – Eight-Hour Vehicular Volume No No No 

Warrant 2 – Four-Hour Vehicular Volume No No No 

Warrant 3 – Peak Hour No No No 

Warrant 4 – Pedestrian Volume No No No 

Warrant 5 – School Crossing N/A N/A N/A 

Warrant 6 – Coordinated Signal System No No No 

Warrant 7 – Crash Experience No No No 

Warrant 8 – Roadway Network No No No 

Warrant 9 – Intersection Near a Grade Crossing N/A N/A N/A 

 Safety Analysis  

Crash History 

Crash data for the study area intersections was obtained from ODOT for the most recent five years 
available, from the beginning of 2009 through the end of 2013. The data was reviewed to determine 
crash rates. The crash rate is a measure of the number of crashes occurring per one million entering 
vehicles (MEV) per year. A crash rate less than 1.0 crashes/MEV is indicative of a fairly safe intersection. 
A crash rate greater than 1.0 crashes/MEV is indicative of an unsafe intersection, and requires further 
evaluation 
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The crash rate is calculated by dividing the average number of crashes per year by the MEV per year. To 
calculate the MEV per year, the ADT is multiplied by 365 days a year to obtain AADT. The ADT is 
estimated by dividing the PM peak hour volume by a peak-to-daily factor of 10% to represent daily 
traffic.  

The most prevalent crash types were angle crashes at unsignalized intersections and rear end crashes at 
signalized intersections. These crash types are typical due to unprotected turns at unsignalized 
intersections and abrupt braking as a result of red lights at signalized intersections. There are no 
significant safety concerns regarding the study area intersections.  

Table 8 presents the crash rates for each study area intersection. Raw crash data can be found in 
Appendix D. 

TABLE 8 – CRASH DATA BY YEAR 

Intersection 
Number of Crashes 

ADT Crash Rate 
2009 2010 2011 2012 2013 Total 

Tannler Drive/North Site Access 0 0 0 0 0 0 1,770 0.00 
Blankenship Road/13th Street 0 0 0 0 1 1 8,030 0.07 

Blankenship Road/Site 
Access/Haggen's Access 0 0 0 0 1 1 9,260 0.06 

Blankenship Road/Tannler Drive 0 2 1 0 2 5 11,190 0.24 
10th Street/Blankenship 

Road/Salamo Road 2 0 0 0 2 4 15,550 0.14 

10th Street/I-205 SB Ramps 1 2 1 4 2 10 16,510 0.33 
10th Street/I-205 NB Ramps 3 1 1 3 3 11 15,490 0.39 

10th Street/8th Avenue/8th Court 3 3 1 3 4 14 13,950 0.55 
10th Street/Willamette Falls Drive 1 1 2 0 0 4 15,460 0.14 

Bicycle and Pedestrian Safety 

The crash data was reviewed for bicycle and pedestrian related crashes. None of the study area 
intersections had any reported bicycle or pedestrian related crashes from the beginning of 2009 through 
the end of 2013.Sight Distances 

The project’s proposed driveways were evaluated for adequate sight distances. Sight distance is the 
length of road a driver needs to be able to see clearly, in order to safely cross an intersection. AASHTO’s 
A Policy on Geometric Design of Highways and Streets, 6th Edition, provides recommended intersection 
sight distance and stopping sight distance as measured by vehicular speed along the intersecting 
roadway. All intersection sight distances are measured from a driver’s eye height of 3.5 feet and a 
driver’s position of 15 feet back from the edge of traveled way. The proposed driveway on Tannler Drive 
and the existing driveway on Blankenship Road were evaluated using a 25 mph posted speed.  

The recommended intersection sight distance for a left turn from a stop controlled approach at this 
speed is 280 feet on a level roadway. Tannler Drive has a slope of approximately 13% approaching the 
proposed driveway from the south, which equates to a recommended distance of approximately 250 
feet (for slopes over 6%). The available intersection sight distance is approximately 500 feet to the south 
at the Tannler driveway and 400 feet to the west at the Blankenship driveway. The recommended 
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intersection sight distance for a right turn from a stop controlled approach at 25 mph is 240 feet on a 
level roadway. Tannler Drive has about a 13% slope approaching the proposed driveway from the north, 
which equates to a recommended distance of approximately 260 feet (for slopes over 6%). The available 
intersection sight distance is approximately 780 feet to the north at the Tannler driveway and 290 to the 
east at the Blankenship driveway. Intersection sight distance is met at both driveways. 

The stopping sight distance recommended on both roadways is 155 feet. Both roadways exceed this 
stopping sight distance recommendation in both directions from the proposed/existing driveways. 

Horizontal and Vertical Geometry 

No changes to the current horizontal and vertical geometry are proposed. Vertical geometry should be 
noted on Tannler Drive, where the roadway has a slope of approximately -13% approaching Blankenship 
Road. The slope was accounted for in the analysis. 

Access Conflicts 

The existing driveway on Blankenship Road is not anticipated to cause any access conflicts. Access 
spacing standards were obtained from the City’s TSP, dated December 2008. The required spacing 
standard for a private driveway on Blankenship Road (a collector road) is 200 feet from a public 
intersection, and 150 feet from a private driveway. This existing driveway meets the access spacing 
standards.  

Tannler Road is also a collector road, so the same access spacing standards apply at the proposed 
driveway. The driveway’s location is approximately 215 feet north of the already approved, but not yet 
constructed, driveway on the east side of Tannler, and approximately 570 feet south of the Greene 
Street intersection. This proposed driveway meets established access spacing standards. The proposed 
driveway design shows no indication of conflict.  
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VII. MITIGATION 

Mitigation measures were considered for the intersections of Tannler Drive with Blankenship Road, the 
10th Street intersection with Blankenship Road/Salamo Road, and the 10th Street intersection with 8th 
Avenue/8th Court. CDC 55.100.I.1 allows the City to require construction or contribution of a 
proportionate share for necessary off-site improvements identified by the transportation analysis. CDC 
55.125 allows the City to condition mitigation that either addresses or minimizes the impacts. 

10th Street/Blankenship Road/Salamo Road 

Mitigation for the intersection of 10th Street with Blankenship Road/Salamo Road was considered to 
address the queuing concerns as well as the v/c standard of 0.85. It is recommended that the 
westbound through lane on the Salamo approach be restriped to provide for a shared through/left lane. 
The left-turn volume is much higher, so providing two lanes from which to turn left provides a capacity 
and queuing improvement. This will require a change in the signal phasing and intersection striping, 
which were assumed to be consistent with ODOT standards. Restriping the northbound approach on 
10th Street to lengthen the available storage for left turns to Blankenship Road is also recommended. 
This recommended mitigation improves pre-development conditions. Table 10 below presents the 
mitigation capacity results for the Blankenship Road/Salamo Road/10th Street intersection. Figure 10 
presents the recommended striping.  

TABLE 10 – INTERSECTION OPERATIONS WITH AND WITHOUT 10TH STREET MITIGATION 

Intersection Peak 
Hour 

2017 

Pre-
Development 

Post-
Development 

Post-Development with 
Mitigation 

10th Street/Blankenship 
Road/Salamo Road 

AM 0.85-D-36.7 0.89-C-33.3 0.72-C-26.5 
PM 0.68-C-25.1 0.77-C-25.9 0.74-C-28.7 

10th Street/I-205 SB Ramps 
AM 0.78-D-42.2 0.78-D-40.4 0.71-C-32.6 
PM 0.71-D-36.2 0.75-D-39.5 0.74-D-37.1 

Note: Capacity results are reported as v/c-LOS-Delay 
Results in BOLD font exceed capacity standards. 
*All-way stop controlled intersections do not report an overall v/c ratio. 

 

Queue lengths decrease with the recommended mitigation measures at the Blankenship Road/Salamo 
Road/10th Street and 10th Street/I-205 Southbound intersections. The westbound through lane 
(recommended shared left-through) queue length at Blankenship and 10th Street decreases from 725 
feet in the Post-Development to 325 feet with recommended mitigation during the AM peak hour, and 
from 475 feet to 250 feet during the PM peak hour. The northbound left lane queue length at 10th and 
I-205 decreases from 275 feet in the Post-Development to 250 feet. 

With changes in the signal phasing and timing for the Salamo Road approach, there are also impacts on 
the intersection of 10th Street with the I-205 Southbound ramp. These results are also presented in 
Table 10 and show an improvement in the operation as more green time can now be provided to critical 
movements. 

With the change in the lane utilization on the Salamo approach, we also assessed the volume of traffic 
that would likely choose each lane for left-turn movements. A review of existing conditions was 
conducted on Thursday afternoon, July 16, 2015, and Friday morning, July 17, 2015, to assess the 
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percentage of left turns from Salamo that turn right onto I-205 southbound. Detailed results and 
calculations are included in the appendix. The resulting lane utilization factors for the Salamo approach 
are 0.85 for the AM peak hour and 0.72 for the PM peak hour, which also accounts for the through 
volumes in the shared lane. This compares to a default lane utilization factor of 0.97 for exclusive double 
left-turn lanes. 

Blankenship Road/Tannler Drive 

Left turns from the Tannler Drive and Haggen Center driveway are anticipated to have long delays and 
not meet City standards for level of service “D.” This intersection is addressed in the 2008 TSP Appendix 
I with three Tannler Road Access Alternatives. These alternatives include aligning Tannler to the west 
opposite the west Haggen Center driveway, aligning Tannler to the east opposite 10th Street, and 
limiting the intersection to right turns. It should be noted that all of these alternatives identified a future 
traffic signal at the west Haggen Center driveway to Blankenship Road. A realignment to the west was 
noted as the preferred option, but also the most expensive. At this time no planning or funding for such 
an alternative has been provided. The Tannler Mixed Use development will preclude this westerly 
alignment alternative, leaving the realignment to the east and right turn limitation as the remaining 
options. 

Realignment to the east is still an option for future improvements in the area, but the cost of such an 
improvement would likely exceed the proportionate impacts of this project. 

Limiting the Tannler approach to right turns would address the long delays at the intersection, but cause 
left-turn traffic to reroute to Salamo and Greene Street. A limitation to right turns may also impact the 
east Haggen Center driveway, depending on how a median was configured.  

A total of six alternatives are analyzed for addressing or minimizing impacts at the Tannler approach to 
Blankenship, including the City’s identified right-turn limitation alternative. Each alternative is described 
below, and intersection analysis results are presented in Tables 9A and 9B, along with the pre- and post-
development conditions from Table 5. Note the recommended mitigation for the 10th 
Street/Blankenship Road/Salamo Road intersection is assumed in the alternatives analysis. 

1. Install a traffic signal 

A signal would address the City’s operational standards, but as noted in the signal warrant 
section, the volumes at development of the site would not meet any of the signal warrants. 
Also, the proximity to the signal at 10th Street complicates the operation of a signal at this 
location, and needs to be carefully coordinated and approved by ODOT. For these reasons, and 
based on prior discussions with ODOT staff, it may be challenging to have a signal approved at 
this location. 

2. Stripe separate lanes for left turns and through/right movements 

This will improve the operation of the Tannler approach from the current single lane 
configuration, and allow right turns to occur without waiting for any left turning vehicles. The 
striping would minimize the project impacts, but not result level of service “D” operation. Left 
turns would still experience long delays. It should be noted there is not a capacity constraint, 
just long delays that don’t meet the City’s standard. For this alternative, we assumed half of the 
site traffic that would turn left from Tannler Drive to Blankenship Road would instead choose to 
turn left at the shared driveway to Blankenship. 
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3. Install a median to restrict side street approaches to right-in/right-out movements  

This alternative addresses the operational standard at the intersection, but causes a reroute of 
left turns and through trips from both the Tannler approach and Haggen driveway, increasing 
the traffic volumes on Salamo, Greene Street, and the east Haggen driveway. The resulting 
volume at the east Haggen driveway would cause it to fail. The increase in volumes at the 10th 
Street/Blankenship Road/Salamo Road result in longer delays and a level of service “E.” 

4. Limiting only the Tannler Drive approach to right-in/right-out 

This alternative addresses operational standards at all intersections reviewed. Note the East 
Haggen Driveway would remain full movement, which would require unique median 
treatments. Traffic volumes on Salamo and Greene Street will increase as left turns and through 
movements to and from Tannler are rerouted, which is expected to be 110 vehicles in the peak 
hours based on existing counts. 

5. Restricting the east Haggen driveway opposite Tannler Drive to right-in/right-out 

This alternative is suggested for the purpose of removing the left-turn lane on Blankenship at 
the east driveway to reduce delays for left turns from Tannler and to allow striping of two full 
lanes eastbound approaching the 10th Street signal. 

Site impacts are mitigated by bringing the level of service back to pre-development conditions 
level of service “E” and slightly better delay at the Tannler approach, but causes the shared 
driveway and west Haggen Center driveway to exceed operational standards.  

6. Alternative 5 plus a signal at the west Haggen driveway 

This alternative builds on Alternative 5. Signal warrants were found to not be met, but a traffic 
signal at this location is consistent with the City’s TSP and prior analyses. The result is all 
intersections operating at acceptable levels of service. As with Alternative 5, access to the 
Haggen Center would be limited.  

 

TABLE 9A – INTERSECTION OPERATIONS WITH AND WITHOUT TANNLER MITIGATION 

Intersection Peak 
Hour 

2017 

Pre-
Development 

Post-
Development 

Alternative 1 
(Signalization) 

Alternative 2 
(Restripe) 

Alternative 3 
(RI-RO) 

Blankenship Road/Site 
Access/Haggen's Access 

AM 0.149-C-15.3 0.209-C-19.7 0.209-C-19.7 0.295-C-21.7 0.388-D-30.0 
PM 0.335-C-20.8 0.377-C-23.1 0.377-C-23.1 0.415-D-33.4 0.669-F-75.1 

Blankenship 
Road/Tannler Drive 

AM 0.457-D-27.2 0.745-F-52.1 0.53-C-26.9 0.597-E-44.4 0.053-B-10.8 

PM 0.499-E-44.5 0.916-F-121.7 0.65-B-19.3 0.676-F-99.8 0.077-B-12.3 
10th Street/Blankenship 

Road/Salamo Road 
AM 0.85-D-36.7 0.89-C-33.3 0.72-C-30.2 0.72-C-30.2 0.67-D-40.8 
PM 0.68-C-25.1 0.77-C-25.9 0.74-D-36.7 0.74-D-36.7 0.82-E-60.0 

10th Street/I-205 SB 
Ramps 

AM 0.78-D-42.2 0.78-D-40.4 0.70-C-31.1 0.70-C-31.1 0.70-C-29.6 

PM 0.71-D-36.2 0.75-D-39.5 0.73-C-34.1 0.73-C-34.1 0.73-C-33.2 
Note: Capacity results are reported as v/c-LOS-Delay 
Results in BOLD font exceed capacity standards. 
*All-way stop controlled intersections do not report an overall v/c ratio. 
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TABLE 9B – INTERSECTION OPERATIONS WITH AND WITHOUT TANNLER MITIGATION 

Intersection Peak 
Hour 

2017 

Pre-
Development 

Post-
Development 

Alternative 4 
(RO) 

Alternative 5 
(Restricted 
Driveway) 

Alternative 6 
(Signalized 
Driveway) 

Blankenship Road/Site 
Access/Haggen's Access 

AM 0.149-C-15.3 0.209-C-19.7 0.300-C-22.1 0.380-D-29.2 0.49-B-12.6 

PM 0.335-C-20.8 0.377-C-23.1 0.427-D-34.7 0.654-F-71.8 0.62-C-21.0 

Blankenship 
Road/Tannler Drive 

AM 0.457-D-27.2 0.745-F-52.1 0.049-B-10.3 0.464-D-29.1 0.464-D-29.1 

PM 0.499-E-44.5 0.916-F-121.7 0.066-B-11.2 0.414-E-43.7 0.414-E-43.7 

10th Street/Blankenship 
Road/Salamo Road 

AM 0.85-D-36.7 0.89-C-33.3 0.70-E-55.1 0.72-C-30.3 0.72-C-30.3 
PM 0.68-C-25.1 0.77-C-25.9 0.82-E-60.0 0.75-D-37.1 0.75-D-37.1 

10th Street/I-205 SB 
Ramps 

AM 0.78-D-42.2 0.78-D-40.4 0.70-C-29.5 0.70-C-31.1 0.70-C-31.1 
PM 0.71-D-36.2 0.75-D-39.5 0.73-C-33.2 0.73-C-34.1 0.73-C-34.1 

Note: Capacity results are reported as v/c-LOS-Delay 
Results in BOLD font exceed capacity standards. 
*All-way stop controlled intersections do not report an overall v/c ratio. 

   

Alternative 2 is the preferred mitigation for the Blankenship Road/Tannler Drive intersection. It provides 
a separate left-turn lane and right/through lane within the existing roadway width. While the restriping 
will reduce delays for the Tannler approach, left-turn delays will still be long. It is anticipated traffic 
leaving the site will find using the shared driveway on Blankenship to have less delay, which is why we 
assumed half of these left turns would choose to reroute to the Blankenship driveway for this analysis. 
While this alternative does not meet the City’s level of service “D” standard, it does minimize the site’s 
impacts, provides a level of service “C” for right turns, and keeps Tannler Drive open for all turning 
movement, which also minimizes the potential for reroute of traffic onto local streets such as Greene 
Street. 

10th Street/8th Avenue/8th Court  

The 10th Street/8th Avenue/8th Court intersection currently exceeds standards, but the delays for left-
turn movements from the side streets are longer with the addition of project trips. A peak hour 
prohibition on left turns was implemented, but counts show drivers are still making the turn. This 
intersection is listed in the City’s TSP as a Motor Vehicle Master Plan and Action Plan Project. The 
recommended improvements for this intersection include limiting turns to right-in/right-out, extending 
8th Avenue to Dollar Street, and extending 8th Court to Willamette Falls Drive. This project is current 
not funded or scheduled. The improvements are listed as Motor Vehicle projects 11 and 13 in the City’s 
SDC list, with a total cost of $2,526,317. Because the cost of the improvement is significantly more than 
the project’s share of the impact, we recommended the City collect a proportionate share of the 
project’s impacts for use on the future project. During the PM peak hour, the proportion of project trips 
to total trips is approximately 1.2%. The project is already paying SDC, which will fund 20.8% of the 
improvements, so the share of non-SDC funds is $24,010. 

Pedestrian Enhancements  

Existing pedestrian ramps located west of the shared site/Haggen driveway on Blankenship Road are 
anticipated to be used by residents, tenants, and customers of the project. While enhanced pedestrian 
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crossings are provided nearby at 13th Avenue, pedestrians are not likely to travel out of direction to use 
it. In order to encourage walking and improve pedestrian safety crossing Blankenship Road, we 
recommend the pedestrian crossing be enhanced to include striping, signing and illumination as needed. 
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VIII. SUMMARY 

This analysis addresses requirements established by the City of West Linn and ODOT. The following are 
key findings supported by these analysis results for the proposed mixed-use multifamily and commercial 
development. 

Existing Conditions 

 The proposed project site is approximately 10.1 acres and is currently zoned Office Business 
Center (OBC). 

 Sidewalks are currently available along portions of 10th Street, Blankenship Road, Tannler Drive, 
and Willamette Falls Drive.  

 Bicycle lanes and striped shoulders are currently available along portions of 10th Street, 
Blankenship Road, Tannler Drive, and Willamette Falls Drive.  

Safety 

 Historical crash data suggests there are no significant safety concerns regarding the study area 
intersections. 

 Sight distance is met at both the proposed and existing driveways; no access issues are 
anticipated at either driveway. 

Site Development 

 The proposed development is assumed to be fully occupied in 2017 based on current 
construction schedules and will consist of approximately 210 multifamily dwelling units and up 
to 3,500 square feet of commercial space. 

 Based on ITE trip generation rates, the proposed project is anticipated to generate 150 AM peak 
hour trips, 176 PM peak hour trips, and 1,655 daily trips. 

Traffic Operations 

 Under existing conditions, the 10th Street/8th Avenue/8th Court intersection exceeds the City’s 
LOS standard of D, and under pre-development conditions, the Blankenship/Tannler Drive 
intersection exceeds LOS standard. 

 As a result of the project, the 10th Street/I-205 Southbound Ramps intersection exceeds ODOT’s 
capacity standard of 0.85. 

Queuing Analysis  

 Existing queues at the 10th Street/Blankenship Road/Salamo Road exceed available storage 
lengths, and are increased with site traffic. 
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Mitigation 

 Recommended mitigation at the Blankenship Road/Tannler Drive intersection includes striping 
for separate left and through/right lanes to reduce delays and increase capacity. This 
improvement will minimize the project impacts while keeping the intersection movements for 
the convenience of the Haggen Center and neighbors who use Tannler Drive. 

 Recommended mitigation at the 10th Street/Blankenship Road/Salamo Road includes restriping 
and signal changes to provide a shared through/left lane in addition to the existing left-turn lane 
on the westbound Salamo approach. 

 Pay a proportionate share, in the amount of $24,010, towards the cost of improvements at the 
10th Street/8th Avenue/8th Court intersection and the 8th Court extension. 

 Enhance the pedestrian crossing on Blankenship Road west of the shared driveway to include 
striping, signing, and illumination as needed.  
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IX. APPENDICES 

A. Figures 
B. Traffic Count Summaries 
C. Transit Information 
D. Crash Data 
E. Background Growth Data 
F. In-Process Developments 
G. Signal Timing 
H. Capacity Calculations 
I. Queue Reports 
J. Scoping Material 
K. Signal and Turn Lane Warrants 
L. Lane Utilization Calculation 
M. Mitigation 
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Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:03 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 13th St -- Blankenship Rd QC JOB #: 13358515
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

13th St
(Northbound)

13th St
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 0 0 0 4 0 1 0 0 31 0 0 0 11 0 0 47
7:05 AM 0 0 0 0 1 0 0 0 0 20 0 0 0 8 1 0 30
7:10 AM 0 0 1 0 3 0 1 0 0 19 1 0 0 15 0 0 40
7:15 AM 0 0 0 0 6 0 0 0 0 13 0 0 0 11 2 0 32

 

7:20 AM 0 0 0 0 7 0 0 0 0 23 0 0 0 15 0 0 45
7:25 AM 0 0 0 0 3 0 1 0 0 24 0 0 0 20 1 0 49
7:30 AM 0 0 0 0 3 0 0 0 0 25 0 0 0 19 1 0 48

 

7:35 AM 0 0 0 0 5 0 1 0 0 34 0 0 0 18 2 0 60
7:40 AM 0 0 0 0 3 0 0 0 0 22 0 0 0 19 2 0 46
7:45 AM 0 0 1 0 4 0 0 0 1 36 0 0 0 20 0 0 62
7:50 AM 0 0 0 0 2 0 0 0 0 18 0 0 0 21 2 0 43
7:55 AM 0 0 0 0 3 0 0 0 0 18 0 0 0 32 6 0 59 561
8:00 AM 0 0 0 0 5 0 0 0 0 26 0 0 0 24 2 0 57 571
8:05 AM 0 0 0 0 3 0 1 0 0 24 0 0 0 16 0 0 44 585
8:10 AM 0 0 0 0 2 0 1 0 1 26 1 0 0 21 4 0 56 601
8:15 AM 0 0 1 0 8 0 3 0 1 22 0 0 0 14 4 0 53 622
8:20 AM 0 0 0 0 5 0 1 0 0 13 0 0 0 15 2 0 36 613
8:25 AM 0 0 0 0 0 0 1 0 0 20 0 0 0 18 2 0 41 605
8:30 AM 0 0 0 0 4 0 0 0 0 20 0 0 0 18 3 0 45 602
8:35 AM 0 0 0 0 2 0 0 0 0 28 0 0 0 15 5 0 50 592
8:40 AM 0 0 0 0 3 0 0 0 0 22 0 0 0 18 1 0 44 590
8:45 AM 0 0 0 0 3 0 0 0 0 25 0 0 0 16 1 0 45 573
8:50 AM 0 0 0 0 2 0 0 0 0 28 0 0 0 16 0 0 46 576
8:55 AM 0 0 1 0 4 0 0 0 1 17 0 0 0 13 5 0 41 558

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 0 4 0 48 0 4 0 4 368 0 0 0 228 16 0 672
Heavy Trucks 0 0 0 0 0 0 0 20 0 0 16 4 40
Pedestrians 8 8 0 0 16

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

0 0 2

4807

3

298

1 0

239

24

2

55

302

263

27

1

348

246

0.93

0.0 0.0 0.0

2.10.00.0

0.0

3.4

0.0 0.0

5.4

4.2

0.0

1.8

3.3

5.3

3.7

0.0

3.2

5.3

7

4

3 1

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:03 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Site Access/Haggen's Access -- Blankenship Rd QC JOB #: 13358513
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

Site Access/Haggen's Access
(Northbound)

Site Access/Haggen's Access
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 2 0 0 0 0 0 0 0 0 28 5 0 1 9 1 0 46
7:05 AM 1 2 1 0 0 0 0 0 0 21 1 0 0 8 5 0 39
7:10 AM 3 1 0 0 1 0 0 0 0 22 2 0 3 12 0 0 44
7:15 AM 4 1 0 0 0 0 1 0 0 15 2 0 1 8 1 0 33

 

7:20 AM 2 0 1 0 0 0 0 0 0 29 2 0 3 13 0 0 50
7:25 AM 0 0 1 0 1 0 0 0 0 23 1 0 2 22 2 0 52
7:30 AM 1 0 2 0 0 0 0 0 0 28 1 0 2 17 0 0 51

 

7:35 AM 2 0 2 0 1 0 1 0 0 35 5 0 4 18 3 0 71
7:40 AM 5 0 3 0 0 0 0 0 1 24 0 0 4 16 2 0 55
7:45 AM 2 1 4 0 0 0 0 0 1 35 3 0 4 16 0 0 66
7:50 AM 2 0 2 0 0 0 0 0 0 19 1 0 3 22 3 0 52
7:55 AM 2 0 0 0 0 0 0 0 0 16 3 0 0 36 6 0 63 622
8:00 AM 3 1 2 0 0 0 0 0 0 29 3 0 2 23 2 0 65 641
8:05 AM 2 0 3 0 1 0 1 0 1 25 1 0 0 15 4 0 53 655
8:10 AM 6 0 2 0 0 0 0 0 0 27 2 0 3 18 3 0 61 672
8:15 AM 2 0 0 0 1 0 0 0 1 31 1 0 3 15 2 0 56 695
8:20 AM 2 0 1 0 1 0 0 0 0 16 1 0 2 15 2 0 40 685
8:25 AM 0 1 2 0 0 0 0 0 0 22 0 0 1 21 3 0 50 683
8:30 AM 1 0 1 0 0 0 0 0 0 20 4 0 2 20 4 0 52 684
8:35 AM 1 1 1 0 1 0 0 0 0 27 3 0 4 19 4 0 61 674
8:40 AM 2 0 2 0 0 0 0 0 0 19 2 0 4 17 3 0 49 668
8:45 AM 2 0 3 0 2 0 0 0 0 28 4 0 1 15 0 0 55 657
8:50 AM 1 0 1 0 0 0 0 0 0 27 2 0 2 19 6 0 58 663
8:55 AM 0 0 2 0 0 0 0 0 0 19 2 0 4 17 5 0 49 649

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 36 4 36 0 4 0 4 0 8 376 32 0 48 200 20 0 768
Heavy Trucks 0 0 0 0 0 0 4 16 0 0 24 0 44
Pedestrians 4 8 0 0 12

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

29 2 22

402

4

321

23 30

231

27

53

6

348

288

33

53

347

262

0.90

6.9 0.0 0.0

0.00.00.0

25.0

3.4

0.0 6.7

6.1

0.0

3.8

0.0

3.4

5.6

3.0

3.8

3.2

6.1

1

3

0 1

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:03 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Tannler Dr -- Blankenship Rd QC JOB #: 13358511
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

Tannler Dr
(Northbound)

Tannler Dr
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 1 1 3 0 4 0 0 0 0 27 0 0 3 9 3 0 51
7:05 AM 0 0 1 0 7 0 1 0 1 22 0 0 1 12 0 0 45
7:10 AM 0 0 2 0 4 0 2 0 1 22 0 0 0 12 0 0 43
7:15 AM 1 0 0 0 7 0 0 0 0 15 0 0 3 12 1 0 39

 

7:20 AM 0 1 4 0 3 0 1 0 1 28 0 0 5 13 1 0 57
7:25 AM 0 0 1 0 6 0 5 0 2 27 0 0 5 22 1 0 69
7:30 AM 0 1 3 0 7 0 0 0 2 28 0 0 7 20 1 0 69
7:35 AM 0 0 2 0 9 0 3 0 2 36 0 0 1 24 3 0 80
7:40 AM 0 0 5 0 13 1 4 0 2 25 0 0 4 18 1 0 73
7:45 AM 0 0 3 0 3 0 1 0 1 37 1 0 3 18 3 0 70

 

7:50 AM 0 1 3 0 7 1 2 0 0 19 2 0 7 26 5 0 73
7:55 AM 0 0 3 0 7 0 1 0 3 12 1 0 9 40 1 0 77 746
8:00 AM 0 0 6 0 5 1 2 0 2 28 0 0 6 24 3 0 77 772
8:05 AM 1 0 3 0 8 1 4 0 2 25 2 0 3 15 3 0 67 794
8:10 AM 0 0 2 0 9 0 0 0 3 27 0 0 4 21 2 0 68 819
8:15 AM 0 0 3 0 9 0 2 0 2 30 0 0 4 19 2 0 71 851
8:20 AM 0 0 4 0 2 0 1 0 0 17 1 0 4 18 3 0 50 844
8:25 AM 1 0 4 0 7 0 1 0 3 20 0 0 10 23 1 0 70 845
8:30 AM 0 0 6 0 3 1 0 0 2 19 1 0 5 27 2 0 66 842
8:35 AM 0 0 5 0 4 0 3 0 2 24 2 0 7 27 6 0 80 842
8:40 AM 0 0 6 0 6 0 2 0 2 20 0 0 6 18 3 0 63 832
8:45 AM 0 0 5 0 8 0 4 0 3 30 0 0 9 13 1 0 73 835
8:50 AM 0 0 9 0 9 0 4 0 1 27 0 0 7 23 3 0 83 845
8:55 AM 1 0 4 0 14 0 3 0 0 20 0 0 7 21 2 0 72 840

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 4 48 0 76 8 20 0 20 236 12 0 88 360 36 0 908
Heavy Trucks 0 0 4 0 0 0 0 12 0 4 12 8 40
Pedestrians 4 0 0 0 4

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:50 AM -- 8:05 AM

1 3 38

86425

22

322

6 58

260

26

42

115

350

344

51

68

446

286

0.94

0.0 0.0 5.3

0.00.00.0

0.0

3.4

0.0 3.4

5.8

19.2

4.8

0.0

3.1

6.4

9.8

2.9

2.9

5.2

2

0

0 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:03 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- Salamo Rd QC JOB #: 13358509
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

Salamo Rd
(Eastbound)

Salamo Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 14 0 16 0 0 0 0 0 0 2 30 0 26 1 0 0 89
7:05 AM 15 0 9 0 0 0 0 0 0 1 33 0 24 2 0 0 84
7:10 AM 8 0 10 0 0 0 0 0 0 1 26 0 19 3 0 0 67
7:15 AM 9 0 9 0 0 0 0 0 0 3 19 0 28 7 0 0 75

 

7:20 AM 16 0 16 0 0 0 0 0 0 2 32 0 24 4 0 0 94
7:25 AM 27 0 14 0 0 0 0 0 0 1 32 0 28 3 0 0 105
7:30 AM 19 0 12 0 0 0 0 0 0 1 36 0 37 6 0 0 111

 

7:35 AM 26 0 20 0 0 0 0 0 0 4 47 0 42 2 0 0 141
7:40 AM 21 0 19 0 0 0 0 0 0 2 39 0 44 2 0 0 127
7:45 AM 19 0 25 0 0 0 0 0 0 4 39 0 44 6 0 0 137
7:50 AM 26 0 27 0 0 0 0 0 0 5 26 0 29 13 0 0 126
7:55 AM 39 0 21 0 0 0 0 0 0 0 17 0 37 9 0 0 123 1279
8:00 AM 31 0 22 0 0 0 0 0 0 4 37 0 28 2 0 0 124 1314
8:05 AM 21 0 15 0 0 0 0 0 0 6 32 0 40 2 0 0 116 1346
8:10 AM 24 0 15 0 0 0 0 0 0 3 32 0 32 4 0 0 110 1389
8:15 AM 19 0 21 0 0 0 0 0 0 2 41 0 30 3 0 0 116 1430
8:20 AM 24 0 21 0 0 0 0 0 0 1 22 0 31 3 0 0 102 1438
8:25 AM 28 0 11 0 0 0 0 0 0 4 29 0 33 7 0 0 112 1445
8:30 AM 28 0 17 0 0 0 0 0 0 0 26 0 27 4 0 0 102 1436
8:35 AM 32 0 22 0 0 0 0 0 0 3 32 0 36 9 0 0 134 1429
8:40 AM 24 0 19 0 0 0 0 0 0 4 22 0 42 1 0 0 112 1414
8:45 AM 17 0 10 0 0 0 0 0 0 5 40 0 37 5 0 0 114 1391
8:50 AM 32 0 23 0 0 0 0 0 0 6 36 0 18 4 0 0 119 1384
8:55 AM 22 0 15 0 0 0 0 0 0 4 37 0 26 6 0 0 110 1371

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 264 0 256 0 0 0 0 0 0 40 500 0 520 40 0 0 1620
Heavy Trucks 32 0 60 0 0 0 0 0 20 12 0 0 124
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

288 0 227

000

0

34

410 415

56

0

515

0

444

471

0

825

261

344

0.88

6.6 0.0 14.5

0.00.00.0

0.0

5.9

2.2 2.2

3.6

0.0

10.1

0.0

2.5

2.3

0.0

2.2

13.4

6.1

0

0

0 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:03 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- I-205 SB Ramps QC JOB #: 13358507
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

I-205 SB Ramps
(Eastbound)

I-205 SB Ramps
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 8 20 0 0 0 26 25 0 0 0 0 0 8 0 9 0 96
7:05 AM 11 18 0 0 0 35 26 0 0 0 0 0 7 0 6 0 103
7:10 AM 11 15 0 0 0 27 18 0 0 0 0 0 15 0 3 0 89
7:15 AM 19 17 0 0 0 27 22 0 0 0 0 0 9 0 0 0 94

 

7:20 AM 8 22 0 0 0 28 27 0 0 0 0 0 9 0 10 0 104
7:25 AM 16 29 0 0 0 46 15 0 0 0 0 0 6 0 11 0 123
7:30 AM 9 16 0 0 0 40 28 0 0 0 0 0 7 0 17 0 117

 

7:35 AM 11 34 0 0 0 56 36 0 0 0 0 0 9 0 11 0 157
7:40 AM 21 30 0 0 0 51 31 0 0 0 0 0 8 0 11 0 152
7:45 AM 20 27 0 0 0 37 33 0 0 0 0 0 8 0 15 0 140
7:50 AM 7 42 0 0 0 42 24 0 0 0 0 0 12 0 16 0 143
7:55 AM 15 41 0 0 0 33 15 0 0 0 0 0 12 0 19 0 135 1453
8:00 AM 9 36 0 0 0 43 28 0 0 0 0 0 3 0 16 0 135 1492
8:05 AM 13 26 0 0 0 48 31 0 0 0 0 0 7 0 12 0 137 1526
8:10 AM 6 25 0 0 0 33 28 0 0 0 0 0 8 0 19 0 119 1556
8:15 AM 14 27 0 0 0 40 30 0 0 0 0 0 10 0 13 0 134 1596
8:20 AM 12 25 0 0 0 28 26 0 0 0 0 0 14 0 18 0 123 1615
8:25 AM 13 22 0 0 0 36 24 0 0 0 0 0 8 0 18 0 121 1613
8:30 AM 19 34 0 0 0 29 29 0 0 0 0 0 3 0 9 0 123 1619
8:35 AM 7 31 0 0 0 36 27 0 0 0 0 0 8 0 20 0 129 1591
8:40 AM 9 24 0 0 0 31 33 0 0 0 0 0 11 0 23 0 131 1570
8:45 AM 12 15 0 0 0 43 32 0 0 0 0 0 8 0 10 0 120 1550
8:50 AM 7 32 0 0 0 38 22 0 0 0 0 0 9 0 26 0 134 1541
8:55 AM 16 21 0 0 0 37 30 0 0 0 0 0 10 0 15 0 129 1535

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 208 364 0 0 0 576 400 0 0 0 0 0 100 0 148 0 1796
Heavy Trucks 0 56 0 0 20 8 0 0 0 4 0 36 124
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

149 355 0

0497326

0

0

0 99

0

170

504

823

0

269

525

596

0

475

0.89

2.0 10.7 0.0

0.03.00.9

0.0

0.0

0.0 7.1

0.0

10.0

8.1

2.2

0.0

8.9

10.5

3.7

0.0

1.3

0

0

3 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:02 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- I-205 NB Ramps QC JOB #: 13358505
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

I-205 NB Ramps
(Eastbound)

I-205 NB Ramps
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 16 12 0 19 17 0 0 11 0 9 0 0 0 0 0 84
7:05 AM 0 21 24 0 22 19 0 0 8 0 5 0 0 0 0 0 99
7:10 AM 0 22 14 0 15 25 0 0 7 0 6 0 0 0 0 0 89
7:15 AM 0 24 14 0 22 15 0 0 8 0 11 0 0 0 0 0 94

 

7:20 AM 0 29 21 0 18 19 0 0 10 0 12 0 0 0 0 0 109
7:25 AM 0 27 20 0 26 22 0 0 13 0 13 0 0 0 0 0 121
7:30 AM 0 12 11 0 16 19 0 0 5 0 9 0 0 0 0 0 72

 

7:35 AM 0 38 23 0 27 37 0 0 11 0 7 0 0 0 0 0 143
7:40 AM 0 32 18 0 31 29 0 0 19 0 6 0 0 0 0 0 135
7:45 AM 0 38 20 0 22 26 0 0 13 0 10 0 0 0 0 0 129
7:50 AM 0 36 20 0 23 29 0 0 15 0 4 0 0 0 0 0 127
7:55 AM 0 32 12 0 17 24 0 0 25 0 14 0 0 0 0 0 124 1326
8:00 AM 0 18 11 0 23 27 0 0 16 0 11 0 0 0 0 0 106 1348
8:05 AM 0 20 9 0 23 26 0 0 18 0 14 0 0 0 0 0 110 1359
8:10 AM 0 27 10 0 22 26 0 0 13 0 12 0 0 0 0 0 110 1380
8:15 AM 0 19 14 0 25 24 0 0 10 0 11 0 0 0 0 0 103 1389
8:20 AM 0 26 27 0 21 25 0 0 21 0 5 0 0 0 0 0 125 1405
8:25 AM 0 30 13 0 17 29 0 0 10 0 8 0 0 0 0 0 107 1391
8:30 AM 0 27 11 0 18 11 0 0 14 0 9 0 0 0 0 0 90 1409
8:35 AM 0 24 19 0 21 24 0 0 21 0 13 0 0 0 0 0 122 1388
8:40 AM 0 23 17 0 14 25 0 0 11 0 11 0 0 0 0 0 101 1354
8:45 AM 0 21 19 0 26 28 0 0 4 0 11 0 0 0 0 0 109 1334
8:50 AM 0 25 14 0 17 27 0 0 20 0 8 0 0 0 0 0 111 1318
8:55 AM 0 25 6 0 25 26 0 0 10 0 6 0 0 0 0 0 98 1292

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 432 244 0 320 368 0 0 172 0 92 0 0 0 0 0 1628
Heavy Trucks 0 32 0 0 20 0 16 0 0 0 0 0 68
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

0 328 189

2733080

168

0

123 0

0

0

517

581

291

0

496

431

462

0

0.85

0.0 4.9 0.5

1.14.20.0

5.4

0.0

1.6 0.0

0.0

0.0

3.3

2.8

3.8

0.0

5.0

3.5

0.9

0.0

0

1

3 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:02 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- 8th Ave QC JOB #: 13358503
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

8th Ave
(Eastbound)

8th Ave
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 16 5 0 16 5 4 0 0 0 0 0 2 0 10 0 58
7:05 AM 0 31 9 0 14 8 3 0 0 1 1 0 4 0 12 0 83
7:10 AM 1 24 6 0 10 15 6 0 1 2 0 0 5 2 13 0 85
7:15 AM 0 25 6 0 14 8 4 0 2 1 0 0 3 0 11 0 74

 

7:20 AM 0 32 8 0 7 20 4 0 4 0 0 0 5 0 13 0 93
7:25 AM 0 27 6 0 15 11 8 0 2 0 0 0 5 0 17 0 91
7:30 AM 1 27 11 0 15 19 4 0 1 0 1 0 4 0 10 0 93

 

7:35 AM 2 37 9 0 13 24 7 0 4 1 0 0 5 0 15 0 117
7:40 AM 0 36 4 0 6 26 3 0 1 0 1 0 6 2 18 0 103
7:45 AM 0 42 10 0 13 17 7 0 1 0 0 0 6 1 10 0 107
7:50 AM 4 39 9 0 7 17 8 0 2 1 0 0 2 0 14 0 103
7:55 AM 5 27 9 0 10 20 8 0 2 0 0 0 2 2 18 0 103 1110
8:00 AM 6 16 5 0 9 18 9 0 0 1 1 0 5 0 11 0 81 1133
8:05 AM 0 16 5 0 16 18 8 0 1 0 2 0 4 1 10 0 81 1131
8:10 AM 0 21 6 0 14 18 4 0 4 2 0 0 5 2 11 0 87 1133
8:15 AM 1 17 7 0 19 13 3 0 3 1 1 0 5 0 13 0 83 1142
8:20 AM 1 31 9 0 6 11 7 0 2 0 2 0 5 0 23 0 97 1146
8:25 AM 1 23 7 0 16 19 1 0 2 0 0 0 2 1 13 0 85 1140
8:30 AM 1 19 9 0 13 9 1 0 3 1 0 0 2 2 17 0 77 1124
8:35 AM 3 22 2 0 19 10 9 0 6 1 0 0 7 0 18 0 97 1104
8:40 AM 1 19 3 0 11 17 7 0 3 0 0 0 3 1 16 0 81 1082
8:45 AM 1 16 5 0 15 18 5 0 6 3 0 0 1 0 14 0 84 1059
8:50 AM 0 25 6 0 12 13 9 0 2 0 1 0 1 1 15 0 85 1041
8:55 AM 2 12 2 0 14 11 6 0 3 1 1 0 6 2 13 0 73 1011

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 8 460 92 0 128 268 68 0 24 4 4 0 68 12 172 0 1308
Heavy Trucks 0 32 0 4 28 0 0 0 0 0 0 4 68
Pedestrians 0 0 4 0 4

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

19 337 89

14422173

25

6

6 54

8

160

445

438

37

222

522

281

239

100

0.87

0.0 5.6 1.1

3.58.61.4

4.0

0.0

0.0 0.0

0.0

3.8

4.5

5.7

2.7

2.7

5.0

6.8

2.5

1.0

3

0

4 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:02 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- Willamette Falls Dr QC JOB #: 13358501
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

Willamette Falls Dr
(Eastbound)

Willamette Falls Dr
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
7:00 AM 0 0 0 0 0 0 5 0 11 5 0 0 0 18 10 0 49
7:05 AM 0 0 0 0 7 0 7 0 25 7 0 0 0 22 14 0 82
7:10 AM 0 0 0 0 9 0 12 0 20 7 0 0 0 27 12 0 87
7:15 AM 0 0 0 0 2 0 8 0 15 9 0 0 0 30 17 0 81

 

7:20 AM 0 0 0 0 6 0 19 0 22 14 0 0 0 23 18 0 102
7:25 AM 0 0 0 0 8 0 9 0 18 9 0 0 0 29 14 0 87
7:30 AM 0 0 0 0 9 0 16 0 25 12 0 0 0 24 14 0 100

 

7:35 AM 0 0 0 0 5 0 25 0 32 9 0 0 0 27 16 0 114
7:40 AM 0 0 0 0 9 0 21 0 31 16 0 0 0 29 8 0 114
7:45 AM 0 0 0 0 5 0 21 0 40 16 0 0 0 20 12 0 114
7:50 AM 0 0 0 0 1 0 18 0 35 15 0 0 0 22 16 0 107
7:55 AM 0 0 0 0 9 0 12 0 20 10 0 0 0 20 20 0 91 1128
8:00 AM 0 0 0 0 9 0 16 0 15 15 0 0 0 23 12 0 90 1169
8:05 AM 0 0 0 0 11 0 12 0 12 16 0 0 0 13 9 0 73 1160
8:10 AM 0 0 0 0 12 0 13 0 15 12 0 0 0 22 14 0 88 1161
8:15 AM 0 0 0 0 8 0 10 0 15 12 0 0 0 32 10 0 87 1167
8:20 AM 0 0 0 0 10 0 11 0 24 14 0 0 0 20 17 0 96 1161
8:25 AM 0 0 0 0 3 0 18 0 11 6 0 0 0 32 17 0 87 1161
8:30 AM 0 0 0 0 3 0 6 0 16 8 0 0 0 23 15 0 71 1132
8:35 AM 0 0 0 0 8 0 10 0 12 7 0 0 0 29 13 0 79 1097
8:40 AM 0 0 0 0 4 0 14 0 14 6 0 0 0 17 9 0 64 1047
8:45 AM 0 0 0 0 4 0 15 0 17 10 0 0 0 16 7 0 69 1002
8:50 AM 0 0 0 0 3 0 13 0 19 6 0 0 0 14 10 0 65 960
8:55 AM 0 0 0 0 3 0 16 0 6 4 0 0 0 15 12 0 56 925

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 0 0 0 76 0 268 0 412 164 0 0 0 304 144 0 1368
Heavy Trucks 0 0 0 0 0 28 32 16 0 0 12 4 92
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 7:20 AM -- 8:20 AM
Peak 15-Min: 7:35 AM -- 7:50 AM

0 0 0

920192

280

156

0 0

284

163

0

284

436

447

443

0

248

476

0.85

0.0 0.0 0.0

3.30.08.3

5.4

5.8

0.0 0.0

4.2

4.9

0.0

6.7

5.5

4.5

5.2

0.0

4.8

5.9

0

0

1 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 13th St -- Blankenship Rd QC JOB #: 13358516
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

13th St
(Northbound)

13th St
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 0 0 0 3 0 0 0 1 27 0 0 0 22 1 0 54
4:05 PM 0 0 0 0 2 0 1 0 1 39 0 0 0 15 3 0 61
4:10 PM 0 0 0 0 1 0 1 0 0 24 0 0 0 25 3 0 54

 

4:15 PM 0 0 0 0 2 0 0 0 1 28 0 0 0 23 5 0 59
4:20 PM 0 0 0 0 6 0 1 0 2 42 0 0 0 26 3 0 80
4:25 PM 0 0 0 0 3 0 0 0 0 27 0 0 0 18 6 0 54
4:30 PM 0 0 0 0 4 0 1 0 0 25 0 0 0 28 2 0 60
4:35 PM 0 0 0 0 1 0 0 0 1 43 0 0 0 21 3 0 69
4:40 PM 0 0 0 0 1 0 0 0 0 32 0 0 0 26 6 0 65
4:45 PM 0 0 0 0 2 0 1 0 0 32 0 0 0 36 0 0 71
4:50 PM 0 0 0 0 2 0 0 0 1 31 0 0 0 25 10 0 69
4:55 PM 0 0 0 0 2 0 1 0 0 31 0 0 0 28 3 0 65 761

 

5:00 PM 0 0 0 0 6 0 0 0 0 32 0 0 1 20 2 0 61 768
5:05 PM 0 0 0 0 6 0 0 0 2 43 0 0 0 28 2 0 81 788
5:10 PM 0 0 0 0 2 0 1 0 2 33 0 0 0 28 3 0 69 803
5:15 PM 0 0 0 0 6 0 0 0 1 28 0 0 0 20 2 0 57 801
5:20 PM 0 0 1 0 2 0 0 0 2 41 0 0 1 18 4 0 69 790
5:25 PM 0 0 0 0 5 0 0 0 1 23 0 0 0 32 1 0 62 798
5:30 PM 0 0 0 0 2 0 1 0 1 26 0 0 0 23 3 0 56 794
5:35 PM 0 0 0 0 4 0 0 0 1 29 0 0 1 30 0 0 65 790
5:40 PM 0 0 0 0 1 0 0 0 0 32 0 0 0 34 2 0 69 794
5:45 PM 0 0 0 0 0 0 0 0 0 27 0 0 0 27 8 0 62 785
5:50 PM 0 0 1 0 1 0 2 0 1 28 0 0 0 27 3 0 63 779
5:55 PM 0 0 0 0 3 0 0 0 3 21 0 0 0 24 2 0 53 767

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 0 0 0 56 0 4 0 16 432 0 0 4 304 28 0 844
Heavy Trucks 0 0 0 0 0 0 0 4 0 0 0 0 4
Pedestrians 20 0 0 0 20

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 5:00 PM -- 5:15 PM

0 0 0

3705

9

399

0 1

307

45

0

42

408

353

54

1

436

312

0.95

0.0 0.0 0.0

0.00.00.0

0.0

2.5

0.0 0.0

0.3

0.0

0.0

0.0

2.5

0.3

0.0

0.0

2.3

0.3

25

2

2 2

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Site Access/Haggen's Access -- Blankenship Rd QC JOB #: 13358514
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

Site Access/Haggen's Access
(Northbound)

Site Access/Haggen's Access
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 0 3 0 1 0 2 0 0 25 5 0 5 21 1 0 63
4:05 PM 3 0 6 0 3 0 0 0 0 34 7 0 3 15 1 0 72
4:10 PM 7 0 5 0 8 1 0 0 0 23 4 0 4 21 3 0 76

 

4:15 PM 6 0 8 0 2 1 0 0 0 25 6 0 5 25 0 0 78
4:20 PM 6 0 4 0 2 1 1 0 0 39 8 0 1 21 0 0 83
4:25 PM 3 0 3 0 2 0 0 0 1 24 4 0 4 20 1 0 62
4:30 PM 4 0 1 0 2 0 0 0 0 23 7 0 3 27 1 0 68
4:35 PM 2 0 4 0 1 0 0 0 0 36 5 0 7 21 1 0 77

 

4:40 PM 4 0 3 0 3 0 1 0 0 33 2 0 5 30 0 0 81
4:45 PM 4 0 5 0 3 0 0 0 0 30 7 0 3 30 0 0 82
4:50 PM 7 0 5 0 2 0 0 0 0 30 2 0 5 30 1 0 82
4:55 PM 5 0 2 0 3 0 0 0 0 30 3 0 6 25 0 0 74 898
5:00 PM 4 0 5 0 2 1 1 0 0 34 5 0 3 18 0 0 73 908
5:05 PM 5 0 5 0 3 0 0 0 0 44 4 0 3 25 0 0 89 925
5:10 PM 4 0 4 0 2 0 0 0 0 34 2 0 4 27 0 0 77 926
5:15 PM 5 0 2 0 3 0 0 0 0 29 4 0 5 18 0 0 66 914
5:20 PM 6 0 5 0 0 0 0 0 0 36 6 0 4 17 0 0 74 905
5:25 PM 6 0 4 0 2 1 0 0 0 26 2 0 3 27 0 0 71 914
5:30 PM 5 0 4 0 3 1 0 0 0 21 7 0 5 20 0 0 66 912
5:35 PM 4 0 3 0 1 0 0 0 1 26 7 0 3 27 0 0 72 907
5:40 PM 12 0 3 0 0 0 0 0 0 33 2 0 2 24 0 0 76 902
5:45 PM 11 0 1 0 3 1 1 0 0 24 3 0 2 25 0 0 71 891
5:50 PM 7 0 2 0 2 0 0 0 0 29 1 0 4 20 1 0 66 875
5:55 PM 3 0 7 0 1 0 1 0 0 20 4 0 4 25 1 0 66 867

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 60 0 52 0 32 0 4 0 0 372 44 0 52 360 4 0 980
Heavy Trucks 0 0 0 0 0 0 0 12 0 0 8 0 20
Pedestrians 8 0 4 8 20

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 4:40 PM -- 4:55 PM

54 0 49

2733

1

382

55 49

299

4

103

33

438

352

5

107

458

356

0.94

0.0 0.0 2.0

0.00.00.0

0.0

2.6

3.6 2.0

0.7

0.0

1.0

0.0

2.7

0.9

0.0

2.8

2.4

0.6

7

1

2 2

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: Tannler Dr -- Blankenship Rd QC JOB #: 13358512
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

Tannler Dr
(Northbound)

Tannler Dr
(Southbound)

Blankenship Rd
(Eastbound)

Blankenship Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 1 2 5 0 3 1 1 0 4 25 0 0 6 21 2 0 71
4:05 PM 0 2 5 0 5 0 0 0 6 36 1 0 5 22 2 0 84
4:10 PM 2 2 5 0 5 0 4 0 4 31 1 0 7 19 2 0 82

 

4:15 PM 1 2 9 0 3 0 1 0 5 28 2 0 8 28 2 0 89
4:20 PM 1 0 10 0 3 0 1 0 8 37 0 0 9 23 2 0 94
4:25 PM 0 0 10 0 3 1 2 0 1 28 0 0 9 22 3 0 79
4:30 PM 4 2 11 0 4 0 3 0 2 24 1 0 10 22 1 0 84
4:35 PM 1 1 8 0 3 1 2 0 5 32 4 0 7 30 7 0 101
4:40 PM 1 1 5 0 3 0 1 0 7 31 0 0 14 29 3 0 95
4:45 PM 1 1 4 0 5 0 7 0 3 33 2 0 9 28 3 0 96
4:50 PM 4 0 11 0 1 2 3 0 5 31 1 0 8 30 4 0 100
4:55 PM 2 1 8 0 1 2 1 0 4 31 0 0 8 24 3 0 85 1060

 

5:00 PM 2 1 7 0 6 0 3 0 3 38 0 0 12 16 4 0 92 1081
5:05 PM 2 1 14 0 5 0 3 0 4 46 2 0 2 25 1 0 105 1102
5:10 PM 1 0 7 0 3 1 2 0 5 33 2 0 9 30 6 0 99 1119
5:15 PM 1 0 6 0 2 1 1 0 6 28 0 0 11 17 8 0 81 1111
5:20 PM 0 2 13 0 5 0 3 0 10 31 0 0 15 19 4 0 102 1119
5:25 PM 3 0 8 0 3 0 6 0 3 29 1 0 12 20 3 0 88 1128
5:30 PM 3 1 2 0 3 0 3 0 2 26 0 0 6 20 1 0 67 1111
5:35 PM 2 2 7 0 6 0 7 0 7 24 0 0 10 20 4 0 89 1099
5:40 PM 3 1 8 0 5 0 2 0 7 28 0 0 11 21 2 0 88 1092
5:45 PM 0 0 9 0 8 0 2 0 3 29 0 0 9 27 7 0 94 1090
5:50 PM 1 0 9 0 2 0 2 0 4 28 1 0 8 24 3 0 82 1072
5:55 PM 1 0 13 0 3 0 1 0 3 23 1 0 8 28 5 0 86 1073

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 20 8 112 0 56 4 32 0 48 468 16 0 92 284 44 0 1184
Heavy Trucks 0 0 4 0 0 0 0 4 0 0 4 0 12
Pedestrians 8 0 0 0 8

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 5:00 PM -- 5:15 PM

20 10 104

40729

52

392

14 105

307

39

134

76

458

451

101

126

536

356

0.95

0.0 10.0 2.9

2.50.00.0

0.0

2.8

0.0 1.9

0.7

0.0

3.0

1.3

2.4

0.9

1.0

1.6

2.8

0.6

7

1

2 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- Salamo Rd QC JOB #: 13358510
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

Salamo Rd
(Eastbound)

Salamo Rd
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 18 0 13 0 0 0 0 0 0 9 24 0 16 10 0 0 90
4:05 PM 24 0 29 0 0 0 0 0 0 7 38 0 23 3 0 0 124
4:10 PM 25 0 14 0 0 0 0 0 0 11 29 0 38 3 0 0 120

 

4:15 PM 35 0 22 0 0 0 0 0 0 7 31 0 22 5 0 0 122
4:20 PM 29 0 19 0 0 0 0 0 0 10 43 0 17 5 0 0 123
4:25 PM 28 0 20 0 0 0 0 0 0 7 35 0 19 5 0 0 114
4:30 PM 25 0 22 0 0 0 0 0 0 5 30 0 28 7 0 0 117
4:35 PM 40 0 11 0 0 0 0 0 0 8 37 0 18 5 0 0 119
4:40 PM 40 0 16 0 0 0 0 0 0 7 35 0 29 8 0 0 135
4:45 PM 25 0 15 0 0 0 0 0 0 12 29 0 28 14 0 0 123
4:50 PM 37 0 24 0 0 0 0 0 0 6 31 0 29 4 0 0 131
4:55 PM 27 0 20 0 0 0 0 0 0 11 34 0 30 8 0 0 130 1448

 

5:00 PM 26 0 30 0 0 0 0 0 0 7 41 0 14 6 0 0 124 1482
5:05 PM 24 0 36 0 0 0 0 0 0 18 50 0 29 5 0 0 162 1520
5:10 PM 36 0 31 0 0 0 0 0 0 8 34 0 35 11 0 0 155 1555
5:15 PM 34 0 31 0 0 0 0 0 0 6 32 0 28 2 0 0 133 1566
5:20 PM 23 0 24 0 0 0 0 0 0 14 36 0 40 15 0 0 152 1595
5:25 PM 27 0 27 0 0 0 0 0 0 8 26 0 24 7 0 0 119 1600
5:30 PM 22 0 19 0 0 0 0 0 0 4 30 0 27 5 0 0 107 1590
5:35 PM 26 0 32 0 0 0 0 0 0 4 35 0 29 8 0 0 134 1605
5:40 PM 28 0 32 0 0 0 0 0 0 9 31 0 41 7 0 0 148 1618
5:45 PM 34 0 31 0 0 0 0 0 0 7 34 0 20 8 0 0 134 1629
5:50 PM 32 0 28 0 0 0 0 0 0 11 32 0 36 7 0 0 146 1644
5:55 PM 33 0 21 0 0 0 0 0 0 7 31 0 14 5 0 0 111 1625

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 344 0 388 0 0 0 0 0 0 132 500 0 312 88 0 0 1764
Heavy Trucks 0 0 4 0 0 0 0 0 4 0 0 0 8
Pedestrians 0 0 0 0 0

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 5:00 PM -- 5:15 PM

372 0 266

000

0

106

430 298

83

0

638

0

536

381

0

728

372

455

0.88

0.8 0.0 0.8

0.00.00.0

0.0

0.9

1.6 1.7

0.0

0.0

0.8

0.0

1.5

1.3

0.0

1.6

0.8

0.7

0

1

0 1

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- I-205 SB Ramps QC JOB #: 13358508
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

I-205 SB Ramps
(Eastbound)

I-205 SB Ramps
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 10 17 0 0 0 28 11 0 0 0 0 0 11 1 15 0 93
4:05 PM 8 29 0 0 0 43 21 0 0 0 0 0 10 1 23 0 135
4:10 PM 12 14 0 0 0 43 21 0 0 0 0 0 12 0 27 0 129

 

4:15 PM 10 31 0 0 0 43 18 0 0 0 0 0 10 1 25 0 138
4:20 PM 11 26 0 0 0 44 12 0 0 0 0 0 6 0 19 0 118
4:25 PM 7 24 0 0 0 46 13 0 0 0 0 0 18 0 27 0 135
4:30 PM 5 24 0 0 0 35 16 0 0 0 0 0 25 0 26 0 131
4:35 PM 9 23 0 0 0 40 21 0 0 0 0 0 16 0 27 0 136
4:40 PM 10 26 0 0 0 45 18 0 0 0 0 0 6 0 26 0 131
4:45 PM 11 20 0 0 0 40 12 0 0 0 0 0 18 0 18 0 119
4:50 PM 8 27 0 0 0 43 10 0 0 0 0 0 23 0 35 0 146
4:55 PM 7 22 0 0 0 56 11 0 0 0 0 0 20 0 24 0 140 1551

 

5:00 PM 10 36 0 0 0 49 8 0 0 0 0 0 24 3 21 0 151 1609
5:05 PM 2 31 0 0 0 56 20 0 0 0 0 0 14 0 27 0 150 1624
5:10 PM 6 43 0 0 0 41 27 0 0 0 0 0 14 0 25 0 156 1651
5:15 PM 17 35 0 0 0 46 21 0 0 0 0 0 12 0 30 0 161 1674
5:20 PM 4 25 0 0 0 51 19 0 0 0 0 0 14 1 23 0 137 1693
5:25 PM 4 27 0 0 0 31 17 0 0 0 0 0 15 0 28 0 122 1680
5:30 PM 5 21 0 0 0 37 18 0 0 0 0 0 26 0 17 0 124 1673
5:35 PM 5 27 0 0 0 46 20 0 0 0 0 0 11 0 31 0 140 1677
5:40 PM 6 33 0 0 0 48 26 0 0 0 0 0 12 0 30 0 155 1701
5:45 PM 10 35 0 0 0 35 15 0 0 0 0 0 19 1 26 0 141 1723
5:50 PM 10 29 0 0 0 48 20 0 0 0 0 0 10 0 26 0 143 1720
5:55 PM 7 31 0 0 0 35 8 0 0 0 0 0 23 0 28 0 132 1712

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 72 440 0 0 0 584 220 0 0 0 0 0 208 12 292 0 1828
Heavy Trucks 0 4 0 0 0 12 0 0 0 4 4 8 32
Pedestrians 0 0 16 0 16

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 5:00 PM -- 5:15 PM

96 333 0

0538186

0

0

0 194

4

300

429

724

0

498

633

732

0

286

0.90

6.3 1.5 0.0

0.03.04.8

0.0

0.0

0.0 2.6

25.0

1.7

2.6

3.5

0.0

2.2

1.6

2.9

0.0

5.6

0

0

15 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- I-205 NB Ramps QC JOB #: 13358506
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

I-205 NB Ramps
(Eastbound)

I-205 NB Ramps
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 28 17 0 20 21 0 0 2 0 8 0 0 0 0 0 96
4:05 PM 0 25 25 0 17 30 0 0 9 0 4 0 0 0 0 0 110
4:10 PM 0 31 15 0 28 30 0 0 2 0 10 0 0 0 0 0 116

 

4:15 PM 0 28 22 0 18 36 0 0 6 0 3 0 0 0 0 0 113
4:20 PM 0 30 28 0 19 35 0 0 4 0 2 0 0 0 0 0 118
4:25 PM 0 24 24 0 24 38 0 0 9 0 4 0 0 0 0 0 123
4:30 PM 0 27 23 0 15 41 0 0 5 1 5 0 0 0 0 0 117
4:35 PM 0 25 28 0 20 35 0 0 6 0 4 0 0 0 0 0 118
4:40 PM 0 32 22 0 18 34 0 0 6 0 7 0 0 0 0 0 119
4:45 PM 0 30 28 0 21 43 0 0 5 0 7 0 0 0 0 0 134
4:50 PM 0 28 29 0 18 42 0 0 5 0 5 0 0 0 0 0 127

 

4:55 PM 0 25 34 0 20 55 0 0 6 0 7 0 0 0 0 0 147 1438
5:00 PM 0 30 33 0 19 55 0 0 9 0 7 0 0 0 0 0 153 1495
5:05 PM 0 19 23 0 32 43 0 0 16 0 7 0 0 0 0 0 140 1525
5:10 PM 0 34 24 0 20 34 0 0 18 0 10 0 0 0 0 0 140 1549
5:15 PM 0 39 27 0 24 33 0 0 11 0 12 0 0 0 0 0 146 1582
5:20 PM 0 27 28 0 29 38 0 0 7 0 10 0 0 0 0 0 139 1603
5:25 PM 0 19 27 0 15 31 0 0 6 0 2 0 0 0 0 0 100 1580
5:30 PM 0 19 22 0 11 48 0 0 8 0 5 0 0 0 0 0 113 1576
5:35 PM 0 31 24 0 21 44 0 0 3 0 4 0 0 0 0 0 127 1585
5:40 PM 0 34 22 0 24 37 0 0 6 0 9 0 0 0 0 0 132 1598
5:45 PM 0 32 12 0 25 26 0 0 12 0 4 0 0 0 0 0 111 1575
5:50 PM 0 35 24 0 15 47 0 0 8 1 4 0 0 0 0 0 134 1582
5:55 PM 0 30 15 0 20 36 0 0 14 0 12 0 0 0 0 0 127 1562

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 296 360 0 284 612 0 0 124 0 84 0 0 0 0 0 1760
Heavy Trucks 0 0 16 8 12 0 0 0 8 0 0 0 44
Pedestrians 0 0 20 0 20

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 4:55 PM -- 5:10 PM

0 332 318

2444910

95

1

68 0

0

0

650

735

164

0

427

559

563

0

0.88

0.0 2.4 3.8

4.12.00.0

2.1

0.0

4.4 0.0

0.0

0.0

3.1

2.7

3.0

0.0

2.3

2.3

3.9

0.0

0

0

15 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- 8th Ave QC JOB #: 13358504
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

8th Ave
(Eastbound)

8th Ave
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 3 27 5 0 9 16 4 0 10 1 1 0 4 0 9 0 89
4:05 PM 3 28 4 0 7 17 7 0 9 0 2 0 0 1 14 0 92
4:10 PM 0 26 5 0 5 22 14 0 8 0 3 0 1 0 13 0 97

 

4:15 PM 4 33 7 0 7 20 10 0 12 0 3 0 3 0 4 0 103
4:20 PM 3 32 8 0 7 23 7 0 11 0 3 0 4 0 16 0 114
4:25 PM 2 26 2 0 9 28 5 0 10 2 1 0 3 0 11 0 99
4:30 PM 2 33 6 0 12 23 7 1 9 0 0 0 2 0 8 0 103
4:35 PM 3 31 11 0 10 21 9 0 5 1 5 0 4 1 13 0 114
4:40 PM 2 35 3 0 2 34 4 0 8 1 3 0 4 1 10 0 107
4:45 PM 3 33 5 0 13 31 5 0 9 1 4 0 0 1 17 0 122

 

4:50 PM 3 41 3 0 6 24 16 0 9 1 0 0 1 1 10 0 115
4:55 PM 0 42 5 0 11 40 10 0 12 1 3 0 6 2 11 0 143 1298
5:00 PM 3 34 7 0 9 45 10 0 11 0 5 0 2 0 14 0 140 1349
5:05 PM 2 26 6 0 13 31 8 0 7 1 3 0 5 1 5 0 108 1365
5:10 PM 3 38 5 0 9 29 4 0 15 0 8 0 4 0 12 0 127 1395
5:15 PM 3 37 5 0 11 30 6 0 10 1 2 0 3 1 16 0 125 1417
5:20 PM 2 31 7 0 10 26 11 0 4 4 2 0 1 0 14 0 112 1415
5:25 PM 3 26 8 0 4 23 7 0 6 1 3 0 8 2 12 0 103 1419
5:30 PM 3 28 6 0 5 29 11 0 5 1 1 0 5 2 9 0 105 1421
5:35 PM 4 38 4 0 13 31 8 0 9 1 2 0 3 0 7 0 120 1427
5:40 PM 3 33 3 0 9 22 12 0 9 0 0 0 4 0 16 0 111 1431
5:45 PM 1 19 4 0 5 19 6 0 8 1 3 0 2 1 12 0 81 1390
5:50 PM 1 33 5 0 13 26 11 0 9 0 3 0 0 2 16 0 119 1394
5:55 PM 1 28 5 0 9 29 9 0 7 0 1 0 5 3 10 0 107 1358

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 24 468 60 0 104 436 144 0 128 8 32 0 36 12 140 0 1592
Heavy Trucks 0 8 0 8 8 4 0 0 0 0 0 4 32
Pedestrians 8 0 24 0 32

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 4:50 PM -- 5:05 PM

30 404 68

10934995

118

8

38 38

7

131

502

553

164

176

654

425

184

132

0.88

0.0 3.5 1.5

1.82.91.1

0.8

0.0

2.6 0.0

0.0

1.5

3.0

2.4

1.2

1.1

2.6

2.6

1.6

0.8

6

1

9 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Type of peak hour being reported: User-Defined Method for determining peak hour: Total Entering Volume

Report generated on 4/29/2015 12:04 PM SOURCE: Quality Counts, LLC (http://www.qualitycounts.net) 1-877-580-2212

LOCATION: 10th St -- Willamette Falls Dr QC JOB #: 13358502
CITY/STATE: West Linn, OR DATE: Tue, Apr 14 2015

5-Min Count
Period

Beginning At

10th St
(Northbound)

10th St
(Southbound)

Willamette Falls Dr
(Eastbound)

Willamette Falls Dr
(Westbound)

Total Hourly
Totals

Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U
4:00 PM 0 0 0 0 8 0 16 0 28 37 0 0 0 5 5 0 99
4:05 PM 0 0 0 0 11 0 8 0 24 40 0 0 0 18 12 0 113
4:10 PM 0 0 0 0 14 0 13 0 23 35 0 0 0 10 7 0 102

 

4:15 PM 0 0 0 0 20 0 7 0 28 37 0 0 0 12 17 0 121
4:20 PM 0 0 0 0 11 0 17 0 32 40 0 0 0 15 12 0 127
4:25 PM 0 0 0 0 15 0 19 0 21 43 0 0 0 13 11 0 122
4:30 PM 0 0 0 0 7 0 18 0 28 42 0 0 0 7 12 0 114
4:35 PM 0 0 0 0 14 0 16 0 33 34 0 0 0 10 12 0 119
4:40 PM 0 0 0 0 17 0 25 0 30 42 0 0 0 15 10 0 139
4:45 PM 0 0 0 0 13 0 21 0 31 36 0 0 0 20 9 0 130
4:50 PM 0 0 0 0 5 0 24 0 39 34 0 0 0 16 10 0 128
4:55 PM 0 0 0 0 13 0 32 0 34 33 0 0 0 10 11 0 133 1447

 

5:00 PM 0 0 0 0 11 0 37 0 34 38 0 0 0 14 12 0 146 1494
5:05 PM 0 0 0 0 14 0 24 0 29 39 0 0 0 18 3 0 127 1508
5:10 PM 0 0 0 0 22 0 25 0 34 34 0 0 0 11 14 0 140 1546
5:15 PM 0 0 0 0 16 0 18 0 36 28 0 0 0 18 7 0 123 1548
5:20 PM 0 0 0 0 12 0 18 0 26 37 0 0 0 10 15 0 118 1539
5:25 PM 0 0 0 0 10 0 22 0 24 20 0 0 0 25 12 0 113 1530
5:30 PM 0 0 0 0 15 0 22 0 26 35 0 0 0 23 11 0 132 1548
5:35 PM 0 0 0 0 11 0 27 0 39 14 0 0 0 13 9 0 113 1542
5:40 PM 0 0 0 0 13 0 13 0 28 34 0 0 0 13 9 0 110 1513
5:45 PM 0 0 0 0 9 0 16 0 21 28 0 0 0 11 6 0 91 1474
5:50 PM 0 0 0 0 12 0 16 0 33 28 0 0 0 11 6 0 106 1452
5:55 PM 0 0 0 0 12 0 24 0 24 36 0 0 0 12 11 0 119 1438

Peak 15-Min Northbound Southbound Eastbound Westbound
TotalFlowrates Left Thru Right U Left Thru Right U Left Thru Right U Left Thru Right U

All Vehicles 0 0 0 0 188 0 344 0 388 444 0 0 0 172 116 0 1652
Heavy Trucks 0 0 0 4 0 4 8 12 0 0 4 0 32
Pedestrians 0 0 4 0 4

Bicycles 0 0 0 0 0 0 0 0 0 0 0 0 0
Railroad

Stopped Buses

Comments:

Peak-Hour: 4:15 PM -- 5:15 PM
Peak 15-Min: 5:00 PM -- 5:15 PM

0 0 0

1620265

373

452

0 0

161

133

0

427

825

294

506

0

614

426

0.94

0.0 0.0 0.0

3.70.02.3

4.0

2.7

0.0 0.0

1.9

2.3

0.0

2.8

3.3

2.0

3.6

0.0

2.9

2.1

0

0

3 0

0 0 0

000

0

0

0 0

0

0

NA

NA

NA NA

NA

NA

NA NA



Schedule Stop

Transfer Nearby35

For snow/ice detours 
visit trimet.org or call 
503-238-RIDE (7433).
Route subject to
cancellation.
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154-Willamette
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6:24 6:33
7:01 7:10
8:12 8:21
9:22 9:31

10:32 10:41
11:42 11:51
12:52 1:01
2:08 2:17
3:19 3:28
4:30 4:39
5:41 5:50
6:46 6:55

TimeTablePublisher.com : PDF generation ï¿½  created by Frank Purcell.

Times in darker print are p.m.

Please note: Schedules may change without notice by up to three minutes to relieve
overcrowding or adjust to traffic conditions. Service can also be affected by construction,
accidents and weather conditions. You can check for any current detours or service
disruptions at trimet.org/alerts or call 503-238-RIDE (7433) for real-time arrival information
from TransitTracker™. All buses, MAX trains and streetcars are accessible to people with
disabilities.
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154-Willamette
Weekday Oregon City Transit Center
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6:33 6:40 6:47
7:10 7:17 7:24
8:21 8:28 8:35
9:31 9:38 9:45

10:41 10:48 10:55
11:51 11:58 12:05
1:01 1:08 1:15
2:17 2:24 2:32
3:28 3:35 3:43
4:39 4:46 4:54
5:50 5:57 6:05
6:55 7:02 7:09

TimeTablePublisher.com : PDF generation ï¿½  created by Frank Purcell.

Times in darker print are p.m.

Please note: Schedules may change without notice by up to three minutes to relieve
overcrowding or adjust to traffic conditions. Service can also be affected by construction,
accidents and weather conditions. You can check for any current detours or service
disruptions at trimet.org/alerts or call 503-238-RIDE (7433) for real-time arrival information
from TransitTracker™. All buses, MAX trains and streetcars are accessible to people with
disabilities.
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FILENAME: H:\PROJFILE\17817 - WEST LINN TRANSPORTATION SYSTEM PLAN\TASK 3 - TRANSPORTATION SYSTEM NEEDS\DRAFT TO 

CAC\DRAFT TECH MEMO 7_02-25-2015.DOCX 

 
 

MEMORANDUM 
 

Date: February 25, 2015 Project #: 17817.0 

To: Zach Pelz, City of West Linn 
 Gail Curtis, Oregon Department of Transportation 

From: Susan Wright, Matthew Bell, and Ribeka Toda, Kittelson & Associates, Inc. 
Project: West Linn Transportation System Plan (TSP) Update 
Subject: Draft Technical Memorandum #7: Draft Transportation System Needs 
 

This memorandum documents the existing and future transportation system needs within the City of 
West Linn. The information presented in this memorandum is intended to inform the development of 
the West Linn Transportation System Plan (TSP) which addresses existing system needs and additional 
facilities that are required to serve future growth. A menu or “toolbox” of solutions to address many of 
these needs is included in Attachment “A”. Technical Memorandum 10 will include specific solutions to 
address the transportation system needs identified in this memorandum. 

PROJECTED LAND USES 
Land use plays an important role in developing a comprehensive transportation system. The amount of 
land that is planned to be developed, the type of land uses, and how the land uses are mixed together 
have a direct impact on how the transportation system will be used in the future. Understanding land 
use is critical to taking actions to maintain or enhance the transportation system. 

Land use data for West Linn was provided by Metro. The data includes base year 2010 and forecast 
year 2040 population, household, and employment (retail, service, and other) estimates for West Linn 
by Transportation Analysis Zone (TAZ). There are 11 TAZs within West Linn. Figures 1 and 2 illustrate 
the TAZs and the household and employment changes expected between base year 2010 and forecast 
year 2040. Table 1 summarizes the TAZ data for base year 2010 and forecast year 2040 conditions. As 
shown in Table 1, the percent change in population and households over 30 years is anticipated to be 
less than 1% per year and the growth in employment is anticipated to be approximately 2 % per year. 

Table 1: West Linn Land Use Summary 

Land Use 2010 2040 Change Percent Change 

Population 25,458 31,471 +6,013 +23.6% 

Households 10,252 12,620 +2,368 +23.1% 

Employment 4,253 6,913 2,660 +62.5% 

































Tannler Road Apartments – In-process Developments 

A. 22850 Weatherhill Road 22-Lot Subdivision 
 Application in-process 

B. 2900 Haskins Road 6-Lot Planned Unit Development 
 Approved on November 5, 2014 
 In construction 

C. 23451 Salamo Road 3-Lot Minor Partition 
 Approved on August 13, 2013 
 In construction 

D. 23112 Bland Circle 5-Lot Subdivision “Falcon Place” 
 Approved on March 30, 2013 
 In construction 

E. 23510 Bland Circle 11-Lot Subdivision 
 Approved on October 2, 2013 
 In construction 

F. 22882 Weatherhill Road 11-Lot Subdivision 
 Approved on December 18, 2013 
 In construction 

G. 1700 Santa Anita Drive 3-Lot Minor Partition 
 Approved on July 15, 2013 
 In construction 

In-process developments were assumed to be significant to the study area where trips are anticipated to 
travel on I-205 via 10th Street. Developments to the east of Salamo Road are anticipated to travel east 
toward the I-205 ramp on Willamette Falls Drive, and therefore will not be included in the analysis. 
Developments south of I-205 include 8 lots, all of which are anticipated to minimally impact the study 
area, and therefore will not be included in the analysis. 



Intersection Name:Intersection Name:
Controller Channel: Drop:
System:
Controller Type:

Revision Version

 I-205 SB @ 10th / Salamo / Blankenship
 122319.2   -  0
TransCore TransSuite TCS
 Voyage

  -   - 
 TransCore Unified Controller Manager 10.3.1

Zero Tables
DetectorPlans
DetectorFailMonitor

PedOverlaps
ADVANCE WARNING
DYNAMIC FYLTA

ServicePlans1 4
ServicePlans5 8
MaxPlans

CoordinationPlans
CoordinationPlansCont
PlatoonProgression

ForceOffPercents
DayProgram 41 80
DayProgram 81 120

DayProgram 121 160
DayProgram 161 200
ExceptionDays

PreemptionSequence 5 8
PriorityReturnAndSpecialIntervals
LightRailTrain

IEEE1570
TransitPriorityAOFP
GroupTiming

TruckPriority
IO Options
CommandBox 1 96

CommandBox 97 192
CommandBox 193 256

Non-Zero Tables
ControllerFunctionTiming
Phase Timing

Dual Entry
OtherControllerFunctions
DetectorData

SystemDetector
Vehicle Overlaps
FYLTA

CoordinationModes
CircuitMapping
DynamicPhaseLength

DayProgram 1 40
WeekProgram
YearDays

TimeClockReferences
CircuitOverrides 1 100
CircuitOverrides 101 199

PreemptionSequence 1 4
SequenceTiming
TransitPriority

170 Inputs
170 Outputs
CONTROLLER ID
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Controller Function and Timing

Lead Lag (Next/2/2/3/A)
Ring 1 Ring 2 Interval

Power up Flash 

First All Red Security Code 
Sequence 

2 2 2 2 1  0 0

 0.0 

 8.0  0 

7

Initialization (Next/2/2/5)
Phases 1 - 2 Phases 3 - 4 Phases 5 - 6 Phases 7 - 8

 0 = disabled, or 1000-9999
 0 = sequential, 1 = quad left turn, 2-6 = special A-E, 7 = lead lag

0.0 to 25.5 seconds

Phase 1 - 8 0 = Red, 1 = Yel, 2 = Grn 0 = no reversal, 1 = reversal, 2 = by coord plan or clock

Security, Sequence and Timing (Next/2/1, Next/2/2/3/A, Next/2/2/5)

0.0 - 25.5 seconds

Yellow Lock Phase Used 
Restricted Phases Min Recall 

Max Recall 
Ped Recall 

Red Lock 
Max Out Recall Inhibit 

Soft Recall 
Free Walk Rest 
Conditional Ped 

Disable Inhibit Max Termination 

Movement
Minimum Green

Passage
Yellow

Red Clearance
Max 1
Max 2
Walk

Ped Clear
Seconds Per Actuation
Time Before Reduction

Time to Reduce
Minimum Gap

Max Variable Initial
Max Extend

Auto Max

Inhibit Min Yellow
Red Decimal Off

 1 2 3 4 5 6 7 8  

 - - - - - - - -  

 - - - - - - - -  

 - 2 - - 5 - - -  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

 1 2 3 4 5 6 7 8  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

   

 6 

 2.3 

 4.0 

 1.5 

 37 

 37 

 5 

 11 

 0.0 

 8 

 3 

 0.5 

 6 

 0.0 

 0 

   

   

   

 4 

 2.3 

 4.0 

 1.5 

 30 

 30 

 5 

 10 

 0.0 

 8 

 3 

 0.5 

 4 

 0.0 

 0 

   

   

   

 6 

 2.3 

 4.0 

 1.5 

 16 

 16 

 5 

 23 

 0.0 

 8 

 3 

 0.5 

 6 

 0.0 

 0 

   

   

   

 10 

 5.2 

 4.0 

 1.5 

 40 

 40 

 5 

 12 

 2.4 

 10 

 20 

 3.2 

 13 

 0.0 

 0 

   

   

   

 2 

 0.5 

 4.0 

 1.5 

 6 

 6 

 0 

 0 

 0.0 

 0 

 0 

 0.5 

 2 

 0.0 

 0 

   

   

   

 6 

 2.3 

 4.0 

 1.5 

 25 

 25 

 5 

 13 

 0.0 

 8 

 3 

 0.5 

 6 

 0.0 

 0 

   

   

   

 6 

 2.3 

 5.0 

 1.0 

 32 

 32 

 0 

 0 

 0.0 

 8 

 3 

 0.5 

 6 

 0.0 

 0 

   

   

   

 4 

 2.3 

 4.0 

 1.5 

 21 

 21 

 0 

 0 

 0.0 

 8 

 3 

 0.5 

 4 

 0.0 

 0 

   

   

 Phase Functions

Phase Times (Next/2/2/2)
Phase 1 2 3 4 5 6 7 8

 0 - 255 sec.
 0.0 - 25.5 sec.
 0.0 - 25.5 sec.
 0.0 - 25.5 sec. or 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.

X = On
X = On

 - - - - - - 7 -  Exclusive Phases

Call To Non-Act 1
Call To Non-Act 2

 - - - - - - - -  

 - - - - - - - -  

(Next/2/2/3) (Next/2/2/1)

Phase Times (Next/2/2/9/5)

  Advanced walk  0  0  0  0  0  0  0  0  0 - 255 sec.
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Mode

Dual Entry Ph --> 1 2 3 4 5 6 7 8
Phase

Cond Service (Next/2/2/9/3/A) 5 Sec Head Logic (Next/2/2/9/4)
Mode CS Max Time X Omits Y Anti-Trap Yellow Blanking LT

Phase 1 X:Y Trap Protected Phase Next Phase Phase
Phase 3 6:1 1 < (5) 1
Phase 5 8:3 3 < (7) 3
Phase 7 2:5 5 < (1) 5

4:7 7 < (3) 7

1

 0  0  0  8  0  0  0  4 

0  7 

0  0 0  0  0 

0  0 0  0  0 

0  0 0  0  0 

0  0  0  0 = off, 1 = C.S.On. 2 = C.S. on by TOD circuit 57,
 3 = N/A, 4 = C.S. and C.R. On,
 5 = C.R. on by TOD circuit 57.

0 = none, 1-8 = phase 1-8

 0 = off, 1 = on, 2 = Not Used, 3 = by coord plan, 4 = by time clock circuit 61

 0 = off, 1 = side call,
 2 = no side call X = On

Dual Entry (Next/2/2/9/3)

Inhibit Simultaneous Gap Out
Last Car Passage

Red Revert (+2seconds)
Auto Ped Clear

FDW thru Yellow
Red Rest Delay

Change Sequence

Phase -> 1 2 3 4 5 6 7 8
Red Clear Extension Detector

Red Clear Extension Red Time

 1 - 3 4 5 - 7 8  

2

 0.0 

 On 

 Off 

 0.0 

 Off 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0 = recall phase, 1 = last car passage, 2 = NOT recall - Not last car passage

 X = On
 0 - 25.5 sec.

 X = On
 0 - 25.5 sec.
 X = On (After a download without a power on - off cycle)

 0 = none 1 - 32 = detector 1 - 32
 0 - 25.5 sec.

Other Controller Functions (Next/2/2/9/1, Next/2/2/9/5)

Advanced Flash Rate  60 FPM  0 = Disabled (60 FPM), 1 = 120 FPM
null Ped Push Button Time   0 = Disable, 0 - 5 Seconds

Page 3 of 214/7/15 2:52 PM I-205 SB@10th / Salamo / Blankenship / I-205 SB @ 



Y
el

lo
w

 
Lo

ck
D

et
ec

to
r 

In
hi

bi
t

Call Phase
Extend 
Phase

Switch 
Phase Delay Time

Stretch / 
Disconnect 

Time

Delay or 
Disconnect 

Mode
1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32

       1  1  0  0  2.0  0 

       1  1  0  0  0.0  0 

       3  3  0  0  2.0  0 

       3  3  0  0  0.0  0 

       5  5  0  0  0.0  0 

       5  5  0  0  0.0  0 

       7  7  0  0  2.0  0 

       7  7  0  0  0.0  0 

       2  2  0  0  0.0  0 

       2  2  3  0  2.0  0 

       2  2  3  0  0.0  0 

       2  2  3  0  0.0  0 

       2  2  0  0  0.0  0 

       4  4  0  0  2.0  0 

       4  4  0  0  0.0  0 

       4  4  0  0  0.0  0 

       4  4  0  0  0.0  0 

       4  4  0  0  0.0  0 

       7  7  0  0  2.0  0 

       7  7  0  0  2.0  0 

       5  5  0  0  2.0  0 

       5  5  0  0  0.0  0 

       5  5  0  0  0.0  0 

       8  8  0  0  2.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  0.0  0 

       5  5  4  3  0.0  0 

       7  7  0  0  0.0  0 

       0  0  0  0  0.0  0 

       0  0  0  0  0.0  0 

Local Detectors (Next/2/2/4/1)
Detector Data

yellow lock, detector inhibit, - X = On; call, extend, phase - 0 = none 1 - 8 = phase 1 - 8; delay time - 0 - 255 sec
stretch / disconnect time - 0.0 - 25.5 sec.; delay or disconnect Mode - 0 -12

Detector
   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

Description
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N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A
N/A

Call Phase
Extend 
Phase

Switch 
Phase Delay Time

Stretch / 
Disconnect 

Time

Delay or 
Disconnect 

Mode

Local Detectors 33 - 64 (Next/2/2/4/6)
Detector Data

yellow lock, detector inhibit, - X = On; call, extend, phase - 0 = none 1 - 8 = phase 1 - 8; delay time - 0 - 255 sec
stretch / disconnect time - 0.0 - 25.5 sec.; delay or disconnect Mode - 0 -12

Detector

34

40

35

41

38
39

37
36

33

42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64
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Description
   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 
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Plan Detectors
Call Phase

Extended Phase
Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

Call Phase
Extended Phase

Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

Call Phase
Extended Phase

Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

Detector 
Plan 1

Detector 
Plan 2

Detector 
Plan 3

Loop Number

Detector Plans (Next/2/2/4/5)

0 - 32, 0 = none, 1 - 32 = detectors 1- 32

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 255 seconds
0.0 - 25.5 seconds

0 - 14

0 - 255 seconds

0 - 255 seconds

0.0 - 25.5 seconds

0.0 - 25.5 seconds

0 - 14

0 - 14

Detector Fail Sample Period (all detectors) 

Video Fail Inputs 1 2 3 4 5 6 7 8
Phase Recalled 

System Detectors 1 2 3 4 5 6 7 8
Local Detector 

Flash Entry Flash Exit
Ring 1 Ring 2 Interval Ring 1 Ring 2 Interval

Soft Flash (Next/2/2/5/A)

Phase
1 2 3 4 5 6 7 8

Overlap
A B C D E F G H I J K L

Internal Logic 
Output

1 2 3 4 5 6 7 8 9 10 11 12

 0 

 0  0  0  0  0  0  0  0 

 1  5  9  10  19  20  29  30 

 0  0  red  1  0 0

3 4 3 4 3 4 3 4

3 4 3 4 3 4 3 4 3 4 3 4

0 0 0 0 0 0 0 0 0 0 0 0

Flash (Next/2/2/5)

0 = none, phase 1 - 8 0 = none, phase 1 - 8 0 = red, 1 = yel, 2 = grn

 0 = none, 1 - 8 = phase 1 - 8

 0 = none, 1 - 32 = detector 1 - 32

 0 - 255 minutes

 0 = dark, 1=flash yel WIG, 2 = flash yel WAG, 3 = flash red WIG, 4 = flash red WAG

0 = normal, 1 = dark,
2 = flash WIG

Detector Fail (Next/2/2/4/3)

0 = red, 1 = yel, 2 = grn

 0 - 255 minutesDynamic Phase Length Fail Period   0 
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Vehicle 
Overlaps

Phase or 
Movement 1 2 3 4 5 6 7 8

Extension
Green Yellow Red

A
B
C
D
E
F
G
H
I
J
K
L

   0 0 0 0 1 1 1 0  0.0  0.0  0.0 

   0 1 1 1 0 0 0 0  0.0  0.0  0.0 

   0 0 1 0 1 1 1 0  0.0  0.0  0.0 

   0 0 0 1 1 0 1 0  0.0  0.0  0.0 

   0 0 0 0 0 0 1 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

   0 0 0 0 0 0 0 0  0.0  0.0  0.0 

ClearancePhase or Movement

Overlaps (Next/2/2/8/1)
  A - D
 0 = no overlap
 1 = overlap
 2 = 60 FPM
 3 = Not ped overlap
 4 = Comp Phase
 5 = Prevent Ext
 6 = Not Vehicle

   E - L
 0 = no Overlap
 1 = Overlap

 Green, Yellow, Red
 0.0 - 25.5 sec

                           Ped Overlaps      (Next/2/2/8/5)
Ped Overlap Phase Walk Ped Clear

Overlap
Not Ped-Ped Overlaps

A

A B

B C

C D

D E

F

G

H

 - - - - - - - -   0  0 

 - - - - - - - -   - - - - - - - -   0  0 

 - - - - - - - -   - - - - - - - -   0  0 

 - - - - - - - -   - - - - - - - -   0  0 

 - - - - - - - -   - - - - - - - -   0  0 

 - - - - - - - -   0  0 

 - - - - - - - -   0  0 

 - - - - - - - -   0  0 

(Next/2/2/8/6/8)

 Walk, Ped  Clear
 0 - 255 seconds

A B C D E F G H 

 Recall 

   

   

   

   

   

   

   

   

E F G H I J K L
Enable

1st Conditional Overlaps
2nd Conditional Overlaps

Advance Deactivation Delay

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0

 0  0  0  0  0  0  0  0 

Advance Warning (Next/2/2/8/3)

 0 = Disable, 1 = Enable

 0 = None, 1 = OL E, 2 = OL F, 3 = OL G, 4 = 
OL H, 5 = OL I, 6 = OL J, 7 = OL K, 8 = OL L

 0 - 99 sec
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Phase Pairs -> 1 - 2 3 - 4 5 - 6 7 - 8
Enable

Even Omits Odd
Detector Switch Odd / Even

Red Transition
Red Extension

Return to GLTA

0 0 0 0

0 0 0 0

1 1 1 1

 2.0  2.0  2.0  2.0 

 0.0  0.0  0.0  0.0 

0 0 0 0

Flashing Yellow Left Turn Arrow (FYLTA) (Next/2/2/8/6)

 0 = off, 3 = 3 outputs, 4 = 4 outputs, 5 = 5 outputs
 0 / 1 / 2
 X = on, odd phase must be omitted
 0.0 or 2.0 - 25.5 sec.
 0.0 - 25.5 sec.
 0 = off, 1 = max out, 2= yellow lock

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0  0  0  0 

Gap Dependent FYLTA
Detector Input

Detector Gap Time
Maximum Delay

Minimum Delay
 0 = Disabled, 1 - 64 = Local Detector 1 - 64

 0 - 25.5 seconds. 
 0 - 255 seconds

 0 - 255 seconds

 0  0  0  Not Ped  0 

0 - 255

 0 

Detectors 1 - 64; 0 = disabled

 0.0 

 Not Ped Mode 

 FYLTA Min Delay 

 0 

 5 - 6 

 0 

 0.0 

 0 

 0 

 0 

Detectors 1 - 64; 0 = disabled

 0 

 0 

 0 

 Detector Gap Time 

 7 - 8 

 FYLTA Max Delay 

 0 

 [Plan D] Detector Input 

 0  FYLTA Min Delay 

 0 

 0 

 0 

0 - 255
0 - 255

0 - 255

 0 

 0 

 0 

 0 

 FYLTA Max Delay 

 0 

 3 - 4 

 0 

 0 

 FYLTA Min Delay 

 0.0 

 0.0 

 1 - 2 

 0 

0 - 4

 Not Ped Mode 

 0 

 FYLTA Max Delay 

 0.0 

 0 

0.0 - 25.5

 0.0 

 0 

 0 

 Not Ped Mode 
 FYLTA Min Delay 

 0 

 Detector Gap Time 

 0 

 0 

 0.0 

 [Plan C] Detector Input 

 0.0 

 0 

 0 

 Phase Pairs 

 0 

 Not Ped Mode  0 

 0 

 0.0 

 FYLTA Max Delay 

Detectors 1 - 64; 0 = disabled

 0 

Detectors 1 - 64; 0 = disabled

 0 

 0 

0.0 - 25.5

0 - 4

 0  [Plan A] Detector Input 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

 0 

 0 

0 - 4

 0 

0 - 255

 0.0 

0 - 255

 0 

0 - 255

 0 

 0 

 0  0 

 0 

0.0 - 25.5

0 - 255
 Detector Gap Time 

 0 

 0 

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

0 - 4

 0 

 0 

0.0 - 25.5

 0 

 0 

 [Plan B] Detector Input 

 Detector Gap Time 

 0.0 

 Dynamic Flashing Yellow Left Turn Arrow 

 0 

 0 
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Flash Mode 
Coordination Plan Mode 

Offset Seeking Mode 
Late Ped 

Coord Walk Rest 

Repeated Ped Service

Zero Mode(TS2 only) 

Omit Phase During Repeated Phase 

33

34

2

0

0

2

0

 - - - - - - - -  

Coordination Modes (Next/2/3/1)
0=off, 1=on, 33=time clock, 34=comm, 35=hardwire

0=free, 1-32 = coord plan 1-32, 33=time clock, 34=comm, 35=hardwire

0=add only, 1=dwell, 2=fastway

0 = off, 1 = on

0 = off, 1 = on, 2 = by tod circuit 160, 3 = end of walk, 4 = coord ped during perms

 0=off, 1=on (no coord ped), 2=on (beginning green coord ped), 3=on (coord ped always)

0=start of main street, 1=end of main street, 2=by TOD circuit 144, 3 = first green

 -- = service allowed ; # = service prevented

(Next/2/3/4/1) 

Coord 
Plan

Ring 1 Ring 2
Cycle Length Offset Time Min Cycle Len 

Dwell Time Permissive Service
Plan Max Plan

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Coordination Phases

Coordination Plans (Next/2/3/2)

0 - 8 0 - 255 sec 0 - 8

CoordinationData
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Time Clock Circuit

Circuit Map Coord Plan 1 2 3 4 5 6 7 8
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

Circuit Mapping (Next/2/3/3)

 coord plan - 0 = free, 1 - 32 = coord plan 1 - 32, 33 = any, 34 none selected
 time clock circuits - 0 = not used, or circuits 6 - 199

Phase  -> 1 2 3 4 5 6 7 8
Back Detector 

Lane Factor 
Check Out Detector 

Set A 
Set B 
Set C 
Set D 
Set A 
Set B 
Set C 
Set D 

 1  31  0  29  5  32  0  30 

 1.0  1.9  0.0  1.3  1.0  1.9  0.0  1.5 

 0  0  0  0  0  0  0  0 

 5  5  0  5  5  5  0  5 

 0  0  0  5  5  0  0  5 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Dynamic Phase Lengths (Next/2/3/4/4)

Coord Delta 
Force Off 

Free Delta Max 

0 = none, 1-32 = detector  1-32

 0 = none, 0.5 - 5.0

0 = none, 1-32 = detector  1-32

 0 - 255 sec

 0  0  0  0  0  0  0  0 Auto Perm Min Green

Auto Permissive Min Green (Next/2/3/4/3)

 0 - 255 sec.

6 83 42 5Phase  -> 1 7
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Day Prog Time Coord Plan or 
Circuit

Coord Plan # or 
Circuit # Circuit Abbrev State 

On/Off
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40

 1  16:00  Circuit  13  MX2  X 

 1  18:30  Circuit  13  MX2    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

 0  00:00  Circuit  0  None / Coord Plan    

Time of Day Data (Next/2/4/1)
Day Program

1 - 15 hh:mm coord plan 0 - 32 or 
circuit 1-199 X = OnX = On = Coord 

Plan
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Day Prog Day of 
Month Month Week of 

Month 

EXCEPTION DAYS (Next/2/4/6)

1

19

2

20

3

21

4

22

5

23

6

24

7

25

8

26

9

27

10

28

11

29

12

30

13

31

14

32

15

33

16

34

17

35

18

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

0 - 5 0 - 12 1 - 31 0 - 15

Day of 
Week

1 - 7

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

WEEK PROGRAM (Next/2/4/2)
Sun Mon Tue Wed Thu Fri Sat 

1
2
3
4
5
6
7
8
9

10

 2  1  1  1  1  1  2 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 

0 = none, 1 - 15 = day plan

From Date To Date Week 
Program

 12/28/2014  01/02/2016  1 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

YEAR PROGRAM (Next/2/4/3)

New Years Day - Date - January 1st

Martin Luther King Day - DOW
WOM - 3rd Monday of January

President's Day - DOW WOM -
3rd Monday February

Memorial Day - DOW WOM -
Last Monday May

Four of July - Date - July 4th

Labor Day - DOW WOM -
1st Monday September

Columbus Day - DOW WOM -
2nd Monday October

Vetern's Day - Date - November
11th

Thankgiving - DOW WOM -
4th Thursday November

Christmas - Date - December 25th

Synch reference Mode 
Synch Reference Time 
Daylight Saving Enable 

Reset Time 

0

00:00

 On 

00:00

Time Clock References (Next/2/4/5)
 0 = timed, 1 = by event
 00:00 - 23:59
 X = On
 00:00 - 23:59

Time Zone Offset (Next/2/4/8)
Time Zone  Not Loaded 

-43200 - 43200: EST -18000; CST -21600; MST -25200; PST -28800

0
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CIRCUIT OVERRIDES 1 - 100 (Next/2/4/4)
1 - Coord Line 1 CL1

49 - Ped Omit 1 PO1

2 - Coord Line 2 CL2

50 - Ped Omit 2 PO2

3 - Coord Line 4 CL4

51 - Ped Omit 3 PO3

4 - Coord Line 8 CL8

52 - Ped Omit 4 PO4

5 - Coord Line 16 C16

53 - Ped Omit 5 PO5

6 - Coordinated Operation CRD

54 - Ped Omit 6 PO6

7 - Soft Flash SFL

55 - Ped Omit 7 PO7

8 - Enable System Relays ESR

56 - Ped Omit 8 PO8

9 - Call to Non Actuated Ring 1 CN1

57 - Conditonal Service CVS

10 -Call to Non Actuated Ring 2 CN2

58 - Inhibit Simultaneous Gap Out ISG

11 - Walk Rest Modifier WRM

59 - Inhibit Hardwire HWI

12 - Min Recall MIN

60 - Ped Override Mode POM

13 - Max 2 Both Rings MX2

61 - Dual Entry DLE

14 - Coord Inhibit Max Ring 1 IM1

62 - Exclusive Ped EPD

15 - Coord Inhibit Max Ring 2 IM2

63 - Call to Time Clock Mode CTC

16 - Call to Free CTF

64 - Dual Enhanced Ped DEP

17 - TOD Output 1 TO1

65 - Service Plan 1 SP1

18 - TOD Output 2 TO2

66 - Service Plan 2 SP2

19 - TOD Output 3 TO3

67 - Service Plan 3 SP3

20 - TOD Output 4 TO4

68 - Service Plan 4 SP4

21 - TOD Output 5 TO5

69 - Service Plan 5 SP5

22 - TOD Output 6 TO6

70 - Service Plan 6 SP6

23 - TOD Output 7 TO7

71 - Service Plan 7 SP7

24 - TOD Output 8 TO8

72 - Service Plan 8 SP8

25 - Vehicle Call Phase 1 VC1

73 - Max Plan 1 MP1

26 - Vehicle Call Phase 2 VC2

74 - Max Plan 2 MP2

27 - Vehicle Call Phase 3 VC3

75 - Max Plan 3 MP3

28 - Vehicle Call Phase 4 VC4

76 - Max Plan 4 MP4

29 - Vehicle Call Phase 5 VC5

77 - Max Plan 5 MP5

30 - Vehicle Call Phase 6 VC6

78 - Max Plan 6 MP6

31 - Vehicle Call Phase 7 VC7

79 - Max Plan 7 MP7

32 - Vehicle Call Phase 8 VC8

80 - Max Plan 8 MP8

33 - Ped Call Phase 1 PC1

81 - Transit Priority Max Group 1 TG1

34 - Ped Call Phase 2 PC2

82 - Transit Priority Max Group 2 TG2

35 - Ped Call Phase 3 PC3

83 - Transit Priority Max Group 3 TG3

36 - Ped Call Phase 4 PC4

84 - Transit Priority Max Group 4 TG4

37 - Ped Call Phase 5 PC5

85 - Transit Priority Max Group 5 TG5

38 - Ped Call Phase 6 PC6

86 - Transit Priority Max Group 6 TG6

39 - Ped Call Phase 7 PC7

87 - Transit Priority Max Group 7 TG7

40 - Ped Call Phase 8 PC8

88 - Transit Priority Max Group 8 TG8

41 - Phase Omit 1 VO1

89 - Inhibit Gap Reducing 1 GR1

42 - Phase Omit 2 VO2

90 - Inhibit Gap Reducing 2 GR2

43 - Phase Omit 3 VO3

91 - Inhibit Gap Reducing 3 GR3

44 - Phase Omit 4 VO4

92 - Inhibit Gap Reducing 4 GR4

45 - Phase Omit 5 VO5

93 - Inhibit Gap Reducing 5 GR5

46 - Phase Omit 6 VO6

94 - Inhibit Gap Reducing 6 GR6

47 - Phase Omit 7 VO7

95 - Inhibit Gap Reducing 7 GR7

48 - Phase Omit 8 VO8

96 - Inhibit Gap Reducing 8 GR8

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

LG1
98 - Lag 3 LG3
97 - Lag 1

 2 = TOD 

 2 = TOD 

100 - Lag 7

 2 = TOD 99 - Lag 5
 2 = TOD LG8

LG5
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CIRCUIT OVERRIDES 101 - 199 (Next/2/4/4)

145 - Coord Hold 1 HD1
146 - Coord Hold 2 HD2
147 - Coord Hold 3 HD3
148 - Coord Hold 4 HD4

101 - Inhibit Overlap A OLA

149 - Coord Hold 5 HD5

102 - Inhibit Overlap B OLB

150 - Coord Hold 6 HD6

103 - Inhibit Overlap C OLC

151 - Coord Hold 7 HD7

104 - Inhibit Overlap D OLD

152 - Coord Hold 8 HD8

105 - Enable Schedule A Phone 1 AT1

153 - PE Priority Return B PRB

106 - Enable Schedule A Phone 2 AT2

154 - PE Priority Return C PRC

107 - Enable Schedule B Phone 1 BT1

155 - PE Priority Return D PRD

108 - Enable Schedule B Phone 2 BT2

156 - PE Priority Return E PRE

109 - Enable Schedule C Phone 1 CT1

157 - Platoon Inbound PPI

110 - Enable Schedule C Phone 2 CT2

158 - Platoon Outbound PPO

111 - Enable Volume to Call Phone 1 VT1

159 - Platoon Spl 2 PS2

112 - Enable Volume to Call Phone 1 VT2

160 - Coord Walk Rest CWR

113 - Enable Volume Logging EVL

161 - Dynamic Phase Length Short Inhibit 1 SL1

114 - Enable MOE Logging EML

162 - Dynamic Phase Length Short Inhibit 2 SL2

115 - Detector Low Threshold Inhibit DLI

163 - Dynamic Phase Length Short Inhibit 3 SL3

116 - Detector Continue Presence Inhibit DPI

164 - Dynamic Phase Length Short Inhibit 4 SL4

117 - Inhibit Detector Based On Progrmming IND

165 - Dynamic Phase Length Short Inhibit 5 SL5

118 - Inhibit Detector Delay IDD

166 - Dynamic Phase Length Short Inhibit 6 SL6

119 - Inhibit Conditional Ped ICP

167 - Dynamic Phase Length Short Inhibit 7 SL7

120 - Inhibit Transit Priority ITP

168 - Dynamic Phase Length Short Inhibit 8 SL8

121 - Red Rest Ring 1 RR1

169 - Coord Late Left Turn 1 CT1

122 - Red Rest Ring 2 RR2

170 - Coord Late Left Turn 3 CT3

123 - Omit Red Clear Ring 1 OR1

171 - Coord Late Left Turn 5 CT5

124 - Omit Red Clear Ring 2 OR2

172 - Coord Late Left Turn 7 CT7

125 - Ped Recycle Ring 1 PR1

173 - Dynamic Phase Length Enable A DPA

126 - Ped Recycle Ring 2 PR2

174 - Dynamic Phase Length Enable B DPB

127 - Enable MOE Log to Call Phone 1 MT1

175 - Dynamic Phase Length Enable C DPC

128 - Enable MOE Log to Call Phone 2 MT2

176 - Dynamic Phase Length Enable D DPD

129 - Transit Inhibit Short Time 1 IS1

177 - Proactive Plan Select Average PSA

130 - Transit Inhibit Short Time 2 IS2

178 - Proactive Plan Select Inbound PSI

131 - Transit Inhibit Short Time 3 IS3

179 - Proactive Plan Select Outbound PSO

132 - Transit Inhibit Short Time 4 IS4

180 - Split Variant Inbound SVI

133 - Transit Inhibit Short Time 5 IS5

181 - Split Variant Outbound SVO

134 - Transit Inhibit Short Time 6 IS6

182 - Disable Coord Walk Rest Ring 1 WR1

135 - Transit Inhibit Short Time 7 IS7

183 - Disable Coord Walk Rest Ring 2 WR2

136 - Transit Inhibit Short Time 8 IS8

184 - Proactive Plan Select New Look NLK

137 - Enable Transit Priority Logging ETL

185 - Disable Red Clearance Extension DRX

138 - Disable Flashing Yellow Arrow 1 DF1

186 - Detector Plan Line 1 DL1

139 - Disable Flashing Yellow Arrow 3 DF3

187 - Detector Plan Line 2 DL2

140 - Disable Flashing Yellow Arrow 5 DF5

188 - Disable LRT 1 Vertical Flashing Bar DV1

141 - Disable Flashing Yellow Arrow 7 DF7

189 - Disable LRT 2 Vertical Flashing Bar DV2

142 - Disable Auto Max DAM

190 - Disable LRT 3 Vertical Flashing Bar DV3

143 - Disable Repeated Phase Service DRS

191 - Disable LRT 4 Vertical Flashing Bar DV4

144 - End of Main Street EMS
 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

DKE192 - Datakey Enable  1 = On 

DR1193 - Dynamic Phase Reversal Enable 1  2 = TOD 

DR3194 - Dynamic Phase Reversal Enable 3  2 = TOD 

DR5195 - Dynamic Phase Reversal Enable 5  2 = TOD 

 2 = TOD 196 - Dynamic Phase Reversal Enable 7 DR7
ECL  1 = On 197 - Enable Coordination Log

198 - Disable Gap For FYLTA DGF 2 = TOD 

CAW 2 = TOD 199 - Coordination Auto Walk

Page 14 of 214/7/15 2:52 PM I-205 SB@10th / Salamo / Blankenship / I-205 SB @ 



PREEMPTION SEQUENCE 1 - 4 (Next/2/5)

Interval Instruction Phases Serviced 
Interval 
Time 

Hold On 
Input Output On Output Mode 

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

197  - - - 4 - - - -   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

197  - - 3 - - - - 8   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

197  - - - - - - 7 -   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

197  - 2 - - 5 - - -   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

1

Seq

2

3

4

Instructions -
0 = service phases defined in

phases location
1-9 = use special intervals 1-9
10 = preempt sequence allows

fylta
11 = preempt interval disables

fylta
15 = alternate trap protection
90 = go to all red
91 = turn cvm off
92 = turn cvm on
93 = enable ped service and

phases defined in phases
location

94 = disable ped service
96 = enable coordination

w/peds
97 = enable coordination

w/o peds
98 = return with no calls
99 = return with ped calls and

phases defined in phases
location

100 = jump to step defined in
time location and input has
to be active for jump

101 = use time as resetable
gap timer and service
phases defined in phases
location

196 = coordination sync
w/peds

197 = coordination sync
w/o peds

200 = lrt phase service
w/o peds

201 = lrt phase service
w/peds

202 = priority return-
queue/delay

216 = lrt coordination sync
w/peds

217 = lrt coordination sync
w/o peds

Phases Serviced -
phases 1 - 8

Interval Time - 0 - 255 sec or
interval 1 - 10

Hold on Input - X = on

Outputs On - output 1 - 8

Output Modes -
0 = all steady on
1 = all flash together
2 = odd flashes WIG,

even flashes WAG
3 = 1 - 4 steady on, 5 - 8 all

flash together
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SEQUENCE TIMING (Next/2/5/0)
Sequence 1 2 3 4 5 6 7 8 

Input Memory 
Input Priority 

Min Green 
Walk 

Ped Clear 
Overlap Yellow 

Overlap Red 
Delay to Preempt 

Delay Ped Omit 
Delay Phase Omit 

Min Reservice 

Overlap Inhibits 

Exit to Coord Plan Offset by X 

Exit Coord Plan Time 
Exit to Max Plan 

Exit Free Time 
Override Time 

Fail Time 
Exit Mode Time 

                        

 6  6  6  6  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.1  0.1  0.1  0.1  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Entry 
(Transition) 
Parameters

Exit 
Parameters

 0.0 - 25.5 sec
 0.0 would time the
 normal function time

 X = on
 0 = lowest, - 8 =  highest

 0.0 - 25.5 sec

 0 - 255 sec

 0 - 255 min

 0 - 20
 0 - 60 min
 0 - 8

 0 - 60 min

A
B
C
D

 X = on

PRIORITY RETURN AND SPECIAL INTERVALS (Next/2/5/0/6, Next/2/5/9)
Phase / Overlap  1 2 3 4 5 6 7 8 A B C D 

Enable 
A (max) 
B (max) 
C (max) 
D (max) 
E (max) 

Ped Clear 
Queue Delay Recovery 

Special 
Intervals

1
2
3
4
5
6
7
8
9

 Off 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

Priority
Return

   0 = Dark
   1 = green don't walk
   2 = green walk
   3 = green flashing don't walk
   4 = yellow
   5 = red
   6 = flashing yellow WIG
   7 = flashing yellow WAG
   8 = flashing red WIG
   9 = flashing red WAG
 10 = walk only
 11=flashing don't walk only

 0 - 100% of currently used max

 0 - 100% of currently used ped clearance
 0 - 255 sec

0 = disabled; 1 = enabled; 2 = enabled and skip preempt phase on exit

LIGHT RAIL TRAIN (Next/2/5/0/7)
Light Rail Train  1 2 3 4 

Associated Preempt 
Time to Green 

Horizontal Bar Flash Time 
Vertical Bar Flash Time 

Min Duration 

 0  0  0  0 

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0 = none, preempt 1 - 8

 0 - 255 sec

 0.0 - 25.5 sec
 0 - 255 sec
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 TRANSIT PRIORITY (Next/2/7)
 1  2  3  4  5  6  7  8 

 Phases 
 PE Enable (6.25Hz TP call on PE) 

 Priority 
 Memory 

 Delay Time 
 Minimum Reservice Time (per input) 

 Override Time 
 Bus Extend 

 Minimum Reservice Time (all inputs) 
 Free Operation Mode 

 NONE  NONE  NONE  NONE  NONE  NONE  NONE  NONE 

 X  X  X  X  X  X  X  X 

 0  0  0  0  0  0  0  0 

                        

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0 

0

 Phases 1 - 8 (max of 2 compatible phases)

 X = 6.25 Hz signal will activate TP
 0 - 8, 8 = highest
 X = on
 0 - 255 sec
 0 - 255 min
 0 - 255 sec
 0 - 255 min

 0 - 255 min
 0 = use shortest of max 1 or 2, 1 - 8 = use max time of group 1 - 8, 9 = use time of day circuit

 TRANSIT PRIORITY ALTERNATE FORCE OFF PLANS (Next/2/7/6) 
 Current Coord Plan  1  2  3  4  5  6  7  8 

 Alternate TP Force Off Plan 

 Current Coord Plan  9  10  11  12  13  14  15  16 
 Alternate TP Force Off Plan 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0 = none
 17 - 32 = coord plan 17 - 32

 GROUP TIMING (Next/2/7/5) 
Phase -->  1  2  3  4  5  6  7  8 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Group 1

Group 2

Group 3

Group 4

Group 5

Group 6

Group 7

Group 8

 0 - 255 sec
 0 would time the normal function 
time

 TRUCK PRIORITY (Next/2/7/9) 
 Truck Priority -->  1  2  3  4 

 Associated Transit Priority 
 Leading Detector 
 Trailling Detector 

 Stop Bar Distance 
Trap Distance 

 Minimum Speed 
 Minimum Length 

 Downhill Grade (%) 
 Uphill Grade (%) 

 Undersized Vehicle 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

            

 0 = none 1 - 8 = transit priority 1 - 8

 0 = none, 1 - 32 = detector 1 - 32

 0 - 999 feet
 0.0 - 99.9 feet
 0  - 100 mph
 0 - 255 feet

 0 - 20%

 X = Enabled

Miscellaneous Data
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170  INPUTS (Next/2/8/1)
 C1-39 

 C1-55 

 C1-67 

 C11-15 

 C1-40 

 C1-56 

 C1-68 

 C11-16 

 C1-41 

 C1-57 

 C1-69 

 C11-17 

 C1-42 

 C1-58 

 C1-70 

 C11-18 

 C1-43 

 C1-59 

 C1-71 

 C11-19 

 C1-44 

 C1-60 

 C1-72 

 C11-20 

 C1-45 

 C1-61 

 C1-73 

 C11-21 

 C1-46 

 C1-62 

 C1-74 

 C11-22 

 C1-47 

 C11-10 

 C1-75 

 C11-23 

 C1-48 

 C11-11 

 C1-76 

 C11-24 

 C1-49 

 C11-12 

 C1-77 

 C11-25 

 C1-50 

 C11-13 

 C1-78 

 C11-26 

 C1-51 

 C1-63 

 C1-79 

 C11-27 

 C1-52 

 C1-64 

 C1-80 

 C11-28 

 C1-53 

 C1-65 

 C1-81 

 C11-29 

 C1-54 

 C1-66 

 C1-82 

 C11-30 

 101 - Veh Detector 9 

 15 - Veh Detector 5 

 22 - Ped Detector 2 

 254 - Pin Not Used 

 113 - Veh Detector 19 

 11 - Veh Detector 1 

 25 - Ped Detector 5 

 254 - Pin Not Used 

 106 - Veh Detector 14 

 17 - Veh Detector 7 

 24 - Ped Detector 4 

 254 - Pin Not Used 

 118 - Veh Detector 24 

 13 - Veh Detector 3 

 23 - Ped Detector 3 

 254 - Pin Not Used 

 102 - Veh Detector 10 

 16 - Veh Detector 6 

 151 - Preempt In 1 

 254 - Pin Not Used 

 114 - Veh Detector 20 

 12 - Veh Detector 2 

 152 - Preempt In 2 

 254 - Pin Not Used 

 107 - Veh Detector 15 

 18 - Veh Detector 8 

 153 - Preempt In 3 

 254 - Pin Not Used 

 161 - Veh Detector 25 

 14 - Veh Detector 4 

 154 - Preempt In 4 

 254 - Pin Not Used 

 105 - Veh Detector 13 

 254 - Pin Not Used 

 165 - Veh Detector 29 

 254 - Pin Not Used 

 117 - Veh Detector 23 

 254 - Pin Not Used 

 104 - Veh Detector 12 

 254 - Pin Not Used 

 27 - Ped Detector 7 

 254 - Pin Not Used 

 116 - Veh Detector 22 

 254 - Pin Not Used 

 164 - Veh Detector 28 

 254 - Pin Not Used 

 111 - Veh Detector 17 

 254 - Pin Not Used 

 199 - LRT Ped Inhibit 

 103 - Veh Detector 11 

 163 - Veh Detector 27 

 254 - Pin Not Used 

 155 - Preempt In 5 

 115 - Veh Detector 21 

 82 - Interval Advance 

 254 - Pin Not Used 

 85 - Manual Control Enable 

 108 - Veh Detector 16 

 137 - Conflict Monitor Status/Flash 

 254 - Pin Not Used 

 166 - Veh Detector 30 

 162 - Veh Detector 26 

 62 - Stop Timing Ring 1 

 254 - Pin Not Used 

 INPUTS AND OUTPUTS OPTIONS (Next/2/8/3)
 Connector Type  Change I/O C1/C11  0 = Disabled 

0 = C1/C11;  1 = MS-A/B/C/D;
2 = TS2 Port 1; 3 = ITS Cabinet  X = On (After a download without a power on - off cycle)

Page 18 of 214/7/15 2:52 PM I-205 SB@10th / Salamo / Blankenship / I-205 SB @ 



170 OUTPUTS (Next/2/8/2)
 C1-2 

 C1-19 

 C1-35 

 C1-91 

 C1-3 

 C1-20 

 C1-36 

 C1-93 

 C1-4 

 C1-21 

 C1-37 

 C1-94 

 C1-5 

 C1-22 

 C1-38 

 C1-95 

 C1-6 

 C1-23 

 C1-100 

 C1-96 

 C1-7 

 C1-24 

 C1-101 

 C1-97 

 C1-8 

 C1-25 

 C1-102 

 C1-98 

 C1-9 

 C1-26 

 C1-103 

 C1-99 

 C1-10 

 C1-27 

 C1-83 

 C11-1 

 C1-11 

 C1-28 

 C1-84 

 C11-2 

 C1-12 

 C1-29 

 C1-85 

 C11-3 

 C1-13 

 C1-30 

 C1-86 

 C11-4 

 C1-15 

 C1-31 

 C1-87 

 C11-5 

 C1-16 

 C1-32 

 C1-88 

 C11-6 

 C1-17 

 C1-33 

 C1-89 

 C11-7 

 C1-18 

 C1-34 

 C1-90 

 C11-8 

 44 - Don't Walk,  Ph 4 

 43 - Don't Walk,  Ph 3 

 131 - TOD Output 1 

 47 - Don't Walk,  Ph 7 

 64 - Walk,  Ph 4 

 63 - Walk,  Ph 3 

 132 - TOD Output 2 

 61 - Walk,  Ph 1 

 14 - Red,  Ph 4 

 18 - Red,  Ph 8 

 133 - TOD Output 3 

 106 - Overlap B,  Red 

 24 - Yellow,  Ph 4 

 28 - Yellow,  Ph 8 

 134 - TOD Output 4 

 105 - Overlap B,  Yellow 

 34 - Green,  Ph 4 

 38 - Green,  Ph 8 

 53 - Ped Clear,  Ph 3 

 104 - Overlap B,  Green 

 13 - Red,  Ph 3 

 17 - Red,  Ph 7 

 51 - Ped Clear,  Ph 1 

 103 - Overlap A,  Red 

 23 - Yellow,  Ph 3 

 27 - Yellow,  Ph 7 

 187 - Soft Flash 

 102 - Overlap A,  Yellow 

 33 - Green,  Ph 3 

 37 - Green,  Ph 7 

 147 - Watchdog 

 101 - Overlap A,  Green 

 42 - Don't Walk,  Ph 2 

 45 - Don't Walk,  Ph 5 

 43 - Don't Walk,  Ph 3 

 254 - Pin Not Used 

 62 - Walk,  Ph 2 

 65 - Walk,  Ph 5 

 63 - Walk,  Ph 3 

 254 - Pin Not Used 

 12 - Red,  Ph 2 

 16 - Red,  Ph 6 

 116 - Overlap D,  Red 

 254 - Pin Not Used 

 22 - Yellow,  Ph 2 

 26 - Yellow,  Ph 6 

 115 - Overlap D,  Yellow 

 254 - Pin Not Used 

 32 - Green,  Ph 2 

 36 - Green,  Ph 6 

 114 - Overlap D,  Green 

 254 - Pin Not Used 

 11 - Red,  Ph 1 

 15 - Red,  Ph 5 

 113 - Overlap C,  Red 

 254 - Pin Not Used 

 21 - Yellow,  Ph 1 

 25 - Yellow,  Ph 5 

 112 - Overlap C,  Yellow 

 254 - Pin Not Used 

 31 - Green,  Ph 1 

 35 - Green,  Ph 5 

 111 - Overlap C,  Green 

 254 - Pin Not Used 
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 CONTROLLER ID 

 Manufacturer ID 
 Model ID 

 Protocol Revision ID 

 NORTHWEST SIGNAL 

 Voyage-0 v05.03.01 

 AB3418E V1 
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Intersection Name:Intersection Name:
Controller Channel: Drop:
System:
Controller Type:

Revision Version

 I-205 NB @ 10th
 122323.2   -  0
TransCore TransSuite TCS
 Voyage

  -   - 
 TransCore Unified Controller Manager 10.3.1

Zero Tables
Dual Entry
DetectorPlans

DetectorFailMonitor
Vehicle Overlaps
PedOverlaps

ADVANCE WARNING
DYNAMIC FYLTA
ServicePlans1 4

ServicePlans5 8
MaxPlans
CoordinationPlansCont

PlatoonProgression
ForceOffPercents
DayProgram 1 40

DayProgram 41 80
DayProgram 81 120
DayProgram 121 160

DayProgram 161 200
ExceptionDays
PreemptionSequence 5 8

PriorityReturnAndSpecialIntervals
LightRailTrain
IEEE1570

TransitPriorityAOFP
GroupTiming
TruckPriority

IO Options
CommandBox 97 192
CommandBox 193 256

Non-Zero Tables
ControllerFunctionTiming
Phase Timing

OtherControllerFunctions
DetectorData
SystemDetector

FYLTA
CoordinationModes
CoordinationPlans

CircuitMapping
DynamicPhaseLength
WeekProgram

YearDays
TimeClockReferences
CircuitOverrides 1 100

CircuitOverrides 101 199
PreemptionSequence 1 4
SequenceTiming

TransitPriority
170 Inputs
170 Outputs

CommandBox 1 96
CONTROLLER ID
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Controller Function and Timing

Lead Lag (Next/2/2/3/A)
Ring 1 Ring 2 Interval

Power up Flash 

First All Red Security Code 
Sequence 

2 2 2 2 0  5 0

 0.0 

 8.0  0 

7

Initialization (Next/2/2/5)
Phases 1 - 2 Phases 3 - 4 Phases 5 - 6 Phases 7 - 8

 0 = disabled, or 1000-9999
 0 = sequential, 1 = quad left turn, 2-6 = special A-E, 7 = lead lag

0.0 to 25.5 seconds

Phase 1 - 8 0 = Red, 1 = Yel, 2 = Grn 0 = no reversal, 1 = reversal, 2 = by coord plan or clock

Security, Sequence and Timing (Next/2/1, Next/2/2/3/A, Next/2/2/5)

0.0 - 25.5 seconds

Yellow Lock Phase Used 
Restricted Phases Min Recall 

Max Recall 
Ped Recall 

Red Lock 
Max Out Recall Inhibit 

Soft Recall 
Free Walk Rest 
Conditional Ped 

Disable Inhibit Max Termination 

Movement
Minimum Green

Passage
Yellow

Red Clearance
Max 1
Max 2
Walk

Ped Clear
Seconds Per Actuation
Time Before Reduction

Time to Reduce
Minimum Gap

Max Variable Initial
Max Extend

Auto Max

Inhibit Min Yellow
Red Decimal Off

 - 2 - - 5 6 - 8  

 - - - - - - - -  

 - - - - - - - -  

 - 2 - - - 6 - -  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

 1 2 3 4 5 6 7 8  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

 - - - - - - - -  

   

 10 

 6.9 

 4.0 

 1.0 

 30 

 30 

 7 

 14 

 1.2 

 10 

 10 

 4.9 

 15 

 0.0 

 0 

   

   

   

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

 0.0 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

   

   

   

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

 0.0 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

   

   

   

 4 

 2.3 

 4.0 

 1.0 

 25 

 25 

 0 

 0 

 0.0 

 8 

 3 

 0.5 

 4 

 0.0 

 0 

   

   

   

 10 

 6.9 

 4.0 

 1.0 

 30 

 30 

 7 

 10 

 1.2 

 10 

 10 

 4.9 

 15 

 0.0 

 0 

   

   

   

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

 0.0 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

   

   

   

 6 

 2.3 

 4.0 

 1.0 

 20 

 20 

 0 

 0 

 0.0 

 8 

 3 

 0.5 

 6 

 0.0 

 0 

   

   

   

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

 0.0 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

   

   

 Phase Functions

Phase Times (Next/2/2/2)
Phase 1 2 3 4 5 6 7 8

 0 - 255 sec.
 0.0 - 25.5 sec.
 0.0 - 25.5 sec.
 0.0 - 25.5 sec. or 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.
 0.0 - 25.5 sec.
 0 - 255 sec.

X = On
X = On

 - - - - - - - -  Exclusive Phases

Call To Non-Act 1
Call To Non-Act 2

 - - - - - - - -  

 - - - - - - - -  

(Next/2/2/3) (Next/2/2/1)

Phase Times (Next/2/2/9/5)

  Advanced walk  0  0  0  0  0  0  0  0  0 - 255 sec.
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Mode

Dual Entry Ph --> 1 2 3 4 5 6 7 8
Phase

Cond Service (Next/2/2/9/3/A) 5 Sec Head Logic (Next/2/2/9/4)
Mode CS Max Time X Omits Y Anti-Trap Yellow Blanking LT

Phase 1 X:Y Trap Protected Phase Next Phase Phase
Phase 3 6:1 1 < (5) 1
Phase 5 8:3 3 < (7) 3
Phase 7 2:5 5 < (1) 5

4:7 7 < (3) 7

0

 0  0  0  0  0  0  0  0 

0  0 

0  0 0  0  0 

0  0 0  0  0 

0  0 0  0  0 

0  0  0  0 = off, 1 = C.S.On. 2 = C.S. on by TOD circuit 57,
 3 = N/A, 4 = C.S. and C.R. On,
 5 = C.R. on by TOD circuit 57.

0 = none, 1-8 = phase 1-8

 0 = off, 1 = on, 2 = Not Used, 3 = by coord plan, 4 = by time clock circuit 61

 0 = off, 1 = side call,
 2 = no side call X = On

Dual Entry (Next/2/2/9/3)

Inhibit Simultaneous Gap Out
Last Car Passage

Red Revert (+2seconds)
Auto Ped Clear

FDW thru Yellow
Red Rest Delay

Change Sequence

Phase -> 1 2 3 4 5 6 7 8
Red Clear Extension Detector

Red Clear Extension Red Time

 1 - 3 4 5 - 7 8  

2

 0.0 

 On 

 Off 

 0.0 

 Off 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0 = recall phase, 1 = last car passage, 2 = NOT recall - Not last car passage

 X = On
 0 - 25.5 sec.

 X = On
 0 - 25.5 sec.
 X = On (After a download without a power on - off cycle)

 0 = none 1 - 32 = detector 1 - 32
 0 - 25.5 sec.

Other Controller Functions (Next/2/2/9/1, Next/2/2/9/5)

Advanced Flash Rate  60 FPM  0 = Disabled (60 FPM), 1 = 120 FPM
null Ped Push Button Time   0 = Disable, 0 - 5 Seconds
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Y
el

lo
w

 
Lo

ck
D

et
ec

to
r 

In
hi

bi
t

Call Phase
Extend 
Phase

Switch 
Phase Delay Time

Stretch / 
Disconnect 

Time

Delay or 
Disconnect 

Mode
1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32

       1  1  0  0  0.0  0 

       1  1  0  0  0.0  0 

       3  3  0  0  0.0  0 

       3  3  0  0  0.0  0 

       5  5  0  0  0.0  0 

       5  5  0  0  0.0  0 

       7  7  0  0  0.0  0 

       7  7  0  0  0.0  0 

       2  2  0  0  0.0  0 

       2  2  0  0  0.0  0 

       2  2  0  0  0.0  0 

       2  2  0  0  5.0  0 

       2  2  0  0  0.0  0 

       8  8  0  0  2.0  0 

       8  8  0  0  2.0  0 

       4  4  0  0  0.0  0 

       4  4  0  0  0.0  0 

       4  4  0  0  0.0  0 

       6  6  0  0  0.0  0 

       6  6  0  0  0.0  0 

       6  6  0  0  0.0  0 

       6  6  0  0  0.0  0 

       6  6  0  0  0.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  2.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  0.0  0 

       8  8  0  0  0.0  0 

       0  0  0  0  0.0  0 

       0  0  0  0  0.0  0 

       0  0  0  0  0.0  0 

       0  0  0  0  0.0  0 

Local Detectors (Next/2/2/4/1)
Detector Data

yellow lock, detector inhibit, - X = On; call, extend, phase - 0 = none 1 - 8 = phase 1 - 8; delay time - 0 - 255 sec
stretch / disconnect time - 0.0 - 25.5 sec.; delay or disconnect Mode - 0 -12

Detector
   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

Description
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N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A
N/A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A
N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A

N/A
N/A

N/A

N/A
N/A

N/A

N/A

N/A

N/A

N/A
N/A

Call Phase
Extend 
Phase

Switch 
Phase Delay Time

Stretch / 
Disconnect 

Time

Delay or 
Disconnect 

Mode

Local Detectors 33 - 64 (Next/2/2/4/6)
Detector Data

yellow lock, detector inhibit, - X = On; call, extend, phase - 0 = none 1 - 8 = phase 1 - 8; delay time - 0 - 255 sec
stretch / disconnect time - 0.0 - 25.5 sec.; delay or disconnect Mode - 0 -12

Detector

34

40

35

41

38
39

37
36

33

42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64

Y
el

lo
w

 
Lo

ck
D

et
ec

to
r 

In
hi

bi
t

Description
   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

   

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 
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Plan Detectors
Call Phase

Extended Phase
Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

Call Phase
Extended Phase

Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

Call Phase
Extended Phase

Switch Phase
Delay Time

Stretch / Disconnect Time
Delay / Disconnect Mode

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

Detector 
Plan 1

Detector 
Plan 2

Detector 
Plan 3

Loop Number

Detector Plans (Next/2/2/4/5)

0 - 32, 0 = none, 1 - 32 = detectors 1- 32

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 8, 0 = none, 1 - 8 = phase 1 - 8

0 - 255 seconds
0.0 - 25.5 seconds

0 - 14

0 - 255 seconds

0 - 255 seconds

0.0 - 25.5 seconds

0.0 - 25.5 seconds

0 - 14

0 - 14

Detector Fail Sample Period (all detectors) 

Video Fail Inputs 1 2 3 4 5 6 7 8
Phase Recalled 

System Detectors 1 2 3 4 5 6 7 8
Local Detector 

Flash Entry Flash Exit
Ring 1 Ring 2 Interval Ring 1 Ring 2 Interval

Soft Flash (Next/2/2/5/A)

Phase
1 2 3 4 5 6 7 8

Overlap
A B C D E F G H I J K L

Internal Logic 
Output

1 2 3 4 5 6 7 8 9 10 11 12

 0 

 0  0  0  0  0  0  0  0 

 5  9  14  15  19  20  0  0 

 0  0  red  0  5 0

3 4 3 4 3 4 3 4

3 4 3 4 3 4 3 4 3 4 3 4

0 0 0 0 0 0 0 0 0 0 0 0

Flash (Next/2/2/5)

0 = none, phase 1 - 8 0 = none, phase 1 - 8 0 = red, 1 = yel, 2 = grn

 0 = none, 1 - 8 = phase 1 - 8

 0 = none, 1 - 32 = detector 1 - 32

 0 - 255 minutes

 0 = dark, 1=flash yel WIG, 2 = flash yel WAG, 3 = flash red WIG, 4 = flash red WAG

0 = normal, 1 = dark,
2 = flash WIG

Detector Fail (Next/2/2/4/3)

0 = red, 1 = yel, 2 = grn

 0 - 255 minutesDynamic Phase Length Fail Period   0 
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Phase Pairs -> 1 - 2 3 - 4 5 - 6 7 - 8
Enable

Even Omits Odd
Detector Switch Odd / Even

Red Transition
Red Extension

Return to GLTA

0 0 4 0

0 0 0 0

1 1 1 1

 2.0  2.0  3.0  2.0 

 0.0  0.0  3.0  0.0 

0 0 0 0

Flashing Yellow Left Turn Arrow (FYLTA) (Next/2/2/8/6)

 0 = off, 3 = 3 outputs, 4 = 4 outputs, 5 = 5 outputs
 0 / 1 / 2
 X = on, odd phase must be omitted
 0.0 or 2.0 - 25.5 sec.
 0.0 - 25.5 sec.
 0 = off, 1 = max out, 2= yellow lock

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0  0  0  0 

Gap Dependent FYLTA
Detector Input

Detector Gap Time
Maximum Delay

Minimum Delay
 0 = Disabled, 1 - 64 = Local Detector 1 - 64

 0 - 25.5 seconds. 
 0 - 255 seconds

 0 - 255 seconds

 0  4  0  Not Ped  0 

0 - 255

 0 

Detectors 1 - 64; 0 = disabled

 0.0 

 Not Ped Mode 

 FYLTA Min Delay 

 0 

 5 - 6 

 0 

 0.0 

 0 

 0 

 0 

Detectors 1 - 64; 0 = disabled

 0 

 0 

 0 

 Detector Gap Time 

 7 - 8 

 FYLTA Max Delay 

 0 

 [Plan D] Detector Input 

 0  FYLTA Min Delay 

 0 

 0 

 0 

0 - 255
0 - 255

0 - 255

 0 

 0 

 0 

 0 

 FYLTA Max Delay 

 0 

 3 - 4 

 0 

 0 

 FYLTA Min Delay 

 0.0 

 0.0 

 1 - 2 

 0 

0 - 4

 Not Ped Mode 

 0 

 FYLTA Max Delay 

 0.0 

 0 

0.0 - 25.5

 0.0 

 0 

 0 

 Not Ped Mode 
 FYLTA Min Delay 

 0 

 Detector Gap Time 

 0 

 0 

 0.0 

 [Plan C] Detector Input 

 0.0 

 0 

 0 

 Phase Pairs 

 0 

 Not Ped Mode  0 

 0 

 0.0 

 FYLTA Max Delay 

Detectors 1 - 64; 0 = disabled

 0 

Detectors 1 - 64; 0 = disabled

 0 

 0 

0.0 - 25.5

0 - 4

 0  [Plan A] Detector Input 

 0 

 0 

 0.0 

 0 

 0.0 

 0 

 0 

 0 

0 - 4

 0 

0 - 255

 0.0 

0 - 255

 0 

0 - 255

 0 

 0 

 0  0 

 0 

0.0 - 25.5

0 - 255
 Detector Gap Time 

 0 

 0 

 0 

 0.0 

 0.0 

 0.0 

 0 

 0 

 0 

 0 

0 - 4

 0 

 0 

0.0 - 25.5

 0 

 0 

 [Plan B] Detector Input 

 Detector Gap Time 

 0.0 

 Dynamic Flashing Yellow Left Turn Arrow 

 0 

 0 

Page 7 of 204/7/15 2:51 PM I-205 NB@10th / I-205 NB @ 10th, Hwy 64, MP6.40 - 122323.2



Flash Mode 
Coordination Plan Mode 

Offset Seeking Mode 
Late Ped 

Coord Walk Rest 

Repeated Ped Service

Zero Mode(TS2 only) 

Omit Phase During Repeated Phase 

33

34

2

0

0

0

0

 - - - - - - - -  

Coordination Modes (Next/2/3/1)
0=off, 1=on, 33=time clock, 34=comm, 35=hardwire

0=free, 1-32 = coord plan 1-32, 33=time clock, 34=comm, 35=hardwire

0=add only, 1=dwell, 2=fastway

0 = off, 1 = on

0 = off, 1 = on, 2 = by tod circuit 160, 3 = end of walk, 4 = coord ped during perms

 0=off, 1=on (no coord ped), 2=on (beginning green coord ped), 3=on (coord ped always)

0=start of main street, 1=end of main street, 2=by TOD circuit 144, 3 = first green

 -- = service allowed ; # = service prevented

(Next/2/3/4/1) 

Coord 
Plan

Ring 1 Ring 2
Cycle Length Offset Time Min Cycle Len 

Dwell Time Permissive Service
Plan Max Plan

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32

 0  6  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Coordination Phases

Coordination Plans (Next/2/3/2)

0 - 8 0 - 255 sec 0 - 8

CoordinationData
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Time Clock Circuit

Circuit Map Coord Plan 1 2 3 4 5 6 7 8
1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

 34  0  0  0  0  0  0  0  0 

Circuit Mapping (Next/2/3/3)

 coord plan - 0 = free, 1 - 32 = coord plan 1 - 32, 33 = any, 34 none selected
 time clock circuits - 0 = not used, or circuits 6 - 199

Phase  -> 1 2 3 4 5 6 7 8
Back Detector 

Lane Factor 
Check Out Detector 

Set A 
Set B 
Set C 
Set D 
Set A 
Set B 
Set C 
Set D 

 0  9  0  0  5  19  0  29 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  20  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Dynamic Phase Lengths (Next/2/3/4/4)

Coord Delta 
Force Off 

Free Delta Max 

0 = none, 1-32 = detector  1-32

 0 = none, 0.5 - 5.0

0 = none, 1-32 = detector  1-32

 0 - 255 sec

 0  0  0  0  0  0  0  0 Auto Perm Min Green

Auto Permissive Min Green (Next/2/3/4/3)

 0 - 255 sec.

6 83 42 5Phase  -> 1 7
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Day Prog Day of 
Month Month Week of 

Month 

EXCEPTION DAYS (Next/2/4/6)

1

19

2

20

3

21

4

22

5

23

6

24

7

25

8

26

9

27

10

28

11

29

12

30

13

31

14

32

15

33

16

34

17

35

18

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

 0  0  0 

0 - 5 0 - 12 1 - 31 0 - 15

Day of 
Week

1 - 7

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

 0 

WEEK PROGRAM (Next/2/4/2)
Sun Mon Tue Wed Thu Fri Sat 

1
2
3
4
5
6
7
8
9

10

 2  1  1  1  1  1  2 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 
 1  1  1  1  1  1  1 

0 = none, 1 - 15 = day plan

From Date To Date Week 
Program

 12/29/2013  01/03/2015  1 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

 00/00/0000  00/00/0000  0 

YEAR PROGRAM (Next/2/4/3)

New Years Day - Date - January 1st

Martin Luther King Day - DOW
WOM - 3rd Monday of January

President's Day - DOW WOM -
3rd Monday February

Memorial Day - DOW WOM -
Last Monday May

Four of July - Date - July 4th

Labor Day - DOW WOM -
1st Monday September

Columbus Day - DOW WOM -
2nd Monday October

Vetern's Day - Date - November
11th

Thankgiving - DOW WOM -
4th Thursday November

Christmas - Date - December 25th

Synch reference Mode 
Synch Reference Time 
Daylight Saving Enable 

Reset Time 

0

00:00

 On 

00:00

Time Clock References (Next/2/4/5)
 0 = timed, 1 = by event
 00:00 - 23:59
 X = On
 00:00 - 23:59

Time Zone Offset (Next/2/4/8)
Time Zone  Not Loaded 

-43200 - 43200: EST -18000; CST -21600; MST -25200; PST -28800

0
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CIRCUIT OVERRIDES 1 - 100 (Next/2/4/4)
1 - Coord Line 1 CL1

49 - Ped Omit 1 PO1

2 - Coord Line 2 CL2

50 - Ped Omit 2 PO2

3 - Coord Line 4 CL4

51 - Ped Omit 3 PO3

4 - Coord Line 8 CL8

52 - Ped Omit 4 PO4

5 - Coord Line 16 C16

53 - Ped Omit 5 PO5

6 - Coordinated Operation CRD

54 - Ped Omit 6 PO6

7 - Soft Flash SFL

55 - Ped Omit 7 PO7

8 - Enable System Relays ESR

56 - Ped Omit 8 PO8

9 - Call to Non Actuated Ring 1 CN1

57 - Conditonal Service CVS

10 -Call to Non Actuated Ring 2 CN2

58 - Inhibit Simultaneous Gap Out ISG

11 - Walk Rest Modifier WRM

59 - Inhibit Hardwire HWI

12 - Min Recall MIN

60 - Ped Override Mode POM

13 - Max 2 Both Rings MX2

61 - Dual Entry DLE

14 - Coord Inhibit Max Ring 1 IM1

62 - Exclusive Ped EPD

15 - Coord Inhibit Max Ring 2 IM2

63 - Call to Time Clock Mode CTC

16 - Call to Free CTF

64 - Dual Enhanced Ped DEP

17 - TOD Output 1 TO1

65 - Service Plan 1 SP1

18 - TOD Output 2 TO2

66 - Service Plan 2 SP2

19 - TOD Output 3 TO3

67 - Service Plan 3 SP3

20 - TOD Output 4 TO4

68 - Service Plan 4 SP4

21 - TOD Output 5 TO5

69 - Service Plan 5 SP5

22 - TOD Output 6 TO6

70 - Service Plan 6 SP6

23 - TOD Output 7 TO7

71 - Service Plan 7 SP7

24 - TOD Output 8 TO8

72 - Service Plan 8 SP8

25 - Vehicle Call Phase 1 VC1

73 - Max Plan 1 MP1

26 - Vehicle Call Phase 2 VC2

74 - Max Plan 2 MP2

27 - Vehicle Call Phase 3 VC3

75 - Max Plan 3 MP3

28 - Vehicle Call Phase 4 VC4

76 - Max Plan 4 MP4

29 - Vehicle Call Phase 5 VC5

77 - Max Plan 5 MP5

30 - Vehicle Call Phase 6 VC6

78 - Max Plan 6 MP6

31 - Vehicle Call Phase 7 VC7

79 - Max Plan 7 MP7

32 - Vehicle Call Phase 8 VC8

80 - Max Plan 8 MP8

33 - Ped Call Phase 1 PC1

81 - Transit Priority Max Group 1 TG1

34 - Ped Call Phase 2 PC2

82 - Transit Priority Max Group 2 TG2

35 - Ped Call Phase 3 PC3

83 - Transit Priority Max Group 3 TG3

36 - Ped Call Phase 4 PC4

84 - Transit Priority Max Group 4 TG4

37 - Ped Call Phase 5 PC5

85 - Transit Priority Max Group 5 TG5

38 - Ped Call Phase 6 PC6

86 - Transit Priority Max Group 6 TG6

39 - Ped Call Phase 7 PC7

87 - Transit Priority Max Group 7 TG7

40 - Ped Call Phase 8 PC8

88 - Transit Priority Max Group 8 TG8

41 - Phase Omit 1 VO1

89 - Inhibit Gap Reducing 1 GR1

42 - Phase Omit 2 VO2

90 - Inhibit Gap Reducing 2 GR2

43 - Phase Omit 3 VO3

91 - Inhibit Gap Reducing 3 GR3

44 - Phase Omit 4 VO4

92 - Inhibit Gap Reducing 4 GR4

45 - Phase Omit 5 VO5

93 - Inhibit Gap Reducing 5 GR5

46 - Phase Omit 6 VO6

94 - Inhibit Gap Reducing 6 GR6

47 - Phase Omit 7 VO7

95 - Inhibit Gap Reducing 7 GR7

48 - Phase Omit 8 VO8

96 - Inhibit Gap Reducing 8 GR8

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

LG1
98 - Lag 3 LG3
97 - Lag 1

 2 = TOD 

 2 = TOD 

100 - Lag 7

 2 = TOD 99 - Lag 5
 2 = TOD LG8

LG5
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CIRCUIT OVERRIDES 101 - 199 (Next/2/4/4)

145 - Coord Hold 1 HD1
146 - Coord Hold 2 HD2
147 - Coord Hold 3 HD3
148 - Coord Hold 4 HD4

101 - Inhibit Overlap A OLA

149 - Coord Hold 5 HD5

102 - Inhibit Overlap B OLB

150 - Coord Hold 6 HD6

103 - Inhibit Overlap C OLC

151 - Coord Hold 7 HD7

104 - Inhibit Overlap D OLD

152 - Coord Hold 8 HD8

105 - Enable Schedule A Phone 1 AT1

153 - PE Priority Return B PRB

106 - Enable Schedule A Phone 2 AT2

154 - PE Priority Return C PRC

107 - Enable Schedule B Phone 1 BT1

155 - PE Priority Return D PRD

108 - Enable Schedule B Phone 2 BT2

156 - PE Priority Return E PRE

109 - Enable Schedule C Phone 1 CT1

157 - Platoon Inbound PPI

110 - Enable Schedule C Phone 2 CT2

158 - Platoon Outbound PPO

111 - Enable Volume to Call Phone 1 VT1

159 - Platoon Spl 2 PS2

112 - Enable Volume to Call Phone 1 VT2

160 - Coord Walk Rest CWR

113 - Enable Volume Logging EVL

161 - Dynamic Phase Length Short Inhibit 1 SL1

114 - Enable MOE Logging EML

162 - Dynamic Phase Length Short Inhibit 2 SL2

115 - Detector Low Threshold Inhibit DLI

163 - Dynamic Phase Length Short Inhibit 3 SL3

116 - Detector Continue Presence Inhibit DPI

164 - Dynamic Phase Length Short Inhibit 4 SL4

117 - Inhibit Detector Based On Progrmming IND

165 - Dynamic Phase Length Short Inhibit 5 SL5

118 - Inhibit Detector Delay IDD

166 - Dynamic Phase Length Short Inhibit 6 SL6

119 - Inhibit Conditional Ped ICP

167 - Dynamic Phase Length Short Inhibit 7 SL7

120 - Inhibit Transit Priority ITP

168 - Dynamic Phase Length Short Inhibit 8 SL8

121 - Red Rest Ring 1 RR1

169 - Coord Late Left Turn 1 CT1

122 - Red Rest Ring 2 RR2

170 - Coord Late Left Turn 3 CT3

123 - Omit Red Clear Ring 1 OR1

171 - Coord Late Left Turn 5 CT5

124 - Omit Red Clear Ring 2 OR2

172 - Coord Late Left Turn 7 CT7

125 - Ped Recycle Ring 1 PR1

173 - Dynamic Phase Length Enable A DPA

126 - Ped Recycle Ring 2 PR2

174 - Dynamic Phase Length Enable B DPB

127 - Enable MOE Log to Call Phone 1 MT1

175 - Dynamic Phase Length Enable C DPC

128 - Enable MOE Log to Call Phone 2 MT2

176 - Dynamic Phase Length Enable D DPD

129 - Transit Inhibit Short Time 1 IS1

177 - Proactive Plan Select Average PSA

130 - Transit Inhibit Short Time 2 IS2

178 - Proactive Plan Select Inbound PSI

131 - Transit Inhibit Short Time 3 IS3

179 - Proactive Plan Select Outbound PSO

132 - Transit Inhibit Short Time 4 IS4

180 - Split Variant Inbound SVI

133 - Transit Inhibit Short Time 5 IS5

181 - Split Variant Outbound SVO

134 - Transit Inhibit Short Time 6 IS6

182 - Disable Coord Walk Rest Ring 1 WR1

135 - Transit Inhibit Short Time 7 IS7

183 - Disable Coord Walk Rest Ring 2 WR2

136 - Transit Inhibit Short Time 8 IS8

184 - Proactive Plan Select New Look NLK

137 - Enable Transit Priority Logging ETL

185 - Disable Red Clearance Extension DRX

138 - Disable Flashing Yellow Arrow 1 DF1

186 - Detector Plan Line 1 DL1

139 - Disable Flashing Yellow Arrow 3 DF3

187 - Detector Plan Line 2 DL2

140 - Disable Flashing Yellow Arrow 5 DF5

188 - Disable LRT 1 Vertical Flashing Bar DV1

141 - Disable Flashing Yellow Arrow 7 DF7

189 - Disable LRT 2 Vertical Flashing Bar DV2

142 - Disable Auto Max DAM

190 - Disable LRT 3 Vertical Flashing Bar DV3

143 - Disable Repeated Phase Service DRS

191 - Disable LRT 4 Vertical Flashing Bar DV4

144 - End of Main Street EMS
 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 1 = On 

 2 = TOD 

 1 = On 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

 2 = TOD 

DKE192 - Datakey Enable  1 = On 

DR1193 - Dynamic Phase Reversal Enable 1  2 = TOD 

DR3194 - Dynamic Phase Reversal Enable 3  2 = TOD 

DR5195 - Dynamic Phase Reversal Enable 5  2 = TOD 

 2 = TOD 196 - Dynamic Phase Reversal Enable 7 DR7
ECL  1 = On 197 - Enable Coordination Log

198 - Disable Gap For FYLTA DGF 2 = TOD 

CAW 2 = TOD 199 - Coordination Auto Walk

Page 12 of 204/7/15 2:51 PM I-205 NB@10th / I-205 NB @ 10th, Hwy 64, MP6.40 - 122323.2



PREEMPTION SEQUENCE 1 - 4 (Next/2/5)

Interval Instruction Phases Serviced 
Interval 
Time 

Hold On 
Input Output On Output Mode 

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

1
2
3
4
5
6
7
8
9

10

197  - 2 - - 5 - - -   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

197  - - - - - 6 - -   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

197  - - - - - - - 8   0  On  - - - - - - - -  0

98  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

0  - - - - - - - -   0  Off  - - - - - - - -  0

1

Seq

2

3

4

Instructions -
0 = service phases defined in

phases location
1-9 = use special intervals 1-9
10 = preempt sequence allows

fylta
11 = preempt interval disables

fylta
15 = alternate trap protection
90 = go to all red
91 = turn cvm off
92 = turn cvm on
93 = enable ped service and

phases defined in phases
location

94 = disable ped service
96 = enable coordination

w/peds
97 = enable coordination

w/o peds
98 = return with no calls
99 = return with ped calls and

phases defined in phases
location

100 = jump to step defined in
time location and input has
to be active for jump

101 = use time as resetable
gap timer and service
phases defined in phases
location

196 = coordination sync
w/peds

197 = coordination sync
w/o peds

200 = lrt phase service
w/o peds

201 = lrt phase service
w/peds

202 = priority return-
queue/delay

216 = lrt coordination sync
w/peds

217 = lrt coordination sync
w/o peds

Phases Serviced -
phases 1 - 8

Interval Time - 0 - 255 sec or
interval 1 - 10

Hold on Input - X = on

Outputs On - output 1 - 8

Output Modes -
0 = all steady on
1 = all flash together
2 = odd flashes WIG,

even flashes WAG
3 = 1 - 4 steady on, 5 - 8 all

flash together
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SEQUENCE TIMING (Next/2/5/0)
Sequence 1 2 3 4 5 6 7 8 

Input Memory 
Input Priority 

Min Green 
Walk 

Ped Clear 
Overlap Yellow 

Overlap Red 
Delay to Preempt 

Delay Ped Omit 
Delay Phase Omit 

Min Reservice 

Overlap Inhibits 

Exit to Coord Plan Offset by X 

Exit Coord Plan Time 
Exit to Max Plan 

Exit Free Time 
Override Time 

Fail Time 
Exit Mode Time 

                        

 6  0  6  6  0  0  0  0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.1  0.0  0.1  0.1  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0  0.0  0.0  0.0  0.0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Entry 
(Transition) 
Parameters

Exit 
Parameters

 0.0 - 25.5 sec
 0.0 would time the
 normal function time

 X = on
 0 = lowest, - 8 =  highest

 0.0 - 25.5 sec

 0 - 255 sec

 0 - 255 min

 0 - 20
 0 - 60 min
 0 - 8

 0 - 60 min

A
B
C
D

 X = on

PRIORITY RETURN AND SPECIAL INTERVALS (Next/2/5/0/6, Next/2/5/9)
Phase / Overlap  1 2 3 4 5 6 7 8 A B C D 

Enable 
A (max) 
B (max) 
C (max) 
D (max) 
E (max) 

Ped Clear 
Queue Delay Recovery 

Special 
Intervals

1
2
3
4
5
6
7
8
9

 Off 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0 0 0 0 0

Priority
Return

   0 = Dark
   1 = green don't walk
   2 = green walk
   3 = green flashing don't walk
   4 = yellow
   5 = red
   6 = flashing yellow WIG
   7 = flashing yellow WAG
   8 = flashing red WIG
   9 = flashing red WAG
 10 = walk only
 11=flashing don't walk only

 0 - 100% of currently used max

 0 - 100% of currently used ped clearance
 0 - 255 sec

0 = disabled; 1 = enabled; 2 = enabled and skip preempt phase on exit

LIGHT RAIL TRAIN (Next/2/5/0/7)
Light Rail Train  1 2 3 4 

Associated Preempt 
Time to Green 

Horizontal Bar Flash Time 
Vertical Bar Flash Time 

Min Duration 

 0  0  0  0 

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0 = none, preempt 1 - 8

 0 - 255 sec

 0.0 - 25.5 sec
 0 - 255 sec
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 TRANSIT PRIORITY (Next/2/7)
 1  2  3  4  5  6  7  8 

 Phases 
 PE Enable (6.25Hz TP call on PE) 

 Priority 
 Memory 

 Delay Time 
 Minimum Reservice Time (per input) 

 Override Time 
 Bus Extend 

 Minimum Reservice Time (all inputs) 
 Free Operation Mode 

 NONE  NONE  NONE  NONE  NONE  NONE  NONE  NONE 

 X  X  X  X             

 0  0  0  0  0  0  0  0 

                        

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0 

0

 Phases 1 - 8 (max of 2 compatible phases)

 X = 6.25 Hz signal will activate TP
 0 - 8, 8 = highest
 X = on
 0 - 255 sec
 0 - 255 min
 0 - 255 sec
 0 - 255 min

 0 - 255 min
 0 = use shortest of max 1 or 2, 1 - 8 = use max time of group 1 - 8, 9 = use time of day circuit

 TRANSIT PRIORITY ALTERNATE FORCE OFF PLANS (Next/2/7/6) 
 Current Coord Plan  1  2  3  4  5  6  7  8 

 Alternate TP Force Off Plan 

 Current Coord Plan  9  10  11  12  13  14  15  16 
 Alternate TP Force Off Plan 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0 = none
 17 - 32 = coord plan 17 - 32

 GROUP TIMING (Next/2/7/5) 
Phase -->  1  2  3  4  5  6  7  8 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

Max Times 
 Walk Times 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

 0  0  0  0  0  0  0  0 

Group 1

Group 2

Group 3

Group 4

Group 5

Group 6

Group 7

Group 8

 0 - 255 sec
 0 would time the normal function 
time

 TRUCK PRIORITY (Next/2/7/9) 
 Truck Priority -->  1  2  3  4 

 Associated Transit Priority 
 Leading Detector 
 Trailling Detector 

 Stop Bar Distance 
Trap Distance 

 Minimum Speed 
 Minimum Length 

 Downhill Grade (%) 
 Uphill Grade (%) 

 Undersized Vehicle 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0.0  0.0  0.0  0.0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

 0  0  0  0 

            

 0 = none 1 - 8 = transit priority 1 - 8

 0 = none, 1 - 32 = detector 1 - 32

 0 - 999 feet
 0.0 - 99.9 feet
 0  - 100 mph
 0 - 255 feet

 0 - 20%

 X = Enabled

Miscellaneous Data

Page 15 of 204/7/15 2:51 PM I-205 NB@10th / I-205 NB @ 10th, Hwy 64, MP6.40 - 122323.2



170  INPUTS (Next/2/8/1)
 C1-39 

 C1-55 

 C1-67 

 C11-15 

 C1-40 

 C1-56 

 C1-68 

 C11-16 

 C1-41 

 C1-57 

 C1-69 

 C11-17 

 C1-42 

 C1-58 

 C1-70 

 C11-18 

 C1-43 

 C1-59 

 C1-71 

 C11-19 

 C1-44 

 C1-60 

 C1-72 

 C11-20 

 C1-45 

 C1-61 

 C1-73 

 C11-21 

 C1-46 

 C1-62 

 C1-74 

 C11-22 

 C1-47 

 C11-10 

 C1-75 

 C11-23 

 C1-48 

 C11-11 

 C1-76 

 C11-24 

 C1-49 

 C11-12 

 C1-77 

 C11-25 

 C1-50 

 C11-13 

 C1-78 

 C11-26 

 C1-51 

 C1-63 

 C1-79 

 C11-27 

 C1-52 

 C1-64 

 C1-80 

 C11-28 

 C1-53 

 C1-65 

 C1-81 

 C11-29 

 C1-54 

 C1-66 

 C1-82 

 C11-30 

 101 - Veh Detector 9 

 15 - Veh Detector 5 

 22 - Ped Detector 2 

 254 - Pin Not Used 

 113 - Veh Detector 19 

 11 - Veh Detector 1 

 26 - Ped Detector 6 

 254 - Pin Not Used 

 106 - Veh Detector 14 

 17 - Veh Detector 7 

 24 - Ped Detector 4 

 254 - Pin Not Used 

 118 - Veh Detector 24 

 13 - Veh Detector 3 

 28 - Ped Detector 8 

 254 - Pin Not Used 

 102 - Veh Detector 10 

 16 - Veh Detector 6 

 151 - Preempt In 1 

 254 - Pin Not Used 

 114 - Veh Detector 20 

 12 - Veh Detector 2 

 152 - Preempt In 2 

 254 - Pin Not Used 

 107 - Veh Detector 15 

 18 - Veh Detector 8 

 153 - Preempt In 3 

 254 - Pin Not Used 

 161 - Veh Detector 25 

 14 - Veh Detector 4 

 154 - Preempt In 4 

 254 - Pin Not Used 

 105 - Veh Detector 13 

 254 - Pin Not Used 

 254 - Pin Not Used 

 254 - Pin Not Used 

 117 - Veh Detector 23 

 254 - Pin Not Used 

 104 - Veh Detector 12 

 254 - Pin Not Used 

 112 - Veh Detector 18 

 254 - Pin Not Used 

 116 - Veh Detector 22 

 254 - Pin Not Used 

 164 - Veh Detector 28 

 254 - Pin Not Used 

 111 - Veh Detector 17 

 254 - Pin Not Used 

 199 - LRT Ped Inhibit 

 103 - Veh Detector 11 

 163 - Veh Detector 27 

 254 - Pin Not Used 

 155 - Preempt In 5 

 115 - Veh Detector 21 

 82 - Interval Advance 

 254 - Pin Not Used 

 85 - Manual Control Enable 

 108 - Veh Detector 16 

 137 - Conflict Monitor Status/Flash 

 254 - Pin Not Used 

 254 - Pin Not Used 

 162 - Veh Detector 26 

 62 - Stop Timing Ring 1 

 254 - Pin Not Used 

 INPUTS AND OUTPUTS OPTIONS (Next/2/8/3)
 Connector Type  Change I/O C1/C11  0 = Disabled 

0 = C1/C11;  1 = MS-A/B/C/D;
2 = TS2 Port 1; 3 = ITS Cabinet  X = On (After a download without a power on - off cycle)
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170 OUTPUTS (Next/2/8/2)
 C1-2 

 C1-19 

 C1-35 

 C1-91 

 C1-3 

 C1-20 

 C1-36 

 C1-93 

 C1-4 

 C1-21 

 C1-37 

 C1-94 

 C1-5 

 C1-22 

 C1-38 

 C1-95 

 C1-6 

 C1-23 

 C1-100 

 C1-96 

 C1-7 

 C1-24 

 C1-101 

 C1-97 

 C1-8 

 C1-25 

 C1-102 

 C1-98 

 C1-9 

 C1-26 

 C1-103 

 C1-99 

 C1-10 

 C1-27 

 C1-83 

 C11-1 

 C1-11 

 C1-28 

 C1-84 

 C11-2 

 C1-12 

 C1-29 

 C1-85 

 C11-3 

 C1-13 

 C1-30 

 C1-86 

 C11-4 

 C1-15 

 C1-31 

 C1-87 

 C11-5 

 C1-16 

 C1-32 

 C1-88 

 C11-6 

 C1-17 

 C1-33 

 C1-89 

 C11-7 

 C1-18 

 C1-34 

 C1-90 

 C11-8 

 44 - Don't Walk,  Ph 4 

 48 - Don't Walk,  Ph 8 

 131 - TOD Output 1 

 41 - Don't Walk,  Ph 1 

 64 - Walk,  Ph 4 

 68 - Walk,  Ph 8 

 132 - TOD Output 2 

 61 - Walk,  Ph 1 

 14 - Red,  Ph 4 

 18 - Red,  Ph 8 

 133 - TOD Output 3 

 106 - Overlap B,  Red 

 24 - Yellow,  Ph 4 

 28 - Yellow,  Ph 8 

 134 - TOD Output 4 

 105 - Overlap B,  Yellow 

 34 - Green,  Ph 4 

 38 - Green,  Ph 8 

 53 - Ped Clear,  Ph 3 

 104 - Overlap B,  Green 

 13 - Red,  Ph 3 

 17 - Red,  Ph 7 

 51 - Ped Clear,  Ph 1 

 103 - Overlap A,  Red 

 23 - Yellow,  Ph 3 

 27 - Yellow,  Ph 7 

 187 - Soft Flash 

 102 - Overlap A,  Yellow 

 33 - Green,  Ph 3 

 217 - FYLTA,  5 

 147 - Watchdog 

 101 - Overlap A,  Green 

 42 - Don't Walk,  Ph 2 

 46 - Don't Walk,  Ph 6 

 43 - Don't Walk,  Ph 3 

 254 - Pin Not Used 

 62 - Walk,  Ph 2 

 66 - Walk,  Ph 6 

 63 - Walk,  Ph 3 

 254 - Pin Not Used 

 12 - Red,  Ph 2 

 16 - Red,  Ph 6 

 116 - Overlap D,  Red 

 254 - Pin Not Used 

 22 - Yellow,  Ph 2 

 26 - Yellow,  Ph 6 

 115 - Overlap D,  Yellow 

 254 - Pin Not Used 

 32 - Green,  Ph 2 

 36 - Green,  Ph 6 

 114 - Overlap D,  Green 

 254 - Pin Not Used 

 11 - Red,  Ph 1 

 15 - Red,  Ph 5 

 113 - Overlap C,  Red 

 254 - Pin Not Used 

 21 - Yellow,  Ph 1 

 223 - FYLTA CLR,  5 

 112 - Overlap C,  Yellow 

 254 - Pin Not Used 

 31 - Green,  Ph 1 

 35 - Green,  Ph 5 

 111 - Overlap C,  Green 

 254 - Pin Not Used 
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 INTERNAL LOGIC 1 - 96 (Next/2/9)
 Step  Inst.  Comment  Step  Inst.  Comment 

 1  49 
 2  50 
 3  51 
 4  52 
 5  53 
 6  54 
 7  55 
 8  56 
 9  57 

 10  58 
 11  59 
 12  60 
 13  61 
 14  62 
 15  63 
 16  64 
 17  65 
 18  66 
 19  67 
 20  68 
 21  69 
 22  70 
 23  71 
 24  72 
 25  73 
 26  74 
 27  75 
 28  76 
 29  77 
 30  78 
 31  79 
 32  80 
 33  81 
 34  82 
 35  83 
 36  84 
 37  85 
 38  86 
 39  87 
 40  88 
 41  89 
 42  90 
 43  91 
 44  92 
 45  93 
 46  94 
 47  95 
 48  96 

 201     0    

 106     0    

 165     0    

 201     0    

 107     0    

 165     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    

 0     0    
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 CONTROLLER ID 

 Manufacturer ID 
 Model ID 

 Protocol Revision ID 

 NORTHWEST SIGNAL 

 Voyage-0 v05.03.01 

 AB3418E V1 
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HCM 2010 TWSC
1: Tannler Drive & North Access 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 1

Intersection
Int Delay, s/veh 0
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 0 0 0 51 115 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 0 0 55 125 0
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 180 125 125 0 - 0
          Stage 1 125 - - - - -
          Stage 2 55 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 810 926 1462 - - -
          Stage 1 901 - - - - -
          Stage 2 968 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 810 926 1462 - - -
Mov Cap-2 Maneuver 810 - - - - -
          Stage 1 901 - - - - -
          Stage 2 968 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 0 0 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1462 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s) 0 - 0 - -
HCM Lane LOS A - A - -
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC
2: 13th Street & Blankenship Road 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 2

Intersection
Int Delay, s/veh 1.4
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 2 48 0 7 3 298 1 0 239 24
Conflicting Peds, #/hr 3 0 1 1 0 3 4 0 7 7 0 4
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 93 93 93 93 93 93 93 93 93 93 93 93
Heavy Vehicles, % 0 0 0 2 0 0 0 3 0 0 5 4
Mvmt Flow 0 0 2 52 0 8 3 320 1 0 257 26
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 607 616 331 604 604 280 286 0 0 325 0 0
          Stage 1 330 330 - 273 273 - - - - - - -
          Stage 2 277 286 - 331 331 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.12 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.12 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.12 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.518 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 411 409 715 410 415 764 1288 - - 1246 - -
          Stage 1 687 649 - 733 688 - - - - - - -
          Stage 2 734 679 - 682 649 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 403 406 709 404 412 758 1280 - - 1239 - -
Mov Cap-2 Maneuver 403 406 - 404 412 - - - - - - -
          Stage 1 683 645 - 729 686 - - - - - - -
          Stage 2 722 677 - 674 645 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 10.1 14.7 0.1 0
HCM LOS B B
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) 709 1239 - - 1280 - - 430
HCM Lane V/C Ratio 0.003 - - - 0.003 - - 0.138
HCM Control Delay (s) 10.1 0 - - 7.8 0 - 14.7
HCM Lane LOS B A - - A A - B
HCM 95th %tile Q(veh) 0 0 - - 0 - - 0.5



HCM 2010 TWSC
3: Haggen's Access/Site Access & Blankenship Road 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 3

Intersection
Int Delay, s/veh 1.7
 

Movement EBL EBT EBR WBL WBT WBR NEL NET NER SWL SWT SWR
Vol, veh/h 4 321 23 30 231 27 29 2 22 4 0 2
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 4 357 26 33 257 30 32 2 24 4 0 2
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 287 0 0 382 0 0 717 731 369 730 729 272
          Stage 1 - - - - - - 378 378 - 338 338 -
          Stage 2 - - - - - - 339 353 - 392 391 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1287 - - 1171 - - 347 351 670 340 352 772
          Stage 1 - - - - - - 648 619 - 681 644 -
          Stage 2 - - - - - - 680 634 - 637 611 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1287 - - 1171 - - 338 340 670 318 341 772
Mov Cap-2 Maneuver - - - - - - 338 340 - 318 341 -
          Stage 1 - - - - - - 646 617 - 679 626 -
          Stage 2 - - - - - - 659 616 - 610 609 -
 

Approach EB WB NE SW
HCM Control Delay, s 0.1 0.9 14.8 14.2
HCM LOS B B
 

Minor Lane/Major Mvmt NELn1 EBL EBT EBR WBL WBT WBRSWLn1
Capacity (veh/h) 426 1287 - - 1171 - - 396
HCM Lane V/C Ratio 0.138 0.003 - - 0.028 - - 0.017
HCM Control Delay (s) 14.8 7.8 - - 8.2 - - 14.2
HCM Lane LOS B A - - A - - B
HCM 95th %tile Q(veh) 0.5 0 - - 0.1 - - 0.1



HCM 2010 TWSC
4: Haggen's Site Access/Tannler Drive & Blankenship Road 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 4

Intersection
Int Delay, s/veh 4.5
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 22 322 6 58 260 26 1 3 38 86 4 25
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 23 343 6 62 277 28 1 3 40 91 4 27
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 304 0 0 349 0 0 822 821 346 808 810 290
          Stage 1 - - - - - - 393 393 - 414 414 -
          Stage 2 - - - - - - 429 428 - 394 396 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1137 - - 1183 - - 287 312 702 302 316 754
          Stage 1 - - - - - - 622 609 - 620 597 -
          Stage 2 - - - - - - 594 588 - 635 607 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1137 - - 1183 - - 259 290 702 267 293 754
Mov Cap-2 Maneuver - - - - - - 259 290 - 267 293 -
          Stage 1 - - - - - - 609 597 - 607 566 -
          Stage 2 - - - - - - 539 557 - 583 595 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.5 1.4 11.1 23.8
HCM LOS B C
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 282 702 1137 - - 1183 - - 312
HCM Lane V/C Ratio 0.015 0.058 0.021 - - 0.052 - - 0.392
HCM Control Delay (s) 18 10.4 8.2 - - 8.2 - - 23.8
HCM Lane LOS C B A - - A - - C
HCM 95th %tile Q(veh) 0 0.2 0.1 - - 0.2 - - 1.8



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 34 410 415 56 288 227
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1792 1583 1770 1827 1687 1404
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1792 1583 1770 1827 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 39 466 472 64 327 258
RTOR Reduction (vph) 0 112 0 0 0 50
Lane Group Flow (vph) 39 354 472 64 327 208
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 6.5 40.7 24.7 36.2 42.3 72.5
Effective Green, g (s) 6.5 40.7 24.7 36.2 42.3 72.5
Actuated g/C Ratio 0.07 0.45 0.27 0.40 0.47 0.81
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 129 715 485 734 792 1131
v/s Ratio Prot 0.02 c0.22 c0.27 0.04 c0.19 0.15
v/s Ratio Perm
v/c Ratio 0.30 0.49 0.97 0.09 0.41 0.18
Uniform Delay, d1 39.6 17.4 32.3 16.7 15.7 2.0
Progression Factor 1.00 1.00 1.00 1.00 0.27 0.00
Incremental Delay, d2 0.8 0.3 33.7 0.0 0.4 0.0
Delay (s) 40.4 17.7 66.0 16.7 4.7 0.0
Level of Service D B E B A A
Approach Delay (s) 19.5 60.1 2.6
Approach LOS B E A

Intersection Summary
HCM 2000 Control Delay 26.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.78
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 57.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: 10th Street & I-205 Southbound Ramp 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 99 0 170 149 355 0 0 497 326
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.94
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3335
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3335
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 111 0 191 167 399 0 0 558 326
RTOR Reduction (vph) 0 0 0 0 0 177 0 0 0 0 92 0
Lane Group Flow (vph) 0 0 0 0 111 14 167 399 0 0 792 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Prot Prot NA NA
Protected Phases 7 7 7 1 5 2 3 4
Permitted Phases
Actuated Green, G (s) 6.8 6.8 10.8 21.9 50.4
Effective Green, g (s) 6.8 6.8 10.8 21.9 50.4
Actuated g/C Ratio 0.08 0.08 0.12 0.24 0.56
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 127 110 216 416 1867
v/s Ratio Prot c0.07 0.01 0.09 c0.23 c0.24
v/s Ratio Perm
v/c Ratio 0.87 0.13 0.77 0.96 0.42
Uniform Delay, d1 41.2 38.8 38.4 33.6 11.4
Progression Factor 1.00 1.00 1.00 1.00 0.70
Incremental Delay, d2 43.4 0.3 14.9 34.0 0.1
Delay (s) 84.5 39.2 53.3 67.6 8.0
Level of Service F D D E A
Approach Delay (s) 0.0 55.8 63.4 8.0
Approach LOS A E E A

Intersection Summary
HCM 2000 Control Delay 34.2 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.71
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 51.7% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
7: 10th Street & I-205 Northbound Ramp 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 9

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 168 0 123 0 0 0 0 328 189 273 308 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1719 1583 1810 1599 1787 1827
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1719 1583 1810 1599 1787 1827
Peak-hour factor, PHF 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85
Adj. Flow (vph) 198 0 145 0 0 0 0 386 222 321 362 0
RTOR Reduction (vph) 0 0 121 0 0 0 0 0 150 0 0 0
Lane Group Flow (vph) 0 198 24 0 0 0 0 386 72 321 362 0
Heavy Vehicles (%) 5% 0% 2% 0% 0% 0% 0% 5% 1% 1% 4% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 14.8 14.8 27.1 27.1 33.1 65.2
Effective Green, g (s) 14.8 14.8 27.1 27.1 33.1 65.2
Actuated g/C Ratio 0.16 0.16 0.30 0.30 0.37 0.72
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 282 260 545 481 657 1323
v/s Ratio Prot c0.21 c0.18 0.20
v/s Ratio Perm 0.12 0.02 0.05
v/c Ratio 0.70 0.09 0.71 0.15 0.49 0.27
Uniform Delay, d1 35.5 31.9 27.9 23.0 21.9 4.3
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 6.8 0.1 6.9 0.5 2.6 0.5
Delay (s) 42.3 32.0 34.9 23.5 24.5 4.8
Level of Service D C C C C A
Approach Delay (s) 38.0 0.0 30.7 14.1
Approach LOS D A C B

Intersection Summary
HCM 2000 Control Delay 25.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.61
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 15.0
Intersection Capacity Utilization 72.0% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group



HCM 2010 TWSC
8: 10th Street & 8th Avenue/8th Court 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 11

Intersection
Int Delay, s/veh 7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 25 6 6 54 8 160 19 337 89 144 221 73
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 87 87 87 87 87 87 87 87 87 87 87 87
Heavy Vehicles, % 4 0 0 0 0 4 0 6 1 4 9 1
Mvmt Flow 29 7 7 62 9 184 22 387 102 166 254 84
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1114 1160 296 1116 1151 439 338 0 0 490 0 0
          Stage 1 627 627 - 482 482 - - - - - - -
          Stage 2 487 533 - 634 669 - - - - - - -
Critical Hdwy 7.14 6.5 6.2 7.1 6.5 6.24 4.1 - - 4.14 - -
Critical Hdwy Stg 1 6.14 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.14 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.536 4 3.3 3.5 4 3.336 2.2 - - 2.236 - -
Pot Cap-1 Maneuver 184 197 748 187 200 614 1232 - - 1063 - -
          Stage 1 468 479 - 569 557 - - - - - - -
          Stage 2 558 528 - 471 459 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 107 162 748 155 165 614 1232 - - 1063 - -
Mov Cap-2 Maneuver 107 162 - 155 165 - - - - - - -
          Stage 1 456 404 - 555 543 - - - - - - -
          Stage 2 375 515 - 387 387 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s 40.4 22.5 0.3 3
HCM LOS E C
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1232 - - 107 266 156 614 1063 - -
HCM Lane V/C Ratio 0.018 - - 0.269 0.052 0.457 0.3 0.156 - -
HCM Control Delay (s) 8 0 - 50.6 19.3 46.1 13.4 9 - -
HCM Lane LOS A A - F C E B A - -
HCM 95th %tile Q(veh) 0.1 - - 1 0.2 2.1 1.3 0.6 - -



HCM 2010 AWSC
9: Willamette Falls Drive & 10th Street 7/7/2015

Existing (2015) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 12

Intersection
Intersection Delay, s/veh 24.5
Intersection LOS C

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 280 156 0 284 163 0 92 192
Peak Hour Factor 0.92 0.85 0.85 0.92 0.85 0.85 0.92 0.85 0.85
Heavy Vehicles, % 2 5 6 2 4 5 2 3 8
Mvmt Flow 0 329 184 0 334 192 0 108 226
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 18.2 37.4 13.8
HCM LOS C E B
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 64% 0% 0%
Vol Right, % 0% 0% 36% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 280 156 447 92 192
LT Vol 280 0 0 92 0
Through Vol 0 156 284 0 0
RT Vol 0 0 163 0 192
Lane Flow Rate 329 184 526 108 226
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.638 0.331 0.876 0.234 0.417
Departure Headway (Hd) 6.976 6.483 5.996 7.794 6.653
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 517 552 605 459 538
Service Time 4.746 4.253 4.055 5.568 4.426
HCM Lane V/C Ratio 0.636 0.333 0.869 0.235 0.42
HCM Control Delay 21.3 12.5 37.4 13 14.2
HCM Lane LOS C B E B B
HCM 95th-tile Q 4.4 1.4 10.1 0.9 2



HCM 2010 TWSC
1: Tannler Drive & North Access 7/7/2015

Pre-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 1

Intersection
Int Delay, s/veh 0
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 0 0 0 55 127 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 0 0 60 138 0
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 198 138 138 0 - 0
          Stage 1 138 - - - - -
          Stage 2 60 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 791 910 1446 - - -
          Stage 1 889 - - - - -
          Stage 2 963 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 791 910 1446 - - -
Mov Cap-2 Maneuver 791 - - - - -
          Stage 1 889 - - - - -
          Stage 2 963 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 0 0 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1446 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s) 0 - 0 - -
HCM Lane LOS A - A - -
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC
2: 13th Street & Blankenship Road 7/7/2015

Pre-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 2

Intersection
Int Delay, s/veh 1.4
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 2 50 0 7 3 310 1 0 239 24
Conflicting Peds, #/hr 3 0 1 1 0 3 4 0 7 7 0 4
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 93 93 93 93 93 93 93 93 93 93 93 93
Heavy Vehicles, % 0 0 0 2 0 0 0 3 0 0 5 4
Mvmt Flow 0 0 2 54 0 8 3 333 1 0 257 26
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 620 629 344 617 617 280 286 0 0 337 0 0
          Stage 1 343 343 - 273 273 - - - - - - -
          Stage 2 277 286 - 344 344 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.12 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.12 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.12 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.518 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 403 402 703 402 408 764 1288 - - 1234 - -
          Stage 1 676 641 - 733 688 - - - - - - -
          Stage 2 734 679 - 671 640 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 395 399 697 397 405 758 1280 - - 1227 - -
Mov Cap-2 Maneuver 395 399 - 397 405 - - - - - - -
          Stage 1 672 637 - 729 686 - - - - - - -
          Stage 2 722 677 - 663 636 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 10.2 15 0.1 0
HCM LOS B C
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) 697 1227 - - 1280 - - 422
HCM Lane V/C Ratio 0.003 - - - 0.003 - - 0.145
HCM Control Delay (s) 10.2 0 - - 7.8 0 - 15
HCM Lane LOS B A - - A A - C
HCM 95th %tile Q(veh) 0 0 - - 0 - - 0.5



HCM 2010 TWSC
3: Haggen's Access/Site Access & Blankenship Road 7/7/2015

Pre-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 3

Intersection
Int Delay, s/veh 1.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 334 24 31 240 28 30 2 23 4 0 2
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 4 371 27 34 267 31 33 2 26 4 0 2
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 298 0 0 398 0 0 745 760 384 758 758 282
          Stage 1 - - - - - - 393 393 - 351 351 -
          Stage 2 - - - - - - 352 367 - 407 407 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1275 - - 1155 - - 333 338 657 326 339 762
          Stage 1 - - - - - - 636 609 - 670 636 -
          Stage 2 - - - - - - 669 626 - 625 601 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1275 - - 1155 - - 324 327 657 304 328 762
Mov Cap-2 Maneuver - - - - - - 324 327 - 304 328 -
          Stage 1 - - - - - - 634 607 - 668 617 -
          Stage 2 - - - - - - 647 608 - 597 599 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 0.9 15.3 14.6
HCM LOS C B
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 411 1275 - - 1155 - - 380
HCM Lane V/C Ratio 0.149 0.003 - - 0.03 - - 0.018
HCM Control Delay (s) 15.3 7.8 - - 8.2 - - 14.6
HCM Lane LOS C A - - A - - B
HCM 95th %tile Q(veh) 0.5 0 - - 0.1 - - 0.1



HCM 2010 TWSC
4: Haggen's Site Access/Tannler Drive & Blankenship Road 7/7/2015

Pre-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 4

Intersection
Int Delay, s/veh 5.2
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 23 335 6 60 271 29 1 3 40 96 4 26
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 24 356 6 64 288 31 1 3 43 102 4 28
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 319 0 0 363 0 0 856 856 360 841 843 304
          Stage 1 - - - - - - 409 409 - 431 431 -
          Stage 2 - - - - - - 447 447 - 410 412 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1122 - - 1168 - - 272 297 689 287 303 740
          Stage 1 - - - - - - 610 600 - 607 586 -
          Stage 2 - - - - - - 581 577 - 623 598 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1122 - - 1168 - - 244 275 689 252 280 740
Mov Cap-2 Maneuver - - - - - - 244 275 - 252 280 -
          Stage 1 - - - - - - 597 587 - 594 554 -
          Stage 2 - - - - - - 525 545 - 569 585 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.5 1.4 11.3 27.2
HCM LOS B D
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 267 689 1122 - - 1168 - - 293
HCM Lane V/C Ratio 0.016 0.062 0.022 - - 0.055 - - 0.457
HCM Control Delay (s) 18.7 10.6 8.3 - - 8.3 - - 27.2
HCM Lane LOS C B A - - A - - D
HCM 95th %tile Q(veh) 0 0.2 0.1 - - 0.2 - - 2.3



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/7/2015

Pre-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 35 434 464 58 302 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1792 1583 1770 1827 1687 1404
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1792 1583 1770 1827 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 40 493 527 66 343 281
RTOR Reduction (vph) 0 123 0 0 0 55
Lane Group Flow (vph) 40 370 527 66 343 226
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 6.5 39.3 24.9 36.4 42.1 72.5
Effective Green, g (s) 6.5 39.3 24.9 36.4 42.1 72.5
Actuated g/C Ratio 0.07 0.44 0.28 0.40 0.47 0.81
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 129 691 489 738 789 1131
v/s Ratio Prot 0.02 c0.23 c0.30 0.04 c0.20 0.16
v/s Ratio Perm
v/c Ratio 0.31 0.53 1.08 0.09 0.43 0.20
Uniform Delay, d1 39.6 18.6 32.5 16.6 16.0 2.0
Progression Factor 1.00 1.00 1.00 1.00 0.28 0.00
Incremental Delay, d2 0.8 0.5 63.2 0.0 0.4 0.0
Delay (s) 40.4 19.2 95.8 16.6 4.8 0.0
Level of Service D B F B A A
Approach Delay (s) 20.8 86.9 2.7
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 36.7 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.85
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 61.7% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 184 155 375 0 0 543 351
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3336
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3336
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 207 174 421 0 0 610 351
RTOR Reduction (vph) 0 0 0 0 0 192 0 0 0 0 89 0
Lane Group Flow (vph) 0 0 0 0 116 15 174 421 0 0 872 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 6.5 6.5 11.1 20.8 50.4
Effective Green, g (s) 6.5 6.5 11.1 20.8 50.4
Actuated g/C Ratio 0.07 0.07 0.12 0.23 0.56
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 121 106 222 395 1868
v/s Ratio Prot c0.07 0.10 c0.25 c0.26
v/s Ratio Perm 0.01
v/c Ratio 0.96 0.14 0.78 1.07 0.47
Uniform Delay, d1 41.6 39.1 38.3 34.6 11.8
Progression Factor 1.00 1.00 1.00 1.00 0.67
Incremental Delay, d2 67.9 0.4 15.6 63.9 0.1
Delay (s) 109.6 39.5 53.9 98.5 7.9
Level of Service F D D F A
Approach Delay (s) 0.0 64.7 85.4 7.9
Approach LOS A E F A

Intersection Summary
HCM 2000 Control Delay 42.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.78
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 54.3% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 179 0 128 0 0 0 0 343 197 304 326 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1719 1583 1810 1599 1787 1827
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1719 1583 1810 1599 1787 1827
Peak-hour factor, PHF 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85
Adj. Flow (vph) 211 0 151 0 0 0 0 404 232 358 384 0
RTOR Reduction (vph) 0 0 125 0 0 0 0 0 148 0 0 0
Lane Group Flow (vph) 0 211 26 0 0 0 0 404 84 358 384 0
Heavy Vehicles (%) 5% 0% 2% 0% 0% 0% 0% 5% 1% 1% 4% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 15.3 15.3 27.6 27.6 32.1 64.7
Effective Green, g (s) 15.3 15.3 27.6 27.6 32.1 64.7
Actuated g/C Ratio 0.17 0.17 0.31 0.31 0.36 0.72
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 292 269 555 490 637 1313
v/s Ratio Prot c0.22 c0.20 0.21
v/s Ratio Perm 0.12 0.02 0.05
v/c Ratio 0.72 0.10 0.73 0.17 0.56 0.29
Uniform Delay, d1 35.3 31.5 27.8 22.8 23.3 4.5
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 7.7 0.1 7.3 0.6 3.6 0.6
Delay (s) 43.1 31.6 35.2 23.4 26.9 5.1
Level of Service D C D C C A
Approach Delay (s) 38.3 0.0 30.9 15.6
Approach LOS D A C B

Intersection Summary
HCM 2000 Control Delay 25.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.66
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 15.0
Intersection Capacity Utilization 74.9% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 7.6
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 25 6 6 56 8 166 20 353 93 150 236 76
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 87 87 87 87 87 87 87 87 87 87 87 87
Heavy Vehicles, % 4 0 0 0 0 4 0 6 1 4 9 1
Mvmt Flow 29 7 7 64 9 191 23 406 107 172 271 87
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1170 1219 315 1172 1208 459 359 0 0 513 0 0
          Stage 1 660 660 - 505 505 - - - - - - -
          Stage 2 510 559 - 667 703 - - - - - - -
Critical Hdwy 7.14 6.5 6.2 7.1 6.5 6.24 4.1 - - 4.14 - -
Critical Hdwy Stg 1 6.14 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.14 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.536 4 3.3 3.5 4 3.336 2.2 - - 2.236 - -
Pot Cap-1 Maneuver 168 182 730 171 185 598 1211 - - 1042 - -
          Stage 1 449 463 - 553 544 - - - - - - -
          Stage 2 542 514 - 451 443 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 93 148 730 140 150 598 1211 - - 1042 - -
Mov Cap-2 Maneuver 93 148 - 140 150 - - - - - - -
          Stage 1 437 387 - 538 529 - - - - - - -
          Stage 2 353 500 - 366 370 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s 47.3 25.4 0.3 3
HCM LOS E D
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1211 - - 93 246 141 598 1042 - -
HCM Lane V/C Ratio 0.019 - - 0.309 0.056 0.522 0.319 0.165 - -
HCM Control Delay (s) 8 0 - 60.1 20.5 55.5 13.8 9.1 - -
HCM Lane LOS A A - F C F B A - -
HCM 95th %tile Q(veh) 0.1 - - 1.2 0.2 2.5 1.4 0.6 - -



HCM 2010 AWSC
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Intersection
Intersection Delay, s/veh 28.7
Intersection LOS D

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 292 162 0 295 171 0 99 203
Peak Hour Factor 0.92 0.85 0.85 0.92 0.85 0.85 0.92 0.85 0.85
Heavy Vehicles, % 2 5 6 2 4 5 2 3 8
Mvmt Flow 0 344 191 0 347 201 0 116 239
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 19.9 46.6 14.5
HCM LOS C E B
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 63% 0% 0%
Vol Right, % 0% 0% 37% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 292 162 466 99 203
LT Vol 292 0 0 99 0
Through Vol 0 162 295 0 0
RT Vol 0 0 171 0 203
Lane Flow Rate 344 191 548 116 239
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.679 0.351 0.93 0.256 0.449
Departure Headway (Hd) 7.118 6.624 6.109 7.914 6.771
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 505 539 592 452 530
Service Time 4.897 4.404 4.175 5.694 4.549
HCM Lane V/C Ratio 0.681 0.354 0.926 0.257 0.451
HCM Control Delay 23.8 13 46.6 13.4 15
HCM Lane LOS C B E B B
HCM 95th-tile Q 5.1 1.6 11.9 1 2.3
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Intersection
Int Delay, s/veh 2.5
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 5 49 19 55 127 2
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 5 53 21 60 138 2
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 240 139 140 0 - 0
          Stage 1 139 - - - - -
          Stage 2 101 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 748 909 1443 - - -
          Stage 1 888 - - - - -
          Stage 2 923 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 737 909 1443 - - -
Mov Cap-2 Maneuver 737 - - - - -
          Stage 1 888 - - - - -
          Stage 2 909 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 9.3 1.9 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1443 - 890 - -
HCM Lane V/C Ratio 0.014 - 0.066 - -
HCM Control Delay (s) 7.5 0 9.3 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0 - 0.2 - -
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Intersection
Int Delay, s/veh 1.4
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 2 50 0 7 3 312 1 0 254 25
Conflicting Peds, #/hr 3 0 1 1 0 3 4 0 7 7 0 4
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 93 93 93 93 93 93 93 93 93 93 93 93
Heavy Vehicles, % 0 0 0 2 0 0 0 3 0 0 5 4
Mvmt Flow 0 0 2 54 0 8 3 335 1 0 273 27
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 638 648 346 637 636 297 303 0 0 340 0 0
          Stage 1 345 345 - 290 290 - - - - - - -
          Stage 2 293 303 - 347 346 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.12 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.12 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.12 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.518 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 392 392 702 390 398 747 1269 - - 1230 - -
          Stage 1 675 640 - 718 676 - - - - - - -
          Stage 2 719 667 - 669 639 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 384 389 696 385 395 741 1262 - - 1223 - -
Mov Cap-2 Maneuver 384 389 - 385 395 - - - - - - -
          Stage 1 671 636 - 714 674 - - - - - - -
          Stage 2 708 665 - 661 635 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 10.2 15.3 0.1 0
HCM LOS B C
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) 696 1223 - - 1262 - - 409
HCM Lane V/C Ratio 0.003 - - - 0.003 - - 0.15
HCM Control Delay (s) 10.2 0 - - 7.9 0 - 15.3
HCM Lane LOS B A - - A A - C
HCM 95th %tile Q(veh) 0 0 - - 0 - - 0.5
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Intersection
Int Delay, s/veh 2.9
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 5 335 24 31 243 46 30 4 23 49 5 4
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 6 372 27 34 270 51 33 4 26 54 6 4
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 321 0 0 399 0 0 766 787 386 776 774 296
          Stage 1 - - - - - - 397 397 - 364 364 -
          Stage 2 - - - - - - 369 390 - 412 410 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1250 - - 1154 - - 322 326 655 317 332 748
          Stage 1 - - - - - - 633 607 - 659 627 -
          Stage 2 - - - - - - 655 611 - 621 599 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1250 - - 1154 - - 308 315 655 294 321 748
Mov Cap-2 Maneuver - - - - - - 308 315 - 294 321 -
          Stage 1 - - - - - - 630 604 - 656 609 -
          Stage 2 - - - - - - 626 593 - 590 596 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 0.8 15.9 19.7
HCM LOS C C
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 393 1250 - - 1154 - - 309
HCM Lane V/C Ratio 0.161 0.004 - - 0.03 - - 0.209
HCM Control Delay (s) 15.9 7.9 - - 8.2 - - 19.7
HCM Lane LOS C A - - A - - C
HCM 95th %tile Q(veh) 0.6 0 - - 0.1 - - 0.8
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Intersection
Int Delay, s/veh 10.1
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 23 380 6 60 289 48 1 3 40 142 4 29
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 24 404 6 64 307 51 1 3 43 151 4 31
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 359 0 0 411 0 0 934 942 407 919 921 333
          Stage 1 - - - - - - 456 456 - 461 461 -
          Stage 2 - - - - - - 478 486 - 458 460 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1083 - - 1121 - - 241 265 648 254 273 713
          Stage 1 - - - - - - 575 572 - 584 569 -
          Stage 2 - - - - - - 559 554 - 587 569 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1083 - - 1121 - - 214 244 648 221 252 713
Mov Cap-2 Maneuver - - - - - - 214 244 - 221 252 -
          Stage 1 - - - - - - 562 559 - 571 537 -
          Stage 2 - - - - - - 500 522 - 533 556 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.5 1.3 11.8 52.1
HCM LOS B F
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 236 648 1083 - - 1121 - - 250
HCM Lane V/C Ratio 0.018 0.066 0.023 - - 0.057 - - 0.745
HCM Control Delay (s) 20.5 10.9 8.4 - - 8.4 - - 52.1
HCM Lane LOS C B A - - A - - F
HCM 95th %tile Q(veh) 0.1 0.2 0.1 - - 0.2 - - 5.3
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 45 515 464 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1792 1583 1770 1827 1687 1404
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1792 1583 1770 1827 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 51 585 527 70 381 281
RTOR Reduction (vph) 0 99 0 0 0 55
Lane Group Flow (vph) 51 486 527 70 381 226
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 8.4 46.3 28.9 42.3 46.2 80.6
Effective Green, g (s) 8.4 46.3 28.9 42.3 46.2 80.6
Actuated g/C Ratio 0.08 0.46 0.29 0.42 0.46 0.81
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 150 732 511 772 779 1131
v/s Ratio Prot 0.03 c0.31 c0.30 0.04 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.34 0.66 1.03 0.09 0.49 0.20
Uniform Delay, d1 43.2 20.8 35.5 17.3 18.7 2.2
Progression Factor 1.00 1.00 1.00 1.00 0.30 0.00
Incremental Delay, d2 0.8 1.9 48.1 0.0 0.5 0.0
Delay (s) 44.0 22.7 83.6 17.3 6.2 0.0
Level of Service D C F B A A
Approach Delay (s) 24.4 75.9 3.6
Approach LOS C E A

Intersection Summary
HCM 2000 Control Delay 33.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.89
Actuated Cycle Length (s) 100.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 66.8% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 210 0 0 0 0 77 0
Lane Group Flow (vph) 0 0 0 0 116 17 174 438 0 0 970 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 7.5 7.5 12.2 24.9 58.3
Effective Green, g (s) 7.5 7.5 12.2 24.9 58.3
Actuated g/C Ratio 0.08 0.08 0.12 0.25 0.58
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 126 110 220 426 1946
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.01
v/c Ratio 0.92 0.15 0.79 1.03 0.50
Uniform Delay, d1 46.0 43.3 42.7 37.5 12.3
Progression Factor 1.00 1.00 1.00 1.00 0.78
Incremental Delay, d2 55.9 0.4 16.7 51.0 0.1
Delay (s) 101.9 43.7 59.3 88.6 9.6
Level of Service F D E F A
Approach Delay (s) 0.0 63.3 80.2 9.6
Approach LOS A E F A

Intersection Summary
HCM 2000 Control Delay 40.4 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.78
Actuated Cycle Length (s) 100.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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7: 10th Street & I-205 Northbound Ramp 7/7/2015

Post-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 9

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 190 0 128 0 0 0 0 347 197 346 336 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1719 1583 1810 1599 1787 1827
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1719 1583 1810 1599 1787 1827
Peak-hour factor, PHF 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85 0.85
Adj. Flow (vph) 224 0 151 0 0 0 0 408 232 407 395 0
RTOR Reduction (vph) 0 0 124 0 0 0 0 0 147 0 0 0
Lane Group Flow (vph) 0 224 27 0 0 0 0 408 85 407 395 0
Heavy Vehicles (%) 5% 0% 2% 0% 0% 0% 0% 5% 1% 1% 4% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 15.8 15.8 27.7 27.7 31.5 64.2
Effective Green, g (s) 15.8 15.8 27.7 27.7 31.5 64.2
Actuated g/C Ratio 0.18 0.18 0.31 0.31 0.35 0.71
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 301 277 557 492 625 1303
v/s Ratio Prot c0.23 c0.23 0.22
v/s Ratio Perm 0.13 0.02 0.05
v/c Ratio 0.74 0.10 0.73 0.17 0.65 0.30
Uniform Delay, d1 35.2 31.1 27.8 22.8 24.6 4.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 8.8 0.1 7.4 0.6 5.2 0.6
Delay (s) 44.0 31.2 35.3 23.4 29.8 5.3
Level of Service D C D C C A
Approach Delay (s) 38.9 0.0 31.0 17.8
Approach LOS D A C B

Intersection Summary
HCM 2000 Control Delay 26.8 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 90.0 Sum of lost time (s) 15.0
Intersection Capacity Utilization 77.4% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM 2010 TWSC
8: 10th Street & 8th Avenue/8th Court 7/7/2015

Post-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 11

Intersection
Int Delay, s/veh 7.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 26 6 6 56 8 166 20 357 93 150 246 76
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 87 87 87 87 87 87 87 87 87 87 87 87
Heavy Vehicles, % 4 0 0 0 0 4 0 6 1 4 9 1
Mvmt Flow 30 7 7 64 9 191 23 410 107 172 283 87
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1185 1234 326 1188 1225 464 370 0 0 517 0 0
          Stage 1 671 671 - 510 510 - - - - - - -
          Stage 2 514 563 - 678 715 - - - - - - -
Critical Hdwy 7.14 6.5 6.2 7.1 6.5 6.24 4.1 - - 4.14 - -
Critical Hdwy Stg 1 6.14 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.14 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.536 4 3.3 3.5 4 3.336 2.2 - - 2.236 - -
Pot Cap-1 Maneuver 164 178 720 167 180 594 1200 - - 1039 - -
          Stage 1 443 458 - 550 541 - - - - - - -
          Stage 2 540 512 - 445 438 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 91 145 720 137 146 594 1200 - - 1039 - -
Mov Cap-2 Maneuver 91 145 - 137 146 - - - - - - -
          Stage 1 431 382 - 535 526 - - - - - - -
          Stage 2 350 498 - 361 365 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s 49.5 26 0.3 2.9
HCM LOS E D
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1200 - - 91 241 138 594 1039 - -
HCM Lane V/C Ratio 0.019 - - 0.328 0.057 0.533 0.321 0.166 - -
HCM Control Delay (s) 8.1 0 - 62.8 20.8 57.5 13.9 9.2 - -
HCM Lane LOS A A - F C F B A - -
HCM 95th %tile Q(veh) 0.1 - - 1.3 0.2 2.6 1.4 0.6 - -



HCM 2010 AWSC
9: Willamette Falls Drive & 10th Street 7/7/2015

Post-Development (2017) - AM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 12

Intersection
Intersection Delay, s/veh 29.9
Intersection LOS D

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 294 162 0 295 173 0 104 208
Peak Hour Factor 0.92 0.85 0.85 0.92 0.85 0.85 0.92 0.85 0.85
Heavy Vehicles, % 2 5 6 2 4 5 2 3 8
Mvmt Flow 0 346 191 0 347 204 0 122 245
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 20.5 49 14.8
HCM LOS C E B
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 63% 0% 0%
Vol Right, % 0% 0% 37% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 294 162 468 104 208
LT Vol 294 0 0 104 0
Through Vol 0 162 295 0 0
RT Vol 0 0 173 0 208
Lane Flow Rate 346 191 551 122 245
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.689 0.353 0.941 0.27 0.462
Departure Headway (Hd) 7.169 6.676 6.151 7.936 6.793
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 502 536 589 450 529
Service Time 4.956 4.462 4.222 5.719 4.574
HCM Lane V/C Ratio 0.689 0.356 0.935 0.271 0.463
HCM Control Delay 24.5 13.1 49 13.7 15.3
HCM Lane LOS C B E B C
HCM 95th-tile Q 5.2 1.6 12.3 1.1 2.4



HCM 2010 TWSC
1: Tannler Drive & North Access 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 1

Intersection
Int Delay, s/veh 0
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 0 0 0 51 115 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 0 0 55 125 0
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 180 125 125 0 - 0
          Stage 1 125 - - - - -
          Stage 2 55 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 810 926 1462 - - -
          Stage 1 901 - - - - -
          Stage 2 968 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 810 926 1462 - - -
Mov Cap-2 Maneuver 810 - - - - -
          Stage 1 901 - - - - -
          Stage 2 968 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 0 0 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1462 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s) 0 - 0 - -
HCM Lane LOS A - A - -
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC
2: 13th Street & Blankenship Road 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 2

Intersection
Int Delay, s/veh 1
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 0 37 0 5 9 399 0 1 307 45
Conflicting Peds, #/hr 2 0 2 2 0 2 2 0 25 25 0 2
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 92
Heavy Vehicles, % 0 0 0 0 0 0 0 3 0 0 0 0
Mvmt Flow 0 0 0 39 0 5 9 420 0 1 323 49
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 795 817 447 793 793 375 374 0 0 422 0 0
          Stage 1 441 441 - 352 352 - - - - - - -
          Stage 2 354 376 - 441 441 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.1 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.5 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 308 313 616 309 323 676 1196 - - 1148 - -
          Stage 1 599 580 - 669 635 - - - - - - -
          Stage 2 667 620 - 599 580 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 296 309 602 300 318 661 1171 - - 1124 - -
Mov Cap-2 Maneuver 296 309 - 300 318 - - - - - - -
          Stage 1 592 573 - 661 633 - - - - - - -
          Stage 2 647 618 - 581 573 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 0 18 0.2 0
HCM LOS A C
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) - 1124 - - 1171 - - 321
HCM Lane V/C Ratio - 0.001 - - 0.008 - - 0.138
HCM Control Delay (s) 0 8.2 0 - 8.1 0 - 18
HCM Lane LOS A A A - A A - C
HCM 95th %tile Q(veh) - 0 - - 0 - - 0.5



HCM 2010 TWSC
3: Haggen's Access/Site Access & Blankenship Road 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 3

Intersection
Int Delay, s/veh 3.4
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 1 382 55 49 299 4 54 0 49 27 3 3
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 1 406 59 52 318 4 57 0 52 29 3 3
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 324 0 0 467 0 0 870 869 445 892 895 329
          Stage 1 - - - - - - 440 440 - 426 426 -
          Stage 2 - - - - - - 430 429 - 466 469 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1247 - - 1094 - - 274 292 613 265 282 717
          Stage 1 - - - - - - 600 581 - 610 589 -
          Stage 2 - - - - - - 607 587 - 581 564 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1240 - - 1088 - - 258 277 608 232 267 712
Mov Cap-2 Maneuver - - - - - - 258 277 - 232 267 -
          Stage 1 - - - - - - 599 580 - 608 560 -
          Stage 2 - - - - - - 569 558 - 528 563 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 1.2 19.6 21.7
HCM LOS C C
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 355 1240 - - 1088 - - 250
HCM Lane V/C Ratio 0.309 0.001 - - 0.048 - - 0.14
HCM Control Delay (s) 19.6 7.9 - - 8.5 - - 21.7
HCM Lane LOS C A - - A - - C
HCM 95th %tile Q(veh) 1.3 0 - - 0.2 - - 0.5



HCM 2010 TWSC
4: Haggen's Site Access/Tannler Drive & Blankenship Road 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
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Intersection
Int Delay, s/veh 5.6
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 52 392 14 105 307 39 20 10 104 40 7 29
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 55 413 15 111 323 41 21 11 109 42 7 31
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 366 0 0 429 0 0 1117 1118 429 1104 1106 348
          Stage 1 - - - - - - 531 531 - 567 567 -
          Stage 2 - - - - - - 586 587 - 537 539 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1204 - - 1130 - - 186 200 624 188 212 700
          Stage 1 - - - - - - 536 513 - 507 510 -
          Stage 2 - - - - - - 500 484 - 526 525 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1202 - - 1123 - - 153 171 619 131 182 698
Mov Cap-2 Maneuver - - - - - - 153 171 - 131 182 -
          Stage 1 - - - - - - 511 489 - 483 459 -
          Stage 2 - - - - - - 423 435 - 402 500 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.9 2 16.8 35.2
HCM LOS C E
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 159 619 1202 - - 1123 - - 197
HCM Lane V/C Ratio 0.199 0.177 0.046 - - 0.098 - - 0.406
HCM Control Delay (s) 33.2 12.1 8.1 - - 8.6 - - 35.2
HCM Lane LOS D B A - - A - - E
HCM 95th %tile Q(veh) 0.7 0.6 0.1 - - 0.3 - - 1.8



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 106 430 298 83 372 266
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1881 1583 1770 1900 1787 1599
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1881 1583 1770 1900 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 120 489 339 94 423 302
RTOR Reduction (vph) 0 136 0 0 0 43
Lane Group Flow (vph) 120 353 339 94 423 259
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 11.6 63.2 25.5 42.1 61.7 92.7
Effective Green, g (s) 11.6 63.2 25.5 42.1 61.7 92.7
Actuated g/C Ratio 0.10 0.55 0.22 0.37 0.54 0.80
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 189 867 391 693 956 1285
v/s Ratio Prot c0.06 c0.22 c0.19 0.05 c0.24 0.16
v/s Ratio Perm
v/c Ratio 0.63 0.41 0.87 0.14 0.44 0.20
Uniform Delay, d1 49.8 15.1 43.3 24.4 16.3 2.6
Progression Factor 1.00 1.00 1.00 1.00 0.38 0.00
Incremental Delay, d2 5.6 0.2 17.6 0.1 0.5 0.0
Delay (s) 55.4 15.3 60.9 24.5 6.7 0.0
Level of Service E B E C A A
Approach Delay (s) 23.2 53.0 3.9
Approach LOS C D A

Intersection Summary
HCM 2000 Control Delay 22.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.65
Actuated Cycle Length (s) 115.3 Sum of lost time (s) 27.5
Intersection Capacity Utilization 53.4% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: 10th Street & I-205 Southbound Ramp 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 194 4 300 96 333 0 0 538 186
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3290
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3290
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 216 4 333 107 370 0 0 598 207
RTOR Reduction (vph) 0 0 0 0 0 281 0 0 0 0 29 0
Lane Group Flow (vph) 0 0 0 0 220 52 107 370 0 0 776 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 18.0 18.0 10.0 28.1 65.3
Effective Green, g (s) 18.0 18.0 10.0 28.1 65.3
Actuated g/C Ratio 0.16 0.16 0.09 0.24 0.57
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 273 247 147 454 1863
v/s Ratio Prot c0.13 0.06 c0.20 c0.24
v/s Ratio Perm 0.03
v/c Ratio 0.81 0.21 0.73 0.81 0.42
Uniform Delay, d1 47.0 42.4 51.3 41.1 14.2
Progression Factor 1.00 1.00 1.00 1.00 0.57
Incremental Delay, d2 15.2 0.2 14.9 12.2 0.1
Delay (s) 62.2 42.7 66.2 53.3 8.1
Level of Service E D E D A
Approach Delay (s) 0.0 50.4 56.2 8.1
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 33.4 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.66
Actuated Cycle Length (s) 115.3 Sum of lost time (s) 27.5
Intersection Capacity Utilization 51.2% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
7: 10th Street & I-205 Northbound Ramp 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 95 1 68 0 0 0 0 332 318 244 491 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1775 1553 1863 1553 1736 1863
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1775 1553 1863 1553 1736 1863
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 108 1 77 0 0 0 0 377 361 277 558 0
RTOR Reduction (vph) 0 0 68 0 0 0 0 0 213 0 0 0
Lane Group Flow (vph) 0 109 9 0 0 0 0 377 148 277 558 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 2% 0% 4% 0% 0% 0% 0% 2% 4% 4% 2% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 7.2 7.2 25.2 25.2 15.2 45.4
Effective Green, g (s) 7.2 7.2 25.2 25.2 15.2 45.4
Actuated g/C Ratio 0.12 0.12 0.40 0.40 0.24 0.73
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 204 178 749 625 421 1351
v/s Ratio Prot c0.20 c0.16 0.30
v/s Ratio Perm 0.06 0.01 0.10
v/c Ratio 0.53 0.05 0.50 0.24 0.66 0.41
Uniform Delay, d1 26.1 24.7 14.0 12.4 21.4 3.4
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.8 0.1 1.8 0.7 3.1 0.7
Delay (s) 27.9 24.7 15.9 13.0 24.5 4.1
Level of Service C C B B C A
Approach Delay (s) 26.6 0.0 14.5 10.8
Approach LOS C A B B

Intersection Summary
HCM 2000 Control Delay 14.0 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.56
Actuated Cycle Length (s) 62.6 Sum of lost time (s) 15.0
Intersection Capacity Utilization 72.8% ICU Level of Service C
Analysis Period (min) 15
c    Critical Lane Group



HCM 2010 TWSC
8: 10th Street & 8th Avenue/8th Court 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 11

Intersection
Int Delay, s/veh 37.4
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 118 8 38 38 7 131 30 404 68 109 349 95
Conflicting Peds, #/hr 1 0 6 6 0 1 9 0 0 0 0 9
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 88 88 88 88 88 88 88 88 88 88 88 88
Heavy Vehicles, % 1 0 3 0 0 2 0 4 2 2 3 1
Mvmt Flow 134 9 43 43 8 149 34 459 77 124 397 108
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1280 1315 466 1302 1330 513 511 0 0 542 0 0
          Stage 1 704 704 - 572 572 - - - - - - -
          Stage 2 576 611 - 730 758 - - - - - - -
Critical Hdwy 7.11 6.5 6.23 7.1 6.5 6.22 4.1 - - 4.12 - -
Critical Hdwy Stg 1 6.11 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.11 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.509 4 3.327 3.5 4 3.318 2.2 - - 2.218 - -
Pot Cap-1 Maneuver 143 159 595 139 156 561 1065 - - 1027 - -
          Stage 1 429 443 - 509 508 - - - - - - -
          Stage 2 504 487 - 417 418 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver ~ 86 132 588 106 129 554 1057 - - 1019 - -
Mov Cap-2 Maneuver ~ 86 132 - 106 129 - - - - - - -
          Stage 1 407 387 - 483 482 - - - - - - -
          Stage 2 343 462 - 329 365 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s 281.8 26.8 0.5 1.8
HCM LOS F D
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1057 - - 86 367 109 554 1019 - -
HCM Lane V/C Ratio 0.032 - - 1.559 0.142 0.469 0.269 0.122 - -
HCM Control Delay (s) 8.5 0 -$ 385.3 16.4 64.3 13.9 9 - -
HCM Lane LOS A A - F C F B A - -
HCM 95th %tile Q(veh) 0.1 - - 10.7 0.5 2.1 1.1 0.4 - -

Notes
~: Volume exceeds capacity       $: Delay exceeds 300s      +: Computation Not Defined      *: All major volume in platoon



HCM 2010 AWSC
9: Willamette Falls Drive & 10th Street 7/7/2015

Existing (2015) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 12

Intersection
Intersection Delay, s/veh 27
Intersection LOS D

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 373 452 0 161 133 0 162 265
Peak Hour Factor 0.92 0.94 0.94 0.92 0.94 0.94 0.92 0.94 0.94
Heavy Vehicles, % 2 4 3 2 2 2 2 4 2
Mvmt Flow 0 397 481 0 171 141 0 172 282
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 35.8 17.8 16.3
HCM LOS E C C
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 55% 0% 0%
Vol Right, % 0% 0% 45% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 373 452 294 162 265
LT Vol 373 0 0 162 0
Through Vol 0 452 161 0 0
RT Vol 0 0 133 0 265
Lane Flow Rate 397 481 313 172 282
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.782 0.877 0.566 0.381 0.525
Departure Headway (Hd) 7.096 6.569 6.514 7.969 6.708
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 508 548 554 452 536
Service Time 4.86 4.333 4.567 5.73 4.468
HCM Lane V/C Ratio 0.781 0.878 0.565 0.381 0.526
HCM Control Delay 31 39.8 17.8 15.6 16.7
HCM Lane LOS D E C C C
HCM 95th-tile Q 7.1 9.8 3.5 1.8 3



HCM 2010 TWSC
1: Tannler Drive & North Access 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 1

Intersection
Int Delay, s/veh 0
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 0 0 0 113 83 0
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 0 0 0 123 90 0
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 213 90 90 0 - 0
          Stage 1 90 - - - - -
          Stage 2 123 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 775 968 1505 - - -
          Stage 1 934 - - - - -
          Stage 2 902 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 775 968 1505 - - -
Mov Cap-2 Maneuver 775 - - - - -
          Stage 1 934 - - - - -
          Stage 2 902 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 0 0 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1505 - - - -
HCM Lane V/C Ratio - - - - -
HCM Control Delay (s) 0 - 0 - -
HCM Lane LOS A - A - -
HCM 95th %tile Q(veh) 0 - - - -



HCM 2010 TWSC
2: 13th Street & Blankenship Road 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 2

Intersection
Int Delay, s/veh 1.1
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 0 38 0 5 9 415 0 1 319 47
Conflicting Peds, #/hr 2 0 2 2 0 2 2 0 25 25 0 2
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 92
Heavy Vehicles, % 0 0 0 0 0 0 0 3 0 0 0 0
Mvmt Flow 0 0 0 40 0 5 9 437 0 1 336 51
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 826 849 464 823 823 388 389 0 0 439 0 0
          Stage 1 458 458 - 365 365 - - - - - - -
          Stage 2 368 391 - 458 458 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.1 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.5 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 293 300 602 295 311 665 1181 - - 1132 - -
          Stage 1 587 570 - 658 627 - - - - - - -
          Stage 2 656 611 - 587 570 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 282 296 588 286 307 650 1156 - - 1108 - -
Mov Cap-2 Maneuver 282 296 - 286 307 - - - - - - -
          Stage 1 580 563 - 650 625 - - - - - - -
          Stage 2 636 609 - 569 563 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 0 18.8 0.2 0
HCM LOS A C
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) - 1108 - - 1156 - - 306
HCM Lane V/C Ratio - 0.001 - - 0.008 - - 0.148
HCM Control Delay (s) 0 8.3 0 - 8.1 0 - 18.8
HCM Lane LOS A A A - A A - C
HCM 95th %tile Q(veh) - 0 - - 0 - - 0.5



HCM 2010 TWSC
3: Haggen's Access/Site Access & Blankenship Road 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 3

Intersection
Int Delay, s/veh 3.6
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 1 397 57 51 311 4 56 0 51 28 3 3
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 1 422 61 54 331 4 60 0 54 30 3 3
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 337 0 0 485 0 0 904 903 462 927 930 342
          Stage 1 - - - - - - 457 457 - 443 443 -
          Stage 2 - - - - - - 447 446 - 484 487 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1234 - - 1078 - - 260 279 600 251 269 705
          Stage 1 - - - - - - 587 571 - 598 579 -
          Stage 2 - - - - - - 595 577 - 568 554 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1227 - - 1072 - - 244 264 596 218 254 700
Mov Cap-2 Maneuver - - - - - - 244 264 - 218 254 -
          Stage 1 - - - - - - 586 570 - 597 549 -
          Stage 2 - - - - - - 556 547 - 513 553 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 1.2 20.8 23.1
HCM LOS C C
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 340 1227 - - 1072 - - 235
HCM Lane V/C Ratio 0.335 0.001 - - 0.051 - - 0.154
HCM Control Delay (s) 20.8 7.9 - - 8.5 - - 23.1
HCM Lane LOS C A - - A - - C
HCM 95th %tile Q(veh) 1.4 0 - - 0.2 - - 0.5



HCM 2010 TWSC
4: Haggen's Site Access/Tannler Drive & Blankenship Road 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 4

Intersection
Int Delay, s/veh 6.4
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 54 408 15 109 319 49 21 10 108 46 7 30
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 57 429 16 115 336 52 22 11 114 48 7 32
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 389 0 0 447 0 0 1166 1172 446 1151 1154 366
          Stage 1 - - - - - - 553 553 - 593 593 -
          Stage 2 - - - - - - 613 619 - 558 561 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1181 - - 1113 - - 172 186 610 174 199 684
          Stage 1 - - - - - - 521 502 - 490 497 -
          Stage 2 - - - - - - 483 468 - 512 513 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1179 - - 1107 - - 140 158 605 118 169 682
Mov Cap-2 Maneuver - - - - - - 140 158 - 118 169 -
          Stage 1 - - - - - - 495 477 - 466 445 -
          Stage 2 - - - - - - 405 419 - 385 487 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.9 2 17.8 44.5
HCM LOS C E
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 145 605 1179 - - 1107 - - 175
HCM Lane V/C Ratio 0.225 0.188 0.048 - - 0.104 - - 0.499
HCM Control Delay (s) 36.9 12.3 8.2 - - 8.6 - - 44.5
HCM Lane LOS E B A - - A - - E
HCM 95th %tile Q(veh) 0.8 0.7 0.2 - - 0.3 - - 2.4



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 110 451 331 86 372 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1881 1583 1770 1900 1787 1599
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1881 1583 1770 1900 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 125 512 376 98 423 353
RTOR Reduction (vph) 0 144 0 0 0 31
Lane Group Flow (vph) 125 368 376 98 423 322
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 10.5 63.0 27.3 42.8 62.7 95.5
Effective Green, g (s) 10.5 63.0 27.3 42.8 62.7 95.5
Actuated g/C Ratio 0.09 0.54 0.23 0.37 0.54 0.82
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 168 852 413 695 957 1305
v/s Ratio Prot c0.07 c0.23 c0.21 0.05 c0.24 0.20
v/s Ratio Perm
v/c Ratio 0.74 0.43 0.91 0.14 0.44 0.25
Uniform Delay, d1 51.9 16.2 43.7 24.8 16.5 2.5
Progression Factor 1.00 1.00 1.00 1.00 0.37 0.01
Incremental Delay, d2 15.1 0.2 23.7 0.1 0.4 0.0
Delay (s) 67.0 16.4 67.3 24.9 6.6 0.1
Level of Service E B E C A A
Approach Delay (s) 26.4 58.6 3.6
Approach LOS C E A

Intersection Summary
HCM 2000 Control Delay 25.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.68
Actuated Cycle Length (s) 117.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.4% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: 10th Street & I-205 Southbound Ramp 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 7

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 333 100 365 0 0 577 202
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3288
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3288
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 370 111 406 0 0 641 224
RTOR Reduction (vph) 0 0 0 0 0 315 0 0 0 0 29 0
Lane Group Flow (vph) 0 0 0 0 228 55 111 406 0 0 836 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 17.5 17.5 10.4 29.5 67.1
Effective Green, g (s) 17.5 17.5 10.4 29.5 67.1
Actuated g/C Ratio 0.15 0.15 0.09 0.25 0.57
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 262 236 151 469 1885
v/s Ratio Prot c0.13 0.07 c0.22 c0.25
v/s Ratio Perm 0.03
v/c Ratio 0.87 0.23 0.74 0.87 0.44
Uniform Delay, d1 48.6 43.8 52.0 41.9 14.3
Progression Factor 1.00 1.00 1.00 1.00 0.58
Incremental Delay, d2 25.1 0.3 15.5 16.7 0.1
Delay (s) 73.7 44.1 67.4 58.5 8.4
Level of Service E D E E A
Approach Delay (s) 0.0 55.4 60.4 8.4
Approach LOS A E E A

Intersection Summary
HCM 2000 Control Delay 36.2 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.71
Actuated Cycle Length (s) 117.0 Sum of lost time (s) 27.5
Intersection Capacity Utilization 53.5% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
7: 10th Street & I-205 Northbound Ramp 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 9

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 112 1 71 0 0 0 0 351 331 267 515 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1775 1553 1863 1553 1736 1863
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1775 1553 1863 1553 1736 1863
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 127 1 81 0 0 0 0 399 376 303 585 0
RTOR Reduction (vph) 0 0 71 0 0 0 0 0 211 0 0 0
Lane Group Flow (vph) 0 128 10 0 0 0 0 399 165 303 585 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 2% 0% 4% 0% 0% 0% 0% 2% 4% 4% 2% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 8.0 8.0 26.3 26.3 16.7 48.0
Effective Green, g (s) 8.0 8.0 26.3 26.3 16.7 48.0
Actuated g/C Ratio 0.12 0.12 0.40 0.40 0.25 0.73
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 215 188 742 618 439 1354
v/s Ratio Prot c0.21 c0.17 0.31
v/s Ratio Perm 0.07 0.01 0.11
v/c Ratio 0.60 0.05 0.54 0.27 0.69 0.43
Uniform Delay, d1 27.5 25.6 15.2 13.4 22.3 3.6
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 3.4 0.1 2.2 0.8 4.1 0.8
Delay (s) 30.8 25.7 17.4 14.2 26.4 4.3
Level of Service C C B B C A
Approach Delay (s) 28.9 0.0 15.8 11.9
Approach LOS C A B B

Intersection Summary
HCM 2000 Control Delay 15.4 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.60
Actuated Cycle Length (s) 66.0 Sum of lost time (s) 15.0
Intersection Capacity Utilization 77.2% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM 2010 TWSC
8: 10th Street & 8th Avenue/8th Court 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 11

Intersection
Int Delay, s/veh 49.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 123 8 40 40 7 136 31 426 71 113 367 99
Conflicting Peds, #/hr 1 0 6 6 0 1 9 0 0 0 0 9
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 88 88 88 88 88 88 88 88 88 88 88 88
Heavy Vehicles, % 1 0 3 0 0 2 0 4 2 2 3 1
Mvmt Flow 140 9 45 45 8 155 35 484 81 128 417 112
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1341 1377 488 1364 1393 539 536 0 0 571 0 0
          Stage 1 736 736 - 601 601 - - - - - - -
          Stage 2 605 641 - 763 792 - - - - - - -
Critical Hdwy 7.11 6.5 6.23 7.1 6.5 6.22 4.1 - - 4.12 - -
Critical Hdwy Stg 1 6.11 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.11 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.509 4 3.327 3.5 4 3.318 2.2 - - 2.218 - -
Pot Cap-1 Maneuver ~ 130 146 578 126 143 542 1042 - - 1002 - -
          Stage 1 412 428 - 491 493 - - - - - - -
          Stage 2 486 473 - 400 404 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver ~ 75 120 571 94 117 535 1034 - - 994 - -
Mov Cap-2 Maneuver ~ 75 120 - 94 117 - - - - - - -
          Stage 1 389 371 - 464 466 - - - - - - -
          Stage 2 320 447 - 311 350 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s $ 383.6 31.4 0.5 1.8
HCM LOS F D
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1034 - - 75 351 97 535 994 - -
HCM Lane V/C Ratio 0.034 - - 1.864 0.155 0.551 0.289 0.129 - -
HCM Control Delay (s) 8.6 0 -$ 526.6 17.1 80.4 14.4 9.2 - -
HCM Lane LOS A A - F C F B A - -
HCM 95th %tile Q(veh) 0.1 - - 12.3 0.5 2.5 1.2 0.4 - -

Notes
~: Volume exceeds capacity       $: Delay exceeds 300s      +: Computation Not Defined      *: All major volume in platoon



HCM 2010 AWSC
9: Willamette Falls Drive & 10th Street 7/7/2015

Pre-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 12

Intersection
Intersection Delay, s/veh 31.7
Intersection LOS D

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 391 470 0 168 141 0 171 278
Peak Hour Factor 0.92 0.94 0.94 0.92 0.94 0.94 0.92 0.94 0.94
Heavy Vehicles, % 2 4 3 2 2 2 2 4 2
Mvmt Flow 0 416 500 0 179 150 0 182 296
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 43.6 19.3 17.3
HCM LOS E C C
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 54% 0% 0%
Vol Right, % 0% 0% 46% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 391 470 309 171 278
LT Vol 391 0 0 171 0
Through Vol 0 470 168 0 0
RT Vol 0 0 141 0 278
Lane Flow Rate 416 500 329 182 296
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.834 0.93 0.604 0.408 0.559
Departure Headway (Hd) 7.221 6.694 6.61 8.067 6.804
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 499 540 546 446 529
Service Time 4.989 4.461 4.662 5.828 4.565
HCM Lane V/C Ratio 0.834 0.926 0.603 0.408 0.56
HCM Control Delay 36.9 49.2 19.3 16.3 17.9
HCM Lane LOS E E C C C
HCM 95th-tile Q 8.3 11.5 4 2 3.4



HCM 2010 TWSC
1: Tannler Drive & North Access 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 1

Intersection
Int Delay, s/veh 2.4
 

Movement EBL EBR NBL NBT SBT SBR
Vol, veh/h 4 31 46 113 83 5
Conflicting Peds, #/hr 0 0 0 0 0 0
Sign Control Stop Stop Free Free Free Free
RT Channelized - None - None - None
Storage Length 0 - - - - -
Veh in Median Storage, # 0 - - 0 0 -
Grade, % 0 - - 0 0 -
Peak Hour Factor 92 92 92 92 92 92
Heavy Vehicles, % 2 2 2 2 2 2
Mvmt Flow 4 34 50 123 90 5
 

Major/Minor Minor2 Major1 Major2
Conflicting Flow All 316 93 96 0 - 0
          Stage 1 93 - - - - -
          Stage 2 223 - - - - -
Critical Hdwy 6.42 6.22 4.12 - - -
Critical Hdwy Stg 1 5.42 - - - - -
Critical Hdwy Stg 2 5.42 - - - - -
Follow-up Hdwy 3.518 3.318 2.218 - - -
Pot Cap-1 Maneuver 677 964 1498 - - -
          Stage 1 931 - - - - -
          Stage 2 814 - - - - -
Platoon blocked, % - - -
Mov Cap-1 Maneuver 653 964 1498 - - -
Mov Cap-2 Maneuver 653 - - - - -
          Stage 1 931 - - - - -
          Stage 2 785 - - - - -
 

Approach EB NB SB
HCM Control Delay, s 9.1 2.2 0
HCM LOS A
 

Minor Lane/Major Mvmt NBL NBT EBLn1 SBT SBR
Capacity (veh/h) 1498 - 914 - -
HCM Lane V/C Ratio 0.033 - 0.042 - -
HCM Control Delay (s) 7.5 0 9.1 - -
HCM Lane LOS A A A - -
HCM 95th %tile Q(veh) 0.1 - 0.1 - -



HCM 2010 TWSC
2: 13th Street & Blankenship Road 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
Tannler Road Apartments Page 2

Intersection
Int Delay, s/veh 1.1
 

Movement NBL NBT NBR SBL SBT SBR SEL SET SER NWL NWT NWR
Vol, veh/h 0 0 0 38 0 5 9 420 0 1 323 47
Conflicting Peds, #/hr 2 0 2 2 0 2 2 0 25 25 0 2
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 92
Heavy Vehicles, % 0 0 0 0 0 0 0 3 0 0 0 0
Mvmt Flow 0 0 0 40 0 5 9 442 0 1 340 51
 

Major/Minor Minor1 Minor2 Major1 Major2
Conflicting Flow All 835 858 469 833 833 393 393 0 0 444 0 0
          Stage 1 463 463 - 370 370 - - - - - - -
          Stage 2 372 395 - 463 463 - - - - - - -
Critical Hdwy 7.1 6.5 6.2 7.1 6.5 6.2 4.1 - - 4.1 - -
Critical Hdwy Stg 1 6.1 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.1 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.5 4 3.3 3.5 4 3.3 2.2 - - 2.2 - -
Pot Cap-1 Maneuver 289 297 598 290 307 660 1177 - - 1127 - -
          Stage 1 583 568 - 654 624 - - - - - - -
          Stage 2 653 608 - 583 568 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 278 293 585 281 303 645 1152 - - 1104 - -
Mov Cap-2 Maneuver 278 293 - 281 303 - - - - - - -
          Stage 1 576 561 - 646 622 - - - - - - -
          Stage 2 634 606 - 565 561 - - - - - - -
 

Approach NB SB SE NW
HCM Control Delay, s 0 19.1 0.2 0
HCM LOS A C
 

Minor Lane/Major Mvmt NBLn1 NWL NWT NWR SEL SET SER SBLn1
Capacity (veh/h) - 1104 - - 1152 - - 301
HCM Lane V/C Ratio - 0.001 - - 0.008 - - 0.15
HCM Control Delay (s) 0 8.3 0 - 8.2 0 - 19.1
HCM Lane LOS A A A - A A - C
HCM 95th %tile Q(veh) - 0 - - 0 - - 0.5



HCM 2010 TWSC
3: Haggen's Access/Site Access & Blankenship Road 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
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Intersection
Int Delay, s/veh 4.9
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 399 57 51 313 49 56 5 51 57 7 5
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 4 424 61 54 333 52 60 5 54 61 7 5
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 387 0 0 487 0 0 941 961 464 965 966 368
          Stage 1 - - - - - - 465 465 - 470 470 -
          Stage 2 - - - - - - 476 496 - 495 496 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1183 - - 1076 - - 245 258 598 236 257 682
          Stage 1 - - - - - - 581 566 - 578 563 -
          Stage 2 - - - - - - 574 549 - 560 549 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1176 - - 1070 - - 226 243 594 201 242 677
Mov Cap-2 Maneuver - - - - - - 226 243 - 201 242 -
          Stage 1 - - - - - - 578 563 - 575 534 -
          Stage 2 - - - - - - 530 520 - 499 546 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 1.1 23.1 30
HCM LOS C D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 316 1176 - - 1070 - - 216
HCM Lane V/C Ratio 0.377 0.004 - - 0.051 - - 0.34
HCM Control Delay (s) 23.1 8.1 - - 8.5 - - 30
HCM Lane LOS C A - - A - - D
HCM 95th %tile Q(veh) 1.7 0 - - 0.2 - - 1.4



HCM 2010 TWSC
4: Haggen's Site Access/Tannler Drive & Blankenship Road 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
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Intersection
Int Delay, s/veh 13.6
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 56 437 15 109 364 95 21 10 108 75 7 32
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 150 - - - - 0 - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 59 460 16 115 383 100 22 11 114 79 7 34
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 485 0 0 478 0 0 1273 1303 477 1258 1261 437
          Stage 1 - - - - - - 588 588 - 665 665 -
          Stage 2 - - - - - - 685 715 - 593 596 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1088 - - 1084 - - 146 155 586 147 172 624
          Stage 1 - - - - - - 499 483 - 448 461 -
          Stage 2 - - - - - - 441 423 - 490 495 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1086 - - 1078 - - 117 131 582 97 145 622
Mov Cap-2 Maneuver - - - - - - 117 131 - 97 145 -
          Stage 1 - - - - - - 471 456 - 423 411 -
          Stage 2 - - - - - - 365 377 - 362 467 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.9 1.7 20 121.7
HCM LOS C F
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 121 582 1086 - - 1078 - - 131
HCM Lane V/C Ratio 0.27 0.195 0.054 - - 0.106 - - 0.916
HCM Control Delay (s) 45.4 12.7 8.5 - - 8.7 - - 121.7
HCM Lane LOS E B A - - A - - F
HCM 95th %tile Q(veh) 1 0.7 0.2 - - 0.4 - - 6.1



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 118 501 331 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 6.0 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (prot) 1881 1583 1770 1900 1787 1599
Flt Permitted 1.00 1.00 0.95 1.00 0.95 1.00
Satd. Flow (perm) 1881 1583 1770 1900 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 134 569 376 111 539 353
RTOR Reduction (vph) 0 153 0 0 0 26
Lane Group Flow (vph) 134 416 376 111 539 327
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Prot NA Prot custom
Protected Phases 4 4 5 7 3 8 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 10.5 63.0 26.8 42.3 63.3 95.6
Effective Green, g (s) 10.5 63.0 26.8 42.3 63.3 95.6
Actuated g/C Ratio 0.09 0.54 0.23 0.36 0.54 0.82
Clearance Time (s) 5.5 5.5 6.0
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 168 851 405 686 965 1305
v/s Ratio Prot c0.07 c0.26 c0.21 0.06 c0.30 0.20
v/s Ratio Perm
v/c Ratio 0.80 0.49 0.93 0.16 0.56 0.25
Uniform Delay, d1 52.3 17.0 44.2 25.4 17.7 2.5
Progression Factor 1.00 1.00 1.00 1.00 0.43 0.09
Incremental Delay, d2 21.6 0.3 27.1 0.1 0.7 0.0
Delay (s) 73.9 17.2 71.3 25.4 8.4 0.3
Level of Service E B E C A A
Approach Delay (s) 28.0 60.9 5.2
Approach LOS C E A

Intersection Summary
HCM 2000 Control Delay 25.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.77
Actuated Cycle Length (s) 117.1 Sum of lost time (s) 27.5
Intersection Capacity Utilization 60.8% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
6: 10th Street & I-205 Southbound Ramp 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3284
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3284
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 358 0 0 0 0 30 0
Lane Group Flow (vph) 0 0 0 0 228 59 111 447 0 0 895 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 16.5 16.5 10.4 30.5 68.2
Effective Green, g (s) 16.5 16.5 10.4 30.5 68.2
Actuated g/C Ratio 0.14 0.14 0.09 0.26 0.58
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 246 223 151 485 1912
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.93 0.26 0.74 0.92 0.47
Uniform Delay, d1 49.7 44.9 52.0 42.1 14.0
Progression Factor 1.00 1.00 1.00 1.00 0.64
Incremental Delay, d2 37.5 0.4 15.5 24.0 0.1
Delay (s) 87.2 45.2 67.5 66.2 9.0
Level of Service F D E E A
Approach Delay (s) 0.0 60.1 66.4 9.0
Approach LOS A E E A

Intersection Summary
HCM 2000 Control Delay 39.5 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.75
Actuated Cycle Length (s) 117.1 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



HCM Signalized Intersection Capacity Analysis
7: 10th Street & I-205 Northbound Ramp 7/7/2015

Post-Development (2017) - PM Peak Hour Synchro 8 Report
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 139 1 71 0 0 0 0 361 331 295 523 0
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 0.85 1.00 1.00
Flt Protected 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (prot) 1775 1553 1863 1553 1736 1863
Flt Permitted 0.95 1.00 1.00 1.00 0.95 1.00
Satd. Flow (perm) 1775 1553 1863 1553 1736 1863
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 158 1 81 0 0 0 0 410 376 335 594 0
RTOR Reduction (vph) 0 0 68 0 0 0 0 0 214 0 0 0
Lane Group Flow (vph) 0 159 13 0 0 0 0 410 162 335 594 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 2% 0% 4% 0% 0% 0% 0% 2% 4% 4% 2% 0%
Turn Type Perm NA Perm NA Perm Prot NA
Protected Phases 8 6 5 2
Permitted Phases 8 8 6
Actuated Green, G (s) 11.4 11.4 26.5 26.5 18.1 49.6
Effective Green, g (s) 11.4 11.4 26.5 26.5 18.1 49.6
Actuated g/C Ratio 0.16 0.16 0.37 0.37 0.25 0.70
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 2.3 2.3 6.9 6.9 2.3 6.9
Lane Grp Cap (vph) 285 249 695 579 442 1301
v/s Ratio Prot c0.22 c0.19 0.32
v/s Ratio Perm 0.09 0.01 0.10
v/c Ratio 0.56 0.05 0.59 0.28 0.76 0.46
Uniform Delay, d1 27.5 25.2 17.9 15.6 24.4 4.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 1.7 0.1 2.9 0.9 6.8 0.9
Delay (s) 29.2 25.3 20.8 16.5 31.2 5.6
Level of Service C C C B C A
Approach Delay (s) 27.8 0.0 18.7 14.8
Approach LOS C A B B

Intersection Summary
HCM 2000 Control Delay 18.0 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.64
Actuated Cycle Length (s) 71.0 Sum of lost time (s) 15.0
Intersection Capacity Utilization 81.4% ICU Level of Service D
Analysis Period (min) 15
c    Critical Lane Group



HCM 2010 TWSC
8: 10th Street & 8th Avenue/8th Court 7/7/2015
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Intersection
Int Delay, s/veh 52.5
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 123 8 40 40 7 136 31 436 71 113 375 99
Conflicting Peds, #/hr 1 0 6 6 0 1 9 0 0 0 0 9
Sign Control Stop Stop Stop Stop Stop Stop Free Free Free Free Free Free
RT Channelized - - None - - None - - None - - None
Storage Length 0 - 200 - - 100 - - - 125 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 88 88 88 88 88 88 88 88 88 88 88 88
Heavy Vehicles, % 1 0 3 0 0 2 0 4 2 2 3 1
Mvmt Flow 140 9 45 45 8 155 35 495 81 128 426 112
 

Major/Minor Minor2 Minor1 Major1 Major2
Conflicting Flow All 1361 1398 497 1384 1413 551 545 0 0 582 0 0
          Stage 1 745 745 - 612 612 - - - - - - -
          Stage 2 616 653 - 772 801 - - - - - - -
Critical Hdwy 7.11 6.5 6.23 7.1 6.5 6.22 4.1 - - 4.12 - -
Critical Hdwy Stg 1 6.11 5.5 - 6.1 5.5 - - - - - - -
Critical Hdwy Stg 2 6.11 5.5 - 6.1 5.5 - - - - - - -
Follow-up Hdwy 3.509 4 3.327 3.5 4 3.318 2.2 - - 2.218 - -
Pot Cap-1 Maneuver ~ 126 142 571 122 139 534 1034 - - 992 - -
          Stage 1 408 424 - 484 487 - - - - - - -
          Stage 2 480 467 - 395 400 - - - - - - -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver ~ 72 116 564 90 114 527 1026 - - 985 - -
Mov Cap-2 Maneuver ~ 72 116 - 90 114 - - - - - - -
          Stage 1 385 367 - 457 460 - - - - - - -
          Stage 2 314 441 - 306 346 - - - - - - -
 

Approach EB WB NB SB
HCM Control Delay, s $ 410.8 33 0.5 1.8
HCM LOS F D
 

Minor Lane/Major Mvmt NBL NBT NBR EBLn1 EBLn2WBLn1WBLn2 SBL SBT SBR
Capacity (veh/h) 1026 - - 72 343 93 527 985 - -
HCM Lane V/C Ratio 0.034 - - 1.941 0.159 0.574 0.293 0.13 - -
HCM Control Delay (s) 8.6 0 -$ 564.3 17.5 86.4 14.6 9.2 - -
HCM Lane LOS A A - F C F B A - -
HCM 95th %tile Q(veh) 0.1 - - 12.6 0.6 2.6 1.2 0.4 - -

Notes
~: Volume exceeds capacity       $: Delay exceeds 300s      +: Computation Not Defined      *: All major volume in platoon



HCM 2010 AWSC
9: Willamette Falls Drive & 10th Street 7/7/2015
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Tannler Road Apartments Page 12

Intersection
Intersection Delay, s/veh 32.6
Intersection LOS D

Movement EBU EBL EBT WBU WBT WBR SBU SBL SBR
Vol, veh/h 0 396 470 0 168 146 0 175 282
Peak Hour Factor 0.92 0.94 0.94 0.92 0.94 0.94 0.92 0.94 0.94
Heavy Vehicles, % 2 4 3 2 2 2 2 4 2
Mvmt Flow 0 421 500 0 179 155 0 186 300
Number of Lanes 0 1 1 0 1 0 0 1 1
 

Approach EB WB SB
Opposing Approach WB EB      
Opposing Lanes 1 2 0
Conflicting Approach Left SB      WB
Conflicting Lanes Left 2 0 1
Conflicting Approach Right      SB EB
Conflicting Lanes Right 0 2 2
HCM Control Delay 45.2 19.8 17.6
HCM LOS E C C
          

Lane EBLn1 EBLn2 WBLn1 SBLn1 SBLn2
Vol Left, % 100% 0% 0% 100% 0%
Vol Thru, % 0% 100% 54% 0% 0%
Vol Right, % 0% 0% 46% 0% 100%
Sign Control Stop Stop Stop Stop Stop
Traffic Vol by Lane 396 470 314 175 282
LT Vol 396 0 0 175 0
Through Vol 0 470 168 0 0
RT Vol 0 0 146 0 282
Lane Flow Rate 421 500 334 186 300
Geometry Grp 7 7 4 7 7
Degree of Util (X) 0.85 0.935 0.615 0.418 0.569
Departure Headway (Hd) 7.26 6.733 6.632 8.088 6.825
Convergence, Y/N Yes Yes Yes Yes Yes
Cap 497 535 544 445 528
Service Time 5.029 4.501 4.684 5.849 4.585
HCM Lane V/C Ratio 0.847 0.935 0.614 0.418 0.568
HCM Control Delay 39.1 50.3 19.8 16.6 18.3
HCM Lane LOS E F C C C
HCM 95th-tile Q 8.7 11.6 4.1 2 3.5



Queuing and Blocking Report
Existing (2015) 7/9/2015

Existing (2015) - AM Peak Hour SimTraffic Report
Tannler Road Apartments Page 1

Intersection: 1: Tannler Drive & North Access

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement NB SB SE NW
Directions Served LTR LTR LTR LTR
Maximum Queue (ft) 24 51 24 1
Average Queue (ft) 1 24 2 0
95th Queue (ft) 11 46 15 1
Link Distance (ft) 478 467 134 49
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB WB NE SW
Directions Served L L LTR LTR
Maximum Queue (ft) 18 37 58 38
Average Queue (ft) 1 10 27 5
95th Queue (ft) 9 36 52 25
Link Distance (ft) 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0
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Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB WB NB NB SB
Directions Served L L LT R LTR
Maximum Queue (ft) 40 46 31 51 100
Average Queue (ft) 5 13 4 22 46
95th Queue (ft) 26 36 19 47 80
Link Distance (ft) 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0
Queuing Penalty (veh) 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB
Directions Served T R L T L
Maximum Queue (ft) 91 168 250 429 113
Average Queue (ft) 26 83 203 127 44
95th Queue (ft) 65 140 278 390 94
Link Distance (ft) 244 1335
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 0 4 17 0 1
Queuing Penalty (veh) 1 1 10 0 3

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 166 121 208 298 212 140 102
Average Queue (ft) 80 53 127 205 40 62 37
95th Queue (ft) 148 98 228 321 169 121 79
Link Distance (ft) 2045 208 265 171 171
Upstream Blk Time (%) 0 16 1
Queuing Penalty (veh) 0 79 5
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 1 17
Queuing Penalty (veh) 3 25
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB
Directions Served LT R T R L T
Maximum Queue (ft) 186 102 222 180 191 210
Average Queue (ft) 108 33 148 68 112 56
95th Queue (ft) 177 86 224 167 186 142
Link Distance (ft) 1148 204 265
Upstream Blk Time (%) 3 0
Queuing Penalty (veh) 15 0
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 1 0 13 3 0
Queuing Penalty (veh) 2 0 26 9 1

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB
Directions Served L TR LT R LTR L
Maximum Queue (ft) 72 32 164 128 119 70
Average Queue (ft) 18 9 43 49 15 29
95th Queue (ft) 48 30 121 96 68 58
Link Distance (ft) 626 355 202
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 1 4
Queuing Penalty (veh) 1 3

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 125 85 336 75 82
Average Queue (ft) 66 45 126 28 36
95th Queue (ft) 106 72 249 54 63
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 0

Zone Summary
Zone wide Queuing Penalty: 186
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Intersection: 1: Tannler Drive & North Access

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement NB SB SE
Directions Served LTR LTR LTR
Maximum Queue (ft) 24 67 38
Average Queue (ft) 2 27 2
95th Queue (ft) 11 50 18
Link Distance (ft) 478 467 134
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB WB WB NB SB
Directions Served L L TR LTR LTR
Maximum Queue (ft) 18 52 16 90 29
Average Queue (ft) 1 11 1 32 6
95th Queue (ft) 8 37 11 63 25
Link Distance (ft) 285 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 0
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Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB WB NB NB SB
Directions Served L TR L TR LT R LTR
Maximum Queue (ft) 52 4 52 1 30 62 100
Average Queue (ft) 6 0 14 0 4 25 50
95th Queue (ft) 31 3 38 1 20 52 90
Link Distance (ft) 285 244 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0
Queuing Penalty (veh) 1

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L T L R
Maximum Queue (ft) 137 181 250 516 112 32
Average Queue (ft) 38 87 218 198 45 1
95th Queue (ft) 98 151 293 498 97 23
Link Distance (ft) 244 1335 171
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 0 0
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 0 5 28 1
Queuing Penalty (veh) 2 2 16 3

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 176 178 228 331 266 156 153
Average Queue (ft) 89 66 153 233 57 71 45
95th Queue (ft) 165 127 263 352 206 135 106
Link Distance (ft) 2045 228 244 171 171
Upstream Blk Time (%) 0 20 2 0 0
Queuing Penalty (veh) 0 108 11 0 0
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 1 2 25
Queuing Penalty (veh) 1 6 40
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 207 175 221 180 199 286 16
Average Queue (ft) 110 37 163 86 119 74 1
95th Queue (ft) 181 99 241 196 205 208 16
Link Distance (ft) 1148 204 244 228
Upstream Blk Time (%) 6 1
Queuing Penalty (veh) 31 5
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 2 0 18 0 6 0
Queuing Penalty (veh) 2 0 36 0 19 1

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB
Directions Served L TR LT R LTR L
Maximum Queue (ft) 57 28 140 120 167 91
Average Queue (ft) 16 11 43 56 28 35
95th Queue (ft) 43 33 121 105 103 71
Link Distance (ft) 626 355 202
Upstream Blk Time (%) 1 0
Queuing Penalty (veh) 0 2
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 0 3 0
Queuing Penalty (veh) 0 2 0

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 185 160 368 67 109
Average Queue (ft) 80 52 157 26 44
95th Queue (ft) 141 108 296 47 84
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 1 0 0
Queuing Penalty (veh) 2 0 0

Zone Summary
Zone wide Queuing Penalty: 292
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Intersection: 1: Tannler Drive & North Access

Movement EB NB
Directions Served LR LT
Maximum Queue (ft) 56 25
Average Queue (ft) 25 2
95th Queue (ft) 47 14
Link Distance (ft) 292 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement NB SB SE NW
Directions Served LTR LTR LTR LTR
Maximum Queue (ft) 24 79 13 9
Average Queue (ft) 2 28 1 0
95th Queue (ft) 12 56 6 4
Link Distance (ft) 478 467 134 49
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB WB NB SB
Directions Served L L LTR LTR
Maximum Queue (ft) 24 37 70 66
Average Queue (ft) 2 11 30 32
95th Queue (ft) 15 36 60 59
Link Distance (ft) 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 0



Queuing and Blocking Report
Post-Development (2017) 7/7/2015

Post-Development (2017) - AM Peak Hour SimTraffic Report
Tannler Road Apartments Page 2

Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB NB NB SB
Directions Served L TR L LT R LTR
Maximum Queue (ft) 54 15 52 30 54 160
Average Queue (ft) 8 1 14 4 24 65
95th Queue (ft) 33 11 40 20 50 120
Link Distance (ft) 285 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0
Queuing Penalty (veh) 1

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L T L R
Maximum Queue (ft) 185 191 250 701 118 49
Average Queue (ft) 46 113 227 292 51 2
95th Queue (ft) 115 188 289 732 100 27
Link Distance (ft) 244 1335 171
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 0 0
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 1 9 36 2
Queuing Penalty (veh) 4 4 22 4

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 200 170 218 317 326 178 197
Average Queue (ft) 105 62 163 251 110 92 60
95th Queue (ft) 196 118 264 347 318 160 137
Link Distance (ft) 2045 218 255 171 171
Upstream Blk Time (%) 1 29 8 1 1
Queuing Penalty (veh) 0 161 45 4 4
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 1 0 3 32
Queuing Penalty (veh) 2 0 12 51



Queuing and Blocking Report
Post-Development (2017) 7/7/2015

Post-Development (2017) - AM Peak Hour SimTraffic Report
Tannler Road Apartments Page 3

Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 207 353 224 180 200 332 214
Average Queue (ft) 124 66 172 98 142 116 25
95th Queue (ft) 203 264 249 214 228 300 138
Link Distance (ft) 1148 204 255 218
Upstream Blk Time (%) 9 6 2
Queuing Penalty (veh) 51 43 6
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 7 0 24 0 15 0
Queuing Penalty (veh) 10 1 48 1 53 1

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB
Directions Served L TR LT R LTR L
Maximum Queue (ft) 95 28 267 146 200 83
Average Queue (ft) 22 11 65 65 44 34
95th Queue (ft) 67 33 205 129 145 64
Link Distance (ft) 626 355 202
Upstream Blk Time (%) 3 1
Queuing Penalty (veh) 0 7
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 1 12
Queuing Penalty (veh) 2 8

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 198 101 571 81 105
Average Queue (ft) 89 48 225 31 43
95th Queue (ft) 162 79 596 58 80
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 1 0 0

Zone Summary
Zone wide Queuing Penalty: 544
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Intersection: 1: Tannler Drive & North Access

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement SB SE NW
Directions Served LTR LTR LTR
Maximum Queue (ft) 55 16 9
Average Queue (ft) 24 1 0
95th Queue (ft) 45 7 5
Link Distance (ft) 405 161 88
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB EB WB WB NB SB
Directions Served L TR L TR LTR LTR
Maximum Queue (ft) 6 28 55 27 72 44
Average Queue (ft) 0 1 16 1 42 21
95th Queue (ft) 4 12 44 14 68 46
Link Distance (ft) 270 280 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 0 1 0



Queuing and Blocking Report
Existing (2015) 7/7/2015

Existing (2015) - PM Peak Hour SimTraffic Report
Tannler Road Apartments Page 2

Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB NB NB SB
Directions Served L TR L LT R LTR
Maximum Queue (ft) 45 16 57 72 91 99
Average Queue (ft) 12 1 22 24 42 37
95th Queue (ft) 35 8 46 57 71 72
Link Distance (ft) 280 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L T L R
Maximum Queue (ft) 165 191 249 444 118 54
Average Queue (ft) 73 73 183 95 54 2
95th Queue (ft) 138 142 265 295 104 30
Link Distance (ft) 248 1332 171
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 7 2 12 0 2 0
Queuing Penalty (veh) 29 2 10 0 5 0

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 225 218 224 288 52 153 134
Average Queue (ft) 132 75 86 186 3 72 28
95th Queue (ft) 209 143 183 284 29 125 77
Link Distance (ft) 2045 225 248 171 171
Upstream Blk Time (%) 0 5 0 0
Queuing Penalty (veh) 0 21 0 0
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 0 0 9
Queuing Penalty (veh) 1 0 8
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB
Directions Served LT R T R L T
Maximum Queue (ft) 119 50 187 169 194 225
Average Queue (ft) 47 23 84 63 109 76
95th Queue (ft) 90 44 146 122 175 174
Link Distance (ft) 1148 204 248
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 1 1
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 2 0 2 0
Queuing Penalty (veh) 5 0 12 1

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB SB
Directions Served L TR LT R LTR L TR
Maximum Queue (ft) 243 142 104 100 123 100 27
Average Queue (ft) 85 36 30 46 22 27 1
95th Queue (ft) 206 125 70 78 79 61 12
Link Distance (ft) 626 355 202 204
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 6 0 0 1 0
Queuing Penalty (veh) 3 0 0 0 1

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 193 269 153 97 115
Average Queue (ft) 96 105 80 44 46
95th Queue (ft) 168 217 128 81 85
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 1 1 0 0
Queuing Penalty (veh) 4 5 1 0

Zone Summary
Zone wide Queuing Penalty: 115
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Intersection: 1: Tannler Drive & North Access

Movement
Directions Served
Maximum Queue (ft)
Average Queue (ft)
95th Queue (ft)
Link Distance (ft)
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement SB SE NW
Directions Served LTR LTR LTR
Maximum Queue (ft) 64 29 15
Average Queue (ft) 25 2 1
95th Queue (ft) 54 14 8
Link Distance (ft) 405 161 88
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB WB WB NB SB
Directions Served TR L TR LTR LTR
Maximum Queue (ft) 12 54 6 91 66
Average Queue (ft) 1 18 0 49 23
95th Queue (ft) 9 46 4 85 51
Link Distance (ft) 270 280 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 0 1



Queuing and Blocking Report
Pre-Development (2017) 7/7/2015

Pre-Development (2017) - PM Peak Hour SimTraffic Report
Tannler Road Apartments Page 2

Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB WB NB NB SB
Directions Served L TR L TR LT R LTR
Maximum Queue (ft) 41 48 82 3 69 90 105
Average Queue (ft) 14 2 24 0 23 44 40
95th Queue (ft) 37 29 59 1 53 77 81
Link Distance (ft) 280 248 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 1 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L T L R
Maximum Queue (ft) 214 178 250 422 126 112
Average Queue (ft) 83 76 192 114 60 6
95th Queue (ft) 157 137 273 325 112 49
Link Distance (ft) 248 1332 171
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 1 1
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 9 2 14 0 3 0
Queuing Penalty (veh) 42 2 12 0 8 0

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 250 278 208 290 181 155 114
Average Queue (ft) 145 102 121 215 22 78 27
95th Queue (ft) 241 200 225 314 95 136 78
Link Distance (ft) 2045 208 265 171 171
Upstream Blk Time (%) 0 14 0 0
Queuing Penalty (veh) 0 64 0 0
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 4 0 0 15
Queuing Penalty (veh) 12 0 1 16
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 130 62 178 175 196 265 49
Average Queue (ft) 57 24 91 68 121 89 2
95th Queue (ft) 106 48 160 132 188 207 27
Link Distance (ft) 1148 204 265 208
Upstream Blk Time (%) 0 1
Queuing Penalty (veh) 0 4
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 0 2 0 4 0
Queuing Penalty (veh) 0 6 1 22 1

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB SB
Directions Served L TR LT R LTR L TR
Maximum Queue (ft) 268 164 135 132 136 66 23
Average Queue (ft) 110 43 41 54 24 30 2
95th Queue (ft) 270 136 97 100 81 56 14
Link Distance (ft) 626 355 202 204
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 9 2 1
Queuing Penalty (veh) 4 2 1

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 245 270 142 98 107
Average Queue (ft) 112 117 80 43 48
95th Queue (ft) 201 225 126 76 85
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 1 1 0 0
Queuing Penalty (veh) 6 2 0 0

Zone Summary
Zone wide Queuing Penalty: 214
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Intersection: 1: Tannler Drive & North Access

Movement EB NB
Directions Served LR LT
Maximum Queue (ft) 50 31
Average Queue (ft) 21 5
95th Queue (ft) 46 24
Link Distance (ft) 292 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement SB SE NW
Directions Served LTR LTR LTR
Maximum Queue (ft) 63 58 8
Average Queue (ft) 24 4 0
95th Queue (ft) 52 25 5
Link Distance (ft) 405 161 88
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB EB WB WB NB SB
Directions Served L TR L TR LTR LTR
Maximum Queue (ft) 12 17 48 36 89 78
Average Queue (ft) 1 1 16 1 47 36
95th Queue (ft) 7 10 43 14 81 67
Link Distance (ft) 270 280 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 0 0 0
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Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB WB NB NB SB
Directions Served L TR L TR LT R LTR
Maximum Queue (ft) 40 67 70 15 74 98 214
Average Queue (ft) 14 4 23 1 28 48 81
95th Queue (ft) 36 36 51 9 60 81 184
Link Distance (ft) 280 248 283 283 848
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150
Storage Blk Time (%) 0 0
Queuing Penalty (veh) 1 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L T L R
Maximum Queue (ft) 233 197 250 506 140 118
Average Queue (ft) 101 86 200 156 79 9
95th Queue (ft) 177 161 276 471 135 71
Link Distance (ft) 248 1332 171
Upstream Blk Time (%) 0 0
Queuing Penalty (veh) 2 1
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 18 3 20 0 6
Queuing Penalty (veh) 94 3 20 0 19

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 250 307 238 322 207 178 165
Average Queue (ft) 146 121 132 258 57 85 39
95th Queue (ft) 245 253 260 356 202 150 103
Link Distance (ft) 2045 238 235 171 171
Upstream Blk Time (%) 0 20 3 0 0
Queuing Penalty (veh) 0 105 14 1 1
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 4 0 1 29
Queuing Penalty (veh) 17 1 3 29
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 165 88 215 180 199 298 85
Average Queue (ft) 80 26 114 79 134 111 9
95th Queue (ft) 140 64 194 159 203 249 85
Link Distance (ft) 1148 204 235 238
Upstream Blk Time (%) 1 2 1
Queuing Penalty (veh) 10 20 3
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 1 0 5 1 8 1
Queuing Penalty (veh) 1 0 18 3 43 4

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB SB
Directions Served L TR LT R LTR L TR
Maximum Queue (ft) 445 178 140 137 166 94 29
Average Queue (ft) 227 65 45 59 34 32 2
95th Queue (ft) 546 210 113 111 117 67 13
Link Distance (ft) 626 355 202 204
Upstream Blk Time (%) 7 0
Queuing Penalty (veh) 0 2
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 31 0 3 2 0
Queuing Penalty (veh) 15 0 5 1 1

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 268 521 215 106 126
Average Queue (ft) 132 171 92 49 53
95th Queue (ft) 257 495 159 85 99
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%) 1
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 9 3 0 1
Queuing Penalty (veh) 41 13 1 1

Zone Summary
Zone wide Queuing Penalty: 494



P 503.224.9560    F 503.228.1285    W MCKNZE.COM    RiverEast Center, 1515 SE Water Avenue, #100, Portland, OR 97214
ARCHITECTURE    INTERIORS    STRUCTURAL ENGINEERING    CIVIL ENGINEERING    LAND USE PLANNING    TRANSPORTATION PLANNING    LANDSCAPE ARCHITECTURE

Portland, Oregon    Vancouver, Washington    Seattle, Washington

 

H:\Projects\213052905\WP\LTR\LTR-City of West Linn-TIA Scoping-150331.docx 

March 31, 2015 

City of West Linn 
Attention: Khoi Le 
4100 Norfolk Street 
West Linn, OR 97068 

Re: Tannler Drive Apartments 
Traffic Impact Analysis Scoping 
Project Number 2130529.05 

Dear Mr. Le: 

As discussed in our recent telephone conversation, Mackenzie is providing the following scoping and assumptions in 
advance of preparing the required Traffic Impact Analysis (TIA) for the Tannler Drive Apartments project. We request 
that you confirm the assumptions regarding trip generation, trip distribution, study area intersections and analysis time 
periods, and request information on signal timing and in-process trips. We understand the Oregon Department of 
Transportation will review the TIA and provide comments and recommendations as appropriate. 

SITE CONDITIONS 

The proposed site for the Tannler Drive Apartments is located at the northwest corner of Tannler Drive and Blankenship 
Road. The project consists of approximately 200 apartment dwelling units and eight units of commercial space totaling 
up to 2,800 square feet.  

The commercial space is to be located on the ground floor of each of the eight apartment buildings (about 350 square 
feet per building). Each space could be used for small office or retail tenants, which typically would have small trip 
generation numbers. 

The project will have a driveway on Tannler Drive and a shared driveway with the existing office building to the west on 
Blankenship Road, opposite the driveway for the Haggen’s shopping center (formerly Albertson’s). Based on the 
proposed site layout, it is anticipated each driveway will serve half of the site traffic.  

TRIP GENERATION 

Trip generation estimates have been developed for the proposed land uses with the use of the Institute of 
Transportation Engineers’ (ITE) Trip Generation, 9th Edition. The following land uses were used to estimate the traffic 
generated by the project. 

 Apartments – LUC 220 
 Specialty Retail Center – LUC 826 
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The “Apartments” land use was best representative of the residential portion of the project due to the size and nature. 
The larger buildings will include 24 units per building and the units will most likely be rented on an annual basis. Due to 
the small size of the commercial space in each building and the various uses that may lease the space, the land use 
“Specialty Retail Center” was considered most appropriate for determining trip generation. The specialty retail trip rate 
provides a higher number of trips than an office rate, but is less than the rate for a shopping center. 
 
No internal capture reduction was applied to the development due to the low number of trips generated by the 
“Specialty Retail Center” land uses. For the same reason, no pass-by reduction was applied. The proposed development 
is estimated to generate 110 AM peak hour trips, 136 PM peak hour trips, and 1,460 daily trips.  Although the number of 
apartment dwelling units has not yet been finalized, the range of units is anticipated to only affect the trip generation by 
+/- 10 total PM peak hour trips. 
 
The trip generation for the proposed uses is shown in Table 1. 
 

TABLE 1 – PROPOSED ZONE DESIGNATION TRIP GENERATION  

ITE Code Land Use Size 
AM Peak Hour  PM Peak Hour 

Daily 
In Out Total In Out Total 

220 Apartment 200 d.u. 20 82 102 83 45 128 1,336 
826 Specialty Retail Center 2.8 ksf 4 4 8 4 4 8 124 

  Total   24 86 110 87 49 136 1,460 

TRIP DISTRIBUTION & TRIP ASSIGNMENT 

The distribution of trips for this development was established by estimating trip origins and destinations in the vicinity of 
the project location, similar to the original office use distribution from 2006. Changes in the distribution include 
residential neighborhoods in close proximity were assigned a lower trip distribution to/from the project, while areas 
with more trip destinations were assigned a higher trip distribution to/from the project – such as to the east on I-205. 
Trip distribution for the AM and PM peak hours is proposed as follows: 

 5% to/from the north on Tannler Drive 
 5% to/from the west on Blankenship Road 
 10% to/from the northeast on Salamo Road 
 5% to/from the south on the Haggen’s driveway (southeast corner of 13th Street and Blankenship Road) 
 40% to/from the east on I-205 
 25% to/from the west on I-205 
 5% to/from the east on Willamette Falls Drive 
 5% to/from the west on Willamette Falls Drive 
 
Based on the above trip distribution, the proposed project peak hour trips were assigned to the external road network. 
The AM and PM peak hour trip distribution and assignment is shown in Figures A and B. 
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STUDY AREA 

City staff have suggested the same study area from the 2006 analysis for the approved office development.  Even though 
the study area is the same, the proposed project will generate significantly less peak hour traffic than the prior office 
proposal. Intersection turning movement counts will be conducted for these intersections in the AM and PM peak hours.  

 10th Street/I-205 Southbound Ramps 
 10th Street/I-205 Northbound Ramps  
 10th Street/Blakenship Road/Salamo Road  
 10th Street/Willamette Falls Drive 
 Blankenship Road/Tannler Drive  
 Blankenship Road/Site Access/Haggen’s Access  
 Blankenship Road/13th Street 
 Tannler Drive/Site Access 

TRAFFIC IMPACT ANALYSIS 

The traffic impact analysis will review the conditions at the study area intersections for the following scenarios, during 
both the AM and PM peak hours. 

 2015 Existing 
 2016 Pre-Development without Tannler Apartments 
 2016 Post Development with Tannler Apartments 
 
Intersection capacity analyses will be conducted for each scenario using Synchro software. Queuing analyses will also be 
conducted for the study intersections under all scenarios.  
 
A safety evaluation will be conducted at the study intersections, which will include evaluating crash history as well as 
sight distance at the site driveway locations. Crash data will be compiled for the last five complete years of available 
statistics (January 1, 2009, to December 31, 2013). Crash rates will be computed for each intersection; if any intersection 
has a crash rate above 1.0/mev (million entering vehicles), that intersection will be more closely analyzed for potential 
mitigation. Intersection sight distance evaluations will be based on AASHTO methodology.  

DATA REQUEST 

In order to perform the intersection analyses for the study intersections, traffic signal timing plans are requested for the 
following intersections. 

 10th Street/I-205 Southbound Ramps 
 10th Street/I-205 Northbound Ramps  
 10th Street/Blakenship Road/Salamo Road  

Please also provide in-process traffic volume projections from other developments in the study area, so we may more 
accurately estimate future traffic conditions in the area. 
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The City of West Linn Capital Improvement Plan (CIP), Fiscal Years 2014-2019, has been reviewed for planned 
improvements. The only planned improvement in the study area is the 10th Street/I-205 Corridor Improvements project 
(FY 2019). The planned improvements include lane additions, new street connections, new traffic signals, sidewalks, and 
bike lanes. The total cost of the project is planned to be $5,230,000, with $785,000 being funded through SDCs. Please 
confirm this is the only project within the study area. 

Should you have any questions, please contact me or Janet Jones. 

Sincerely,  
 
 
 
 
Brent Ahrend, PE 
Senior Associate | Traffic Engineer 
 
Enclosure(s): Trip Distribution 

Assignment Figures 
 
c: Marah Danielson - ODOT 
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From: Brent Ahrend
To: Janet T. Jones
Subject: FW: Tannler Drive Apartments - TIA Scoping
Date: Thursday, April 09, 2015 4:12:25 PM
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From: Le, Khoi [mailto:kle@westlinnoregon.gov] 
Sent: Wednesday, April 08, 2015 4:12 PM
To: 'BAUMGARTNER Douglas G'; Brent Ahrend
Cc: DANIELSON Marah B
Subject: RE: Tannler Drive Apartments - TIA Scoping
 
Hi Brent,
As I mentioned over the phone yesterday, Lance and I have reviewed the proposed scope work and
following are our comments:
 

• Scope of TIA
o We prefer the TIA to be done in accordance with ODOT guideline in the link below.
o http://www.oregon.gov/odot/td/tp_res/docs/reports/bestpracticesfortraffic.pdf

 
• Trip Generation

o For the commercial area, please use the land use type that generates most traffic
permitted in this zone.  “Day Care (565) would be an appropriate type for the
analysis.

• Study Area
o Please include 8th Ave and 10th St

• Traffic Impact Analysis
o Please include 2030 Future Conditions per Current TSP.
o Please include Bike/Pedestrian Safety and Crossings/Access of identified corridors.

 
I also attached the most updated project list included as a part our recent approved Transportation
SDC Fee Analysis for your review. 
 
Please feel free to contact me if you have any questions or comments.
 
Khoi
 
 
 

Khoi Le
Civil Engineer II
22500 Salamo Rd.
West Linn, OR 97068



kle@westlinnoregon.gov
westlinnoregon.gov
Phone (503) 722-5517

Please consider the impact on the environment before printing a paper copy of this email.
This e-mail is subject to the State Retention Schedule and may be made available to the public

From: BAUMGARTNER Douglas G [mailto:Douglas.G.BAUMGARTNER@odot.state.or.us]
Sent: Tuesday, April 07, 2015 2:56 PM
To: 'Brent Ahrend'
Cc: DANIELSON Marah B; Le, Khoi
Subject: RE: Tannler Drive Apartments - TIA Scoping
 
Good morning Brent,
 
I have reviewed the proposed scope of work and I will not be requesting any changes or additions.  I
have also attached the ODOT signal timing sheets for the I-205 NB and SB ramp intersections with

10th Street. Please note that due to the close proximity of the Salamo/Blankenship intersection with
the SB ramp these intersections operate as one signalized intersection for timing purposes. Please
feel free to contact me if you have any further questions.
 

Douglas Baumgartner, P.E.
ODOT Region 1 Traffic Analyst
123 NW Flanders Street 
Portland, OR 97209-4012
503.731.8225
FAX 503.731.8259
From: DANIELSON Marah B 
Sent: Tuesday, March 31, 2015 11:49 AM
To: 'Brent Ahrend'; kle@westlinnoregon.gov
Cc: Rob Morgan (rmorgan@conam.com); Robinson, Michael C. (Perkins Coie); Mike Mahoney
(mmahoney@conam.com); Janet T. Jones; TAYAR Abraham * Avi; BAUMGARTNER Douglas G
Subject: RE: Tannler Drive Apartments - TIA Scoping
 
Hi Brent,
Doug Baumgartner will be reviewing the TIA scope and study.
Thanks for sending this one my way.
 
Marah Danielson, Senior Planner
ODOT R1 Development Review Planning Lead
(503) 731-8258
marah.b.danielson@odot.state.or.us
 

From: Brent Ahrend [mailto:BAhrend@mcknze.com]
Sent: Tuesday, March 31, 2015 9:21 AM
To: kle@westlinnoregon.gov; DANIELSON Marah B
Cc: Rob Morgan (rmorgan@conam.com); Robinson, Michael C. (Perkins Coie); Mike Mahoney



(mmahoney@conam.com); Janet T. Jones
Subject: Tannler Drive Apartments - TIA Scoping

Khoi,

As we discussed, Mackenzie is providing this TIA Scoping letter for your review and approval of the
study area and study assumptions. Please contact us with any questions you may have.
 
I have copied Marah Danielson at ODOT, as ODOT staff will be involved in the review of the analysis

due to proximity and impacts on the 10th Street interchange.
 
Brent T. Ahrend, PE
Senior Associate | Asst Department Head – Transportation Planning
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From: BAUMGARTNER Douglas G [mailto:Douglas.G.BAUMGARTNER@odot.state.or.us] 
Sent: Tuesday, April 07, 2015 2:56 PM
To: Brent Ahrend
Cc: DANIELSON Marah B; kle@westlinnoregon.gov
Subject: RE: Tannler Drive Apartments - TIA Scoping
 
Good morning Brent,
 
I have reviewed the proposed scope of work and I will not be requesting any changes or additions.  I
have also attached the ODOT signal timing sheets for the I-205 NB and SB ramp intersections with

10th Street. Please note that due to the close proximity of the Salamo/Blankenship intersection with
the SB ramp these intersections operate as one signalized intersection for timing purposes. Please
feel free to contact me if you have any further questions.
 

Douglas Baumgartner, P.E.
ODOT Region 1 Traffic Analyst
123 NW Flanders Street 
Portland, OR 97209-4012
503.731.8225
FAX 503.731.8259
From: DANIELSON Marah B 
Sent: Tuesday, March 31, 2015 11:49 AM
To: 'Brent Ahrend'; kle@westlinnoregon.gov
Cc: Rob Morgan (rmorgan@conam.com); Robinson, Michael C. (Perkins Coie); Mike Mahoney
(mmahoney@conam.com); Janet T. Jones; TAYAR Abraham * Avi; BAUMGARTNER Douglas G
Subject: RE: Tannler Drive Apartments - TIA Scoping
 
Hi Brent,
Doug Baumgartner will be reviewing the TIA scope and study.
Thanks for sending this one my way.
 
Marah Danielson, Senior Planner
ODOT R1 Development Review Planning Lead
(503) 731-8258
marah.b.danielson@odot.state.or.us
 

From: Brent Ahrend [mailto:BAhrend@mcknze.com]
Sent: Tuesday, March 31, 2015 9:21 AM
To: kle@westlinnoregon.gov; DANIELSON Marah B
Cc: Rob Morgan (rmorgan@conam.com); Robinson, Michael C. (Perkins Coie); Mike Mahoney
(mmahoney@conam.com); Janet T. Jones



Subject: Tannler Drive Apartments - TIA Scoping

Khoi,

As we discussed, Mackenzie is providing this TIA Scoping letter for your review and approval of the
study area and study assumptions. Please contact us with any questions you may have.
 
I have copied Marah Danielson at ODOT, as ODOT staff will be involved in the review of the analysis

due to proximity and impacts on the 10th Street interchange.
 
Brent T. Ahrend, PE
Senior Associate | Asst Department Head – Transportation Planning
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Janet T. Jones

From: Janet T. Jones
Sent: Tuesday, June 30, 2015 10:37 AM
To: 'Brian Copeland'
Cc: Rob Morgan (rmorgan@conam.com); Mike Mahoney (mmahoney@conam.com); Le, 

Khoi; Robinson, Michael C. (Perkins Coie); Brent Ahrend
Subject: RE: Tannler Apartments TIA

Brian, 
 
Thank you for reviewing the TIA assumptions with us yesterday afternoon. Based on your previous email and our 
discussion yesterday, we are establishing the following assumptions moving forward: 
 

Trip Generation: Specialty Retail Center (826) does not seem appropriate for the commercial space, as the 
commercial trip generation could be much higher, depending on the actual use. I would agree with the City's 
email (from Khoi Le on April 8, 2015) that the Day Care land use (565) seems more reasonable for the 
commercial space. 

Trip generation for the commercial space will be calculated using the Day Care Center (LUC 565) land use based 
on GFA.  This represents the highest trip rate of the allowed uses in the zone.  Therefore, the trip impacts of any 
allowed uses would be covered by the analysis. 

 
Trip Distribution: While the distribution shown in the scoping letter seems reasonable, please provide a source 
for where these numbers come from (TSP, Metro model, etc). Also, please provide back-up for using the same 
distribution for both AM and PM. 

We have requested TAZ select zone trips for 2010 and 2040 from Metro and expect to receive those sometime 
this week. Separate distributions have been requested for household and employment uses. We will confirm our 
assumed trip distribution with the results from the select zone modeling output. 

 
Study Area: Please include 8th Avenue/10th St as a study intersection. I see you have obtained data here so it 
sounds like you are already planning to include this intersection. 

The 10th Street/8th Avenue intersection will be included in the study, and we will note this intersection has been 
addressed in other analyses and the TSP update currently underway.  This intersection currently operates below 
standards and will continue to do so after the project is developed. The Tannler Apartments will only add through 
trips to this intersection, and therefore will not contribute to its deficiency. 

 

Traffic Impact Analysis: Please include future (2030) analysis per adopted TSP. Also include discussion of 
bike, ped and transit facilities/connections/access in the study area. 

It was confirmed with Khoi back in April 10th, 2015  that a 2030 analysis would not be needed for this TIA. We 
will not be analyzing 2030 conditions. Bicycle, pedestrian and transit facilities will be discussed in the report as 
we typically do. Connections/accesses in the study area will also be discussed. 

 
Background Traffic Growth Rate: In Brent Ahrend's email dated 6/5/15, he requested to use a 1%/year 
growth rate for traffic. I feel this is too low and not reasonable. Just because historic date does not show growth 
between 2006 and 2015 does not mean there will not be growth future growth. I would suggest either using 
growth rates from the City's adopted TSP, the City's current/ongoing TSP (if future volumes have been 
developed at this point), or the current Metro model to come up with a reasonable growth rate. 

The current City of West Linn Transportation System Plan presents a traffic growth rate of approximately 1 to 2% 
per year from 2005 to 2030. The TSP Update Draft Tech Memo 7 (found on the City’s website) currently shows an 
annual growth rate of 0.8% in population, 0.8% in households and 2% in employment. We have asked the City’s 
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consultant on the TSP, Susan Wright of Kittelson to confirm the growth rate.  We noted the metro model shows 
growth of up to 1% per year on the study area roadways.  To clarify, our build‐out year is 2016 per our scoping 
letter (we had discussed 2017 yesterday, but that is not the case). We anticipate using 2% per year as a 
conservative measure, which will result in a 2% increase from existing volumes for the 2016 build‐out year. 
 

Synchro Model: Signal plans show phase 7 as lagging, but ODOT timing forms do not appear to show phase 7 
as lagging. Please verify and update as necessary. Timing forms should overrule signal plans. 

We will confirm the correct lead/lag configuration for phase 7. As we discussed yesterday, Synchro 
seems to limit us to modeling phase 7 as a lagging phase. If the operation is in fact a leading phase, and 
we are not able to model it correctly, we will note any expected differences in capacity and queuing.  As 
discussed, the capacity results would likely not change, but queuing could be slightly different.  
 

 
Thanks again, 
 
 
Janet T. Jones, EIT 
Transportation Planning 
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From: Brian Copeland [mailto:bkc@dksassociates.com]  
Sent: Monday, June 29, 2015 10:25 AM 
To: Janet T. Jones 
Cc: Rob Morgan (rmorgan@conam.com); Mike Mahoney (mmahoney@conam.com); Le, Khoi; Robinson, Michael C. 
(Perkins Coie); Brent Ahrend 
Subject: Re: Tannler Apartments TIA 
 
Janet/Brent -  
 
We have reviewed your existing PM peak Synchro file. We only have one comment (attached). Please let me 
know if you have any questions. 
 
Brian 
 
 

____________________________________ 



3

Brian K. Copeland, P.E., PTOE 
Ph: 503-243-3500 | Direct: 503-972-1240 | Cell: 503-753-8992 | Email: bkc@dksassociates.com 

                              

This message contains information which may be confidential and privileged. Unless you are the addressee (or authorized to receive for the addressee), you may not use, 
copy, distribute or disclose to anyone this message or any information contained in or attached to this message. If you have received this message in error, please advise the 
sender and delete this message along with any attachments or links from your system. 

 
On Fri, Jun 26, 2015 at 3:30 PM, Brian Copeland <bkc@dksassociates.com> wrote: 
Hi Janet -  
 
The following are preliminary comments based on my review of your scoping letter assumptions and other 
material provided to date. I will not have time today to finish my review of the Synchro files, but will do that 
Monday. 
 
Trip Generation: Specialty Retail Center (826) does not seem appropriate for the commercial space, as the 
commercial trip generation could be much higher, depending on the actual use. I would agree with the City's 
email (from Khoi Le on April 8, 2015) that the Day Care land use (565) seems more reasonable for the 
commercial space. 
 
Trip Distribution: While the distribution shown in the scoping letter seems reasonable, please provide a source 
for where these numbers come from (TSP, Metro model, etc). Also, please provide back-up for using the same 
distribution for both AM and PM. 
 
Study Area: Please include 8th Avenue/10th St as a study intersection. I see you have obtained data here so it 
sounds like you are already planning to include this intersection. 
 
Traffic Impact Analysis: Please include future (2030) analysis per adopted TSP. Also include discussion of 
bike, ped and transit facilities/connections/access in the study area. 
 
Background Traffic Growth Rate: In Brent Ahrend's email dated 6/5/15, he requested to use a 1%/year 
growth rate for traffic. I feel this is too low and not reasonable. Just because historic date does not show growth 
between 2006 and 2015 does not mean there will not be growth future growth. I would suggest either using 
growth rates from the City's adopted TSP, the City's current/ongoing TSP (if future volumes have been 
developed at this point), or the current Metro model to come up with a reasonable growth rate. 
 
Please let me know if you have any questions. I will provide any comments on the Synchro model by end of day 
Monday. 
 
Brian 
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____________________________________ 

Brian K. Copeland, P.E., PTOE 
Ph: 503-243-3500 | Direct: 503-972-1240 | Cell: 503-753-8992 | Email: bkc@dksassociates.com 

                              

This message contains information which may be confidential and privileged. Unless you are the addressee (or authorized to receive for the addressee), you may not use, 
copy, distribute or disclose to anyone this message or any information contained in or attached to this message. If you have received this message in error, please advise the 
sender and delete this message along with any attachments or links from your system. 

 
On Mon, Jun 22, 2015 at 7:55 AM, Janet T. Jones <JTJones@mcknze.com> wrote: 

Brian, 

  

Welcome to the team! We look forward to working with you on the Tannler Apartments TIA. 

  

We are running on a tight schedule, and expect to complete a draft of the TIA by July 1st. We have confirmed 
some things with Khoi and Zach such as a 1% annual growth rate and the in-process projects to be used in our 
analysis. I am attaching to this email a zip folder containing scoping documents, such as our TIA scoping letter 
and emails, emails with Khoi regarding the annual growth rate, and the in-process project list that was shared 
with Khoi and Zach. 

  

We are also attaching a zip folder containing the Existing PM Peak Hour Synchro model, the existing traffic 
counts that were used in that model, and the signal timing that was provided by ODOT. We would appreciate if 
you could look over the Synchro model, and confirm the assumptions we have made. The sooner we can 
confirm the assumptions made in the model, the sooner we can conduct the complete analysis! 

  

We appreciate your effort. Please let us know if you have any questions regarding this project. 

  

  

Janet T. Jones, EIT 

Transportation Planning 
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7409 SW Tech Center Dr Ste. B150

Tigard, OR 97223 Site Code: 
971‐223‐0003 Location: 10th St & Salamo Rd

www.qualitycounts.net Date: 

To I-205 WB On-Ramp To Westernmost Lane To Easternmost Lane Interval 
Totals

7:20 AM 12 0 8 20
7:25 AM 19 0 8 27
7:30 AM 15 0 11 26
7:35 AM 20 0 17 37
7:40 AM 10 0 18 28
7:45 AM 17 0 12 29
7:50 AM 14 0 12 26
7:55 AM 9 0 16 25
8:00 AM 12 1 12 25
8:05 AM 19 0 11 30
8:10 AM 13 1 7 21
8:15 AM 5 0 12 17

Totals 165 2 144
53% 47%

13543501

7/17/2015

Westbound Left

H:\Projects\213052905\TRAFFIC\Counts\13543501 - 10th St & Salamo Rd



Movement Movement Volume Direction Split Split Volume Utilization Volume Utilization Split Lane Utilization
WBT 62 N/A N/A 62

Right 53% 246
Left 47% 218 218 41%WBL 464

308 59% 0.854

AM Peak Hour
Lane Utilization Factor for Salamo Road WBL

H:\Projects\213052905\TRAFFIC\Counts\13543501 - 10th St & Salamo Rd



7409 SW Tech Center Dr Ste. B150

Tigard, OR 97223 Site Code: 
971‐223‐0003 Location: 10th St & Salamo Rd

www.qualitycounts.net Date: 

To I-205 WB On-Ramp To Westernmost Lane To Easternmost Lane Interval 
Totals

4:15 PM 18 0 16 34
4:20 PM 17 0 6 23
4:25 PM 7 1 7 15
4:30 PM 19 1 8 28
4:35 PM 12 1 5 18
4:40 PM 9 1 10 20
4:45 PM 22 0 9 31
4:50 PM 18 1 7 26
4:55 PM 19 0 6 25
5:00 PM 15 0 6 21
5:05 PM 22 0 8 30
5:10 PM 11 1 12 24

Totals 189 6 100
64% 36%

13543502

7/16/2015

Westbound Left



Movement Movement Volume Direction Split Split Volume Utilization Volume Utilization Split Lane Utilization
WBT 98 N/A N/A 62

Right 64% 212
Left 36% 119 119 30%

274 70% 0.717
WBL 331

PM Peak Hour
Lane Utilization Factor for Salamo Road WBL
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 45 515 464 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.85 *0.85 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1504 1518 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1504 1518 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 51 585 527 70 381 281
RTOR Reduction (vph) 0 82 0 0 0 58
Lane Group Flow (vph) 51 503 295 302 381 223
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 13.5 65.2 28.5 28.5 61.1 95.1
Effective Green, g (s) 13.5 65.2 28.5 28.5 61.1 95.1
Actuated g/C Ratio 0.11 0.55 0.24 0.24 0.51 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 202 862 358 361 861 1116
v/s Ratio Prot 0.03 c0.32 0.20 c0.20 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.25 0.58 0.82 0.84 0.44 0.20
Uniform Delay, d1 48.4 18.1 43.2 43.3 18.5 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.4 0.8 13.8 15.0 0.5 0.0
Delay (s) 48.8 18.9 57.0 58.3 5.8 0.0
Level of Service D B E E A A
Approach Delay (s) 21.3 57.6 3.4
Approach LOS C E A

Intersection Summary
HCM 2000 Control Delay 26.5 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.72
Actuated Cycle Length (s) 119.6 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 206 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 21 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.1 11.1 14.1 35.1 72.4
Effective Green, g (s) 11.1 11.1 14.1 35.1 72.4
Actuated g/C Ratio 0.09 0.09 0.12 0.29 0.61
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 156 136 212 502 2020
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.01
v/c Ratio 0.74 0.15 0.82 0.87 0.49
Uniform Delay, d1 52.9 49.9 51.5 40.1 13.2
Progression Factor 1.00 1.00 1.00 1.00 0.60
Incremental Delay, d2 16.1 0.3 21.2 16.6 0.1
Delay (s) 68.9 50.2 72.7 56.7 7.9
Level of Service E D E E A
Approach Delay (s) 0.0 56.6 61.3 7.9
Approach LOS A E E A

Intersection Summary
HCM 2000 Control Delay 32.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.71
Actuated Cycle Length (s) 119.6 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 4.8
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 5 335 24 91 243 46 31 4 23 72 5 4
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 6 372 27 101 270 51 34 4 26 80 6 4
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 321 0 0 399 0 0 900 920 386 910 908 296
          Stage 1 - - - - - - 397 397 - 498 498 -
          Stage 2 - - - - - - 503 523 - 412 410 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1250 - - 1154 - - 262 273 655 258 277 748
          Stage 1 - - - - - - 633 607 - 558 548 -
          Stage 2 - - - - - - 555 534 - 621 599 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1250 - - 1154 - - 238 248 655 227 252 748
Mov Cap-2 Maneuver - - - - - - 238 248 - 227 252 -
          Stage 1 - - - - - - 630 604 - 555 500 -
          Stage 2 - - - - - - 498 487 - 590 596 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 2 19.1 29.2
HCM LOS C D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 320 1250 - - 1154 - - 237
HCM Lane V/C Ratio 0.201 0.004 - - 0.088 - - 0.38
HCM Control Delay (s) 19.1 7.9 - - 8.4 - - 29.2
HCM Lane LOS C A - - A - - D
HCM 95th %tile Q(veh) 0.7 0 - - 0.3 - - 1.7
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Intersection
Int Delay, s/veh 4.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 23 403 6 0 289 48 0 0 43 119 4 29
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - - - - - - 0 150 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 24 429 6 0 307 51 0 0 46 127 4 31
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 359 0 0 435 0 0 832 840 432 814 817 333
          Stage 1 - - - - - - 481 481 - 333 333 -
          Stage 2 - - - - - - 351 359 - 481 484 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1083 - - 1099 - - 283 304 628 299 313 713
          Stage 1 - - - - - - 557 557 - 685 647 -
          Stage 2 - - - - - - 655 631 - 570 555 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1083 - - 1099 - - 263 297 628 273 306 713
Mov Cap-2 Maneuver - - - - - - 263 297 - 273 306 -
          Stage 1 - - - - - - 545 545 - 670 647 -
          Stage 2 - - - - - - 623 631 - 517 543 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.4 0 11.2 25.2
HCM LOS B D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1 SBLn2
Capacity (veh/h) 628 1083 - - 1099 - - 273 614
HCM Lane V/C Ratio 0.073 0.023 - - - - - 0.464 0.057
HCM Control Delay (s) 11.2 8.4 - - 0 - - 29.1 11.2
HCM Lane LOS B A - - A - - D B
HCM 95th %tile Q(veh) 0.2 0.1 - - 0 - - 2.3 0.2
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 48 515 464 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.85 *0.85 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1504 1518 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1504 1518 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 55 585 527 70 381 281
RTOR Reduction (vph) 0 75 0 0 0 60
Lane Group Flow (vph) 55 510 295 302 381 221
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 14.5 67.4 26.1 26.1 62.1 93.7
Effective Green, g (s) 14.5 67.4 26.1 26.1 62.1 93.7
Actuated g/C Ratio 0.12 0.57 0.22 0.22 0.52 0.79
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 217 895 329 332 878 1103
v/s Ratio Prot 0.03 c0.32 0.20 c0.20 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.25 0.57 0.90 0.91 0.43 0.20
Uniform Delay, d1 47.4 16.6 45.2 45.4 17.7 3.2
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.4 0.7 25.1 27.2 0.5 0.0
Delay (s) 47.8 17.3 70.3 72.6 5.5 0.0
Level of Service D B E E A A
Approach Delay (s) 19.9 71.5 3.2
Approach LOS B E A

Intersection Summary
HCM 2000 Control Delay 30.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.72
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 205 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 22 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.7 11.7 14.2 35.7 71.3
Effective Green, g (s) 11.7 11.7 14.2 35.7 71.3
Actuated g/C Ratio 0.10 0.10 0.12 0.30 0.60
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 165 144 215 512 1996
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.02
v/c Ratio 0.70 0.15 0.81 0.86 0.49
Uniform Delay, d1 52.1 49.2 51.2 39.3 13.6
Progression Factor 1.00 1.00 1.00 1.00 0.55
Incremental Delay, d2 11.3 0.3 19.0 14.4 0.1
Delay (s) 63.4 49.5 70.2 53.8 7.6
Level of Service E D E D A
Approach Delay (s) 0.0 54.2 58.4 7.6
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 31.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 5
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 5 335 24 95 243 46 31 4 26 72 5 4
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 6 372 27 106 270 51 34 4 29 80 6 4
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 321 0 0 399 0 0 909 929 386 920 917 296
          Stage 1 - - - - - - 397 397 - 507 507 -
          Stage 2 - - - - - - 512 532 - 413 410 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1250 - - 1154 - - 258 270 655 254 274 748
          Stage 1 - - - - - - 633 607 - 552 543 -
          Stage 2 - - - - - - 548 529 - 620 599 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1250 - - 1154 - - 234 244 655 222 248 748
Mov Cap-2 Maneuver - - - - - - 234 244 - 222 248 -
          Stage 1 - - - - - - 630 604 - 549 493 -
          Stage 2 - - - - - - 489 480 - 585 596 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 2.1 19.1 30
HCM LOS C D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 323 1250 - - 1154 - - 232
HCM Lane V/C Ratio 0.21 0.004 - - 0.091 - - 0.388
HCM Control Delay (s) 19.1 7.9 - - 8.4 - - 30
HCM Lane LOS C A - - A - - D
HCM 95th %tile Q(veh) 0.8 0 - - 0.3 - - 1.7
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Intersection
Int Delay, s/veh 0.9
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 0 427 6 0 349 48 0 0 43 0 0 33
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - 0 - - 0
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 0 454 6 0 371 51 0 0 46 0 0 35
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 422 0 0 461 0 0 854 879 457 854 858 397
          Stage 1 - - - - - - 457 457 - 397 397 -
          Stage 2 - - - - - - 397 422 - 457 461 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1024 - - 1074 - - 273 288 608 281 297 657
          Stage 1 - - - - - - 574 571 - 633 607 -
          Stage 2 - - - - - - 619 592 - 587 569 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1024 - - 1074 - - 258 288 608 260 297 657
Mov Cap-2 Maneuver - - - - - - 258 288 - 260 297 -
          Stage 1 - - - - - - 574 571 - 633 607 -
          Stage 2 - - - - - - 586 592 - 543 569 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 0 11.4 10.8
HCM LOS B B
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 608 1024 - - 1074 - - 657
HCM Lane V/C Ratio 0.075 - - - - - - 0.053
HCM Control Delay (s) 11.4 0 - - 0 - - 10.8
HCM Lane LOS B A - - A - - B
HCM 95th %tile Q(veh) 0.2 0 - - 0 - - 0.2
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 72 396 583 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 0.95 0.95 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1681 1694 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1681 1694 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 82 450 662 70 381 281
RTOR Reduction (vph) 0 65 0 0 0 60
Lane Group Flow (vph) 82 385 364 368 381 221
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 14.4 67.1 26.1 26.1 61.9 93.5
Effective Green, g (s) 14.4 67.1 26.1 26.1 61.9 93.5
Actuated g/C Ratio 0.12 0.56 0.22 0.22 0.52 0.79
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 217 893 369 371 878 1104
v/s Ratio Prot 0.05 c0.24 0.22 c0.22 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.38 0.43 0.99 0.99 0.43 0.20
Uniform Delay, d1 48.1 14.9 46.2 46.3 17.7 3.2
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.6 0.2 42.8 44.4 0.5 0.0
Delay (s) 48.8 15.1 89.0 90.7 5.5 0.0
Level of Service D B F F A A
Approach Delay (s) 20.3 89.8 3.2
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 40.8 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.67
Actuated Cycle Length (s) 118.9 Sum of lost time (s) 27.5
Intersection Capacity Utilization 52.2% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 205 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 22 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.7 11.7 14.2 35.5 71.0
Effective Green, g (s) 11.7 11.7 14.2 35.5 71.0
Actuated g/C Ratio 0.10 0.10 0.12 0.30 0.60
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 166 144 215 511 1993
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.02
v/c Ratio 0.70 0.16 0.81 0.86 0.49
Uniform Delay, d1 51.9 49.1 51.0 39.3 13.7
Progression Factor 1.00 1.00 1.00 1.00 0.34
Incremental Delay, d2 10.7 0.3 19.0 14.6 0.1
Delay (s) 62.6 49.4 70.0 53.9 4.8
Level of Service E D E D A
Approach Delay (s) 0.0 53.8 58.5 4.8
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 29.6 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 118.9 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 3.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 5 335 24 35 243 46 30 4 23 72 5 4
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 6 372 27 39 270 51 33 4 26 80 6 4
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 321 0 0 399 0 0 775 796 386 785 783 296
          Stage 1 - - - - - - 397 397 - 373 373 -
          Stage 2 - - - - - - 378 399 - 412 410 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1250 - - 1154 - - 318 322 655 313 328 748
          Stage 1 - - - - - - 633 607 - 652 622 -
          Stage 2 - - - - - - 648 606 - 621 599 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1250 - - 1154 - - 303 310 655 289 315 748
Mov Cap-2 Maneuver - - - - - - 303 310 - 289 315 -
          Stage 1 - - - - - - 630 604 - 649 601 -
          Stage 2 - - - - - - 617 586 - 590 596 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 0.9 16.1 22.1
HCM LOS C C
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 388 1250 - - 1154 - - 300
HCM Lane V/C Ratio 0.163 0.004 - - 0.034 - - 0.3
HCM Control Delay (s) 16.1 7.9 - - 8.2 - - 22.1
HCM Lane LOS C A - - A - - C
HCM 95th %tile Q(veh) 0.6 0 - - 0.1 - - 1.2
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Intersection
Int Delay, s/veh 1.5
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 0 427 6 60 289 48 1 0 43 0 0 33
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length - - - 150 - - 0 - 0 - - 0
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 0 454 6 64 307 51 1 0 46 0 0 35
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 359 0 0 461 0 0 918 943 457 918 922 333
          Stage 1 - - - - - - 457 457 - 461 461 -
          Stage 2 - - - - - - 461 486 - 457 461 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1083 - - 1074 - - 247 265 608 254 272 713
          Stage 1 - - - - - - 574 571 - 584 569 -
          Stage 2 - - - - - - 571 554 - 587 569 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1083 - - 1074 - - 224 249 608 224 256 713
Mov Cap-2 Maneuver - - - - - - 224 249 - 224 256 -
          Stage 1 - - - - - - 574 571 - 584 535 -
          Stage 2 - - - - - - 511 521 - 543 569 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 1.3 11.6 10.3
HCM LOS B B
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 224 608 1083 - - 1074 - - 713
HCM Lane V/C Ratio 0.005 0.075 - - - 0.059 - - 0.049
HCM Control Delay (s) 21.1 11.4 0 - - 8.6 - - 10.3
HCM Lane LOS C B A - - A - - B
HCM 95th %tile Q(veh) 0 0.2 0 - - 0.2 - - 0.2



HCM Signalized Intersection Capacity Analysis
5: 10th Street & Blankenship Road/Salamo Drive 7/19/2015

Post-Development (2017) with RO - AM Peak Hour Synchro 8 Report
Tannler Mixed-Use Project Page 5

Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 72 396 583 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.85 *0.85 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1504 1516 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1504 1516 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 82 450 662 70 381 281
RTOR Reduction (vph) 0 65 0 0 0 60
Lane Group Flow (vph) 82 385 364 368 381 221
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 14.4 67.1 26.1 26.1 61.9 93.5
Effective Green, g (s) 14.4 67.1 26.1 26.1 61.9 93.5
Actuated g/C Ratio 0.12 0.56 0.22 0.22 0.52 0.79
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 217 893 330 332 878 1104
v/s Ratio Prot 0.05 c0.24 0.24 c0.24 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.38 0.43 1.10 1.11 0.43 0.20
Uniform Delay, d1 48.1 14.9 46.4 46.4 17.7 3.2
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.6 0.2 80.1 81.8 0.5 0.0
Delay (s) 48.8 15.1 126.5 128.2 5.5 0.0
Level of Service D B F F A A
Approach Delay (s) 20.3 127.4 3.2
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 55.1 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 118.9 Sum of lost time (s) 27.5
Intersection Capacity Utilization 52.2% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 205 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 22 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.7 11.7 14.2 35.5 71.0
Effective Green, g (s) 11.7 11.7 14.2 35.5 71.0
Actuated g/C Ratio 0.10 0.10 0.12 0.30 0.60
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 166 144 215 511 1993
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.02
v/c Ratio 0.70 0.16 0.81 0.86 0.49
Uniform Delay, d1 51.9 49.1 51.0 39.3 13.7
Progression Factor 1.00 1.00 1.00 1.00 0.33
Incremental Delay, d2 10.7 0.3 19.0 14.6 0.1
Delay (s) 62.6 49.4 70.0 53.9 4.6
Level of Service E D E D A
Approach Delay (s) 0.0 53.8 58.5 4.6
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 29.5 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 118.9 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 2.9
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 5 335 24 31 243 46 30 4 23 49 5 4
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 90 90 90 90 90 90 90 90 90 90 90 90
Heavy Vehicles, % 0 3 0 3 6 19 0 0 5 0 0 0
Mvmt Flow 6 372 27 34 270 51 33 4 26 54 6 4
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 321 0 0 399 0 0 766 787 386 776 774 296
          Stage 1 - - - - - - 397 397 - 364 364 -
          Stage 2 - - - - - - 369 390 - 412 410 -
Critical Hdwy 4.1 - - 4.13 - - 7.1 6.5 6.25 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.227 - - 3.5 4 3.345 3.5 4 3.3
Pot Cap-1 Maneuver 1250 - - 1154 - - 322 326 655 317 332 748
          Stage 1 - - - - - - 633 607 - 659 627 -
          Stage 2 - - - - - - 655 611 - 621 599 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1250 - - 1154 - - 308 315 655 294 321 748
Mov Cap-2 Maneuver - - - - - - 308 315 - 294 321 -
          Stage 1 - - - - - - 630 604 - 656 609 -
          Stage 2 - - - - - - 626 593 - 590 596 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 0.8 15.9 19.7
HCM LOS C C
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 393 1250 - - 1154 - - 309
HCM Lane V/C Ratio 0.161 0.004 - - 0.03 - - 0.209
HCM Control Delay (s) 15.9 7.9 - - 8.2 - - 19.7
HCM Lane LOS C A - - A - - C
HCM 95th %tile Q(veh) 0.6 0 - - 0.1 - - 0.8
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 23 380 6 60 289 48 1 3 40 142 4 29
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 1.00 1.00 0.98 1.00 0.85 0.98
Flt Protected 0.95 1.00 0.95 1.00 0.99 1.00 0.96
Satd. Flow (prot) 1444 1841 1687 1768 1844 1615 1785
Flt Permitted 0.95 1.00 0.95 1.00 0.96 1.00 0.66
Satd. Flow (perm) 1444 1841 1687 1768 1793 1615 1224
Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94
Adj. Flow (vph) 24 404 6 64 307 51 1 3 43 151 4 31
RTOR Reduction (vph) 0 1 0 0 6 0 0 0 29 0 6 0
Lane Group Flow (vph) 24 409 0 64 352 0 0 4 14 0 180 0
Heavy Vehicles (%) 25% 3% 0% 7% 6% 0% 7% 0% 0% 0% 0% 0%
Turn Type Prot NA Prot NA Prot NA Perm Prot NA
Protected Phases 3 8 7 4 1 6 5 2
Permitted Phases 6
Actuated Green, G (s) 2.9 22.8 5.9 25.8 24.9 24.9 35.5
Effective Green, g (s) 2.9 22.8 5.9 25.8 24.9 24.9 35.5
Actuated g/C Ratio 0.04 0.29 0.07 0.33 0.31 0.31 0.45
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 52 529 125 575 563 507 588
v/s Ratio Prot 0.02 c0.22 c0.04 c0.20 c0.02
v/s Ratio Perm 0.00 0.01 c0.12
v/c Ratio 0.46 0.77 0.51 0.61 0.01 0.03 0.31
Uniform Delay, d1 37.4 25.8 35.3 22.5 18.7 18.8 14.0
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 6.4 6.9 3.5 1.9 0.0 0.0 0.3
Delay (s) 43.7 32.8 38.8 24.4 18.7 18.8 14.3
Level of Service D C D C B B B
Approach Delay (s) 33.4 26.6 18.8 14.3
Approach LOS C C B B

Intersection Summary
HCM 2000 Control Delay 26.9 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.53
Actuated Cycle Length (s) 79.2 Sum of lost time (s) 20.0
Intersection Capacity Utilization 52.7% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 45 515 464 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.85 *0.85 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1504 1518 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1504 1518 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 51 585 527 70 381 281
RTOR Reduction (vph) 0 75 0 0 0 60
Lane Group Flow (vph) 51 510 295 302 381 221
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 14.5 67.4 26.1 26.1 62.1 93.7
Effective Green, g (s) 14.5 67.4 26.1 26.1 62.1 93.7
Actuated g/C Ratio 0.12 0.57 0.22 0.22 0.52 0.79
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 217 895 329 332 878 1103
v/s Ratio Prot 0.03 c0.32 0.20 c0.20 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.24 0.57 0.90 0.91 0.43 0.20
Uniform Delay, d1 47.3 16.6 45.2 45.4 17.7 3.2
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.3 0.7 25.1 27.2 0.5 0.0
Delay (s) 47.7 17.3 70.3 72.6 5.5 0.0
Level of Service D B E E A A
Approach Delay (s) 19.7 71.5 3.2
Approach LOS B E A

Intersection Summary
HCM 2000 Control Delay 30.2 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.72
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 205 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 22 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.7 11.7 14.2 35.7 71.3
Effective Green, g (s) 11.7 11.7 14.2 35.7 71.3
Actuated g/C Ratio 0.10 0.10 0.12 0.30 0.60
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 165 144 215 512 1996
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.02
v/c Ratio 0.70 0.15 0.81 0.86 0.49
Uniform Delay, d1 52.1 49.2 51.2 39.3 13.6
Progression Factor 1.00 1.00 1.00 1.00 0.55
Incremental Delay, d2 11.3 0.3 19.0 14.4 0.1
Delay (s) 63.4 49.5 70.2 53.8 7.6
Level of Service E D E D A
Approach Delay (s) 0.0 54.2 58.4 7.6
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 31.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 5 335 24 91 243 46 31 4 23 72 5 4
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.98 0.95 0.99
Flt Protected 0.95 1.00 0.95 1.00 0.97 0.96
Satd. Flow (prot) 1805 1830 1752 1716 1715 1808
Flt Permitted 0.95 1.00 0.95 1.00 0.84 0.73
Satd. Flow (perm) 1805 1830 1752 1716 1479 1370
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 6 372 27 101 270 51 34 4 26 80 6 4
RTOR Reduction (vph) 0 4 0 0 9 0 0 19 0 0 2 0
Lane Group Flow (vph) 6 395 0 101 312 0 0 45 0 0 88 0
Heavy Vehicles (%) 0% 3% 0% 3% 6% 19% 0% 0% 5% 0% 0% 0%
Turn Type Prot NA Prot NA Prot NA Prot NA
Protected Phases 3 8 7 4 1 6 5 2
Permitted Phases
Actuated Green, G (s) 0.7 18.2 4.1 21.6 11.5 11.5
Effective Green, g (s) 0.7 18.2 4.1 21.6 11.5 11.5
Actuated g/C Ratio 0.02 0.40 0.09 0.47 0.25 0.25
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 27 727 156 809 371 343
v/s Ratio Prot 0.00 c0.22 c0.06 c0.18
v/s Ratio Perm 0.03 c0.06
v/c Ratio 0.22 0.54 0.65 0.39 0.12 0.26
Uniform Delay, d1 22.3 10.6 20.2 7.8 13.2 13.7
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 4.1 0.8 8.9 0.3 0.1 0.4
Delay (s) 26.4 11.4 29.1 8.1 13.4 14.1
Level of Service C B C A B B
Approach Delay (s) 11.7 13.1 13.4 14.1
Approach LOS B B B B

Intersection Summary
HCM 2000 Control Delay 12.6 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.49
Actuated Cycle Length (s) 45.8 Sum of lost time (s) 16.0
Intersection Capacity Utilization 41.1% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 4.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 23 403 6 0 289 48 0 0 43 119 4 29
Conflicting Peds, #/hr 0 0 0 0 0 0 0 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - - - - - - 0 150 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 25 3 0 7 6 0 7 0 0 0 0 0
Mvmt Flow 24 429 6 0 307 51 0 0 46 127 4 31
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 359 0 0 435 0 0 832 840 432 814 817 333
          Stage 1 - - - - - - 481 481 - 333 333 -
          Stage 2 - - - - - - 351 359 - 481 484 -
Critical Hdwy 4.35 - - 4.17 - - 7.17 6.5 6.2 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.17 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.17 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.425 - - 2.263 - - 3.563 4 3.3 3.5 4 3.3
Pot Cap-1 Maneuver 1083 - - 1099 - - 283 304 628 299 313 713
          Stage 1 - - - - - - 557 557 - 685 647 -
          Stage 2 - - - - - - 655 631 - 570 555 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1083 - - 1099 - - 263 297 628 273 306 713
Mov Cap-2 Maneuver - - - - - - 263 297 - 273 306 -
          Stage 1 - - - - - - 545 545 - 670 647 -
          Stage 2 - - - - - - 623 631 - 517 543 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.4 0 11.2 25.2
HCM LOS B D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1 SBLn2
Capacity (veh/h) 628 1083 - - 1099 - - 273 614
HCM Lane V/C Ratio 0.073 0.023 - - - - - 0.464 0.057
HCM Control Delay (s) 11.2 8.4 - - 0 - - 29.1 11.2
HCM Lane LOS B A - - A - - D B
HCM 95th %tile Q(veh) 0.2 0.1 - - 0 - - 2.3 0.2
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 48 515 464 62 335 247
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.85 *0.85 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (prot) 1792 1583 1504 1518 1687 1404
Flt Permitted 1.00 1.00 0.95 0.96 0.95 1.00
Satd. Flow (perm) 1792 1583 1504 1518 1687 1404
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 55 585 527 70 381 281
RTOR Reduction (vph) 0 75 0 0 0 60
Lane Group Flow (vph) 55 510 295 302 381 221
Heavy Vehicles (%) 6% 2% 2% 4% 7% 15%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 14.5 67.4 26.1 26.1 62.1 93.7
Effective Green, g (s) 14.5 67.4 26.1 26.1 62.1 93.7
Actuated g/C Ratio 0.12 0.57 0.22 0.22 0.52 0.79
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 217 895 329 332 878 1103
v/s Ratio Prot 0.03 c0.32 0.20 c0.20 c0.23 0.16
v/s Ratio Perm
v/c Ratio 0.25 0.57 0.90 0.91 0.43 0.20
Uniform Delay, d1 47.4 16.6 45.2 45.4 17.7 3.2
Progression Factor 1.00 1.00 1.00 1.00 0.29 0.00
Incremental Delay, d2 0.4 0.7 25.1 27.2 0.5 0.0
Delay (s) 47.8 17.3 70.3 72.6 5.5 0.0
Level of Service D B E E A A
Approach Delay (s) 19.9 71.5 3.2
Approach LOS B E A

Intersection Summary
HCM 2000 Control Delay 30.3 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.72
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 103 0 202 155 390 0 0 595 378
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frt 1.00 0.85 1.00 1.00 0.95
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1687 1468 1805 1712 3338
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1687 1468 1805 1712 3338
Peak-hour factor, PHF 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 0.89 1.00
Adj. Flow (vph) 0 0 0 116 0 227 174 438 0 0 669 378
RTOR Reduction (vph) 0 0 0 0 0 205 0 0 0 0 64 0
Lane Group Flow (vph) 0 0 0 0 116 22 174 438 0 0 983 0
Heavy Vehicles (%) 0% 0% 0% 7% 0% 10% 0% 11% 0% 0% 3% 1%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 11.7 11.7 14.2 35.7 71.3
Effective Green, g (s) 11.7 11.7 14.2 35.7 71.3
Actuated g/C Ratio 0.10 0.10 0.12 0.30 0.60
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 165 144 215 512 1996
v/s Ratio Prot c0.07 0.10 c0.26 c0.29
v/s Ratio Perm 0.02
v/c Ratio 0.70 0.15 0.81 0.86 0.49
Uniform Delay, d1 52.1 49.2 51.2 39.3 13.6
Progression Factor 1.00 1.00 1.00 1.00 0.55
Incremental Delay, d2 11.3 0.3 19.0 14.4 0.1
Delay (s) 63.4 49.5 70.2 53.8 7.6
Level of Service E D E D A
Approach Delay (s) 0.0 54.2 58.4 7.6
Approach LOS A D E A

Intersection Summary
HCM 2000 Control Delay 31.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.70
Actuated Cycle Length (s) 119.2 Sum of lost time (s) 27.5
Intersection Capacity Utilization 56.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection: 1: Tannler Drive & North Access

Movement EB NB
Directions Served LR LT
Maximum Queue (ft) 60 34
Average Queue (ft) 22 3
95th Queue (ft) 49 18
Link Distance (ft) 286 845
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement NB SB SE NW
Directions Served LTR LTR LTR LTR
Maximum Queue (ft) 20 74 26 7
Average Queue (ft) 2 28 1 0
95th Queue (ft) 14 53 10 4
Link Distance (ft) 478 467 134 49
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB WB NB SB
Directions Served L L LTR LTR
Maximum Queue (ft) 18 39 70 71
Average Queue (ft) 1 9 30 38
95th Queue (ft) 9 33 57 63
Link Distance (ft) 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0
Queuing Penalty (veh) 0



Queuing and Blocking Report
Post-Development (2017) with 10th Street Mitigation 7/19/2015

Post-Development (2017) with 10th Street Mitigation - AM Peak Hour SimTraffic Report
Tannler Mixed-Use Project Page 2

Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB NB NB SB SB
Directions Served L TR L LT R L TR
Maximum Queue (ft) 54 18 62 40 67 117 41
Average Queue (ft) 7 1 15 5 27 46 19
95th Queue (ft) 31 9 43 24 53 94 42
Link Distance (ft) 278 284 284 845
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150 150
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 1 0 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB
Directions Served T R L LT L
Maximum Queue (ft) 194 194 250 400 108
Average Queue (ft) 52 110 162 196 47
95th Queue (ft) 137 188 257 322 92
Link Distance (ft) 239 1335
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 100 200 100
Storage Blk Time (%) 2 9 3 7 1
Queuing Penalty (veh) 10 4 11 17 2

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 187 138 218 317 291 156 158
Average Queue (ft) 85 63 153 231 72 69 44
95th Queue (ft) 159 113 254 356 235 133 105
Link Distance (ft) 2045 218 255 171 171
Upstream Blk Time (%) 0 20 1 0 0
Queuing Penalty (veh) 0 114 8 0 0
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 0 2 24
Queuing Penalty (veh) 0 6 39
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 194 152 221 180 199 318 37
Average Queue (ft) 117 39 164 94 135 101 1
95th Queue (ft) 179 89 244 204 219 264 17
Link Distance (ft) 1148 204 255 218
Upstream Blk Time (%) 5 1
Queuing Penalty (veh) 27 10
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 2 0 19 0 9 1
Queuing Penalty (veh) 2 0 38 0 33 2

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB SB
Directions Served L TR LT R LTR L TR
Maximum Queue (ft) 64 32 147 124 149 84 1
Average Queue (ft) 19 11 47 53 24 33 0
95th Queue (ft) 50 33 103 100 85 70 1
Link Distance (ft) 626 355 202 204
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 2 1 0
Queuing Penalty (veh) 3 1 0

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 181 113 576 75 96
Average Queue (ft) 81 50 236 31 42
95th Queue (ft) 137 86 569 59 77
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 0 0 0

Zone Summary
Zone wide Queuing Penalty: 330
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 118 501 331 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1317 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1317 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 134 569 376 111 539 353
RTOR Reduction (vph) 0 134 0 0 0 33
Lane Group Flow (vph) 134 435 241 246 539 320
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 11.5 66.0 24.4 24.4 65.4 95.3
Effective Green, g (s) 11.5 66.0 24.4 24.4 65.4 95.3
Actuated g/C Ratio 0.10 0.56 0.21 0.21 0.56 0.81
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 183 886 263 272 992 1293
v/s Ratio Prot c0.07 c0.27 c0.19 0.19 c0.30 0.20
v/s Ratio Perm
v/c Ratio 0.73 0.49 0.92 0.90 0.54 0.25
Uniform Delay, d1 51.7 15.7 45.7 45.6 16.7 2.7
Progression Factor 1.00 1.00 1.00 1.00 0.42 0.02
Incremental Delay, d2 12.9 0.3 33.6 30.5 0.7 0.0
Delay (s) 64.5 16.0 79.3 76.0 7.7 0.1
Level of Service E B E E A A
Approach Delay (s) 25.2 77.7 4.7
Approach LOS C E A

Intersection Summary
HCM 2000 Control Delay 28.7 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.74
Actuated Cycle Length (s) 117.8 Sum of lost time (s) 27.5
Intersection Capacity Utilization 53.8% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3284
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3284
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 355 0 0 0 0 30 0
Lane Group Flow (vph) 0 0 0 0 228 62 111 447 0 0 895 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 17.5 17.5 10.9 31.5 67.4
Effective Green, g (s) 17.5 17.5 10.9 31.5 67.4
Actuated g/C Ratio 0.15 0.15 0.09 0.27 0.57
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 260 235 157 498 1878
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.88 0.26 0.71 0.90 0.48
Uniform Delay, d1 49.1 44.4 51.9 41.6 14.8
Progression Factor 1.00 1.00 1.00 1.00 0.62
Incremental Delay, d2 26.1 0.4 12.1 19.8 0.1
Delay (s) 75.2 44.8 64.0 61.4 9.3
Level of Service E D E E A
Approach Delay (s) 0.0 55.5 61.9 9.3
Approach LOS A E E A

Intersection Summary
HCM 2000 Control Delay 37.1 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.74
Actuated Cycle Length (s) 117.8 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 12.5
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 399 57 160 313 49 77 5 51 71 7 5
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 4 424 61 170 333 52 82 5 54 76 7 5
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 387 0 0 487 0 0 1173 1193 464 1196 1197 368
          Stage 1 - - - - - - 465 465 - 701 701 -
          Stage 2 - - - - - - 708 728 - 495 496 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1183 - - 1076 - - 171 188 598 164 187 682
          Stage 1 - - - - - - 581 566 - 433 444 -
          Stage 2 - - - - - - 429 432 - 560 549 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1176 - - 1070 - - 142 157 594 126 156 677
Mov Cap-2 Maneuver - - - - - - 142 157 - 126 156 -
          Stage 1 - - - - - - 578 563 - 431 373 -
          Stage 2 - - - - - - 349 363 - 499 546 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 2.8 56.2 71.8
HCM LOS F F
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 202 1176 - - 1070 - - 135
HCM Lane V/C Ratio 0.7 0.004 - - 0.159 - - 0.654
HCM Control Delay (s) 56.2 8.1 - - 9 - - 71.8
HCM Lane LOS F A - - A - - F
HCM 95th %tile Q(veh) 4.4 0 - - 0.6 - - 3.5
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Intersection
Int Delay, s/veh 4.3
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 56 451 15 0 364 95 0 0 118 61 7 32
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - - - - - - 0 150 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 59 475 16 0 383 100 0 0 124 64 7 34
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 485 0 0 493 0 0 1059 1088 492 1038 1045 437
          Stage 1 - - - - - - 603 603 - 435 435 -
          Stage 2 - - - - - - 456 485 - 603 610 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1088 - - 1071 - - 204 209 575 208 231 624
          Stage 1 - - - - - - 489 476 - 598 584 -
          Stage 2 - - - - - - 588 538 - 484 488 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1086 - - 1065 - - 180 197 571 155 218 622
Mov Cap-2 Maneuver - - - - - - 180 197 - 155 218 -
          Stage 1 - - - - - - 462 449 - 565 583 -
          Stage 2 - - - - - - 548 537 - 356 461 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.9 0 13 31.9
HCM LOS B D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1 SBLn2
Capacity (veh/h) 571 1086 - - 1065 - - 155 467
HCM Lane V/C Ratio 0.218 0.054 - - - - - 0.414 0.088
HCM Control Delay (s) 13 8.5 - - 0 - - 43.7 13.5
HCM Lane LOS B A - - A - - E B
HCM 95th %tile Q(veh) 0.8 0.2 - - 0 - - 1.8 0.3
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 128 501 331 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1317 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1317 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 145 569 376 111 539 353
RTOR Reduction (vph) 0 92 0 0 0 37
Lane Group Flow (vph) 145 477 241 246 539 316
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 12.9 71.7 21.7 21.7 68.4 95.6
Effective Green, g (s) 12.9 71.7 21.7 21.7 68.4 95.6
Actuated g/C Ratio 0.11 0.60 0.18 0.18 0.57 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 203 949 231 239 1022 1279
v/s Ratio Prot c0.08 c0.30 c0.19 0.19 c0.30 0.20
v/s Ratio Perm
v/c Ratio 0.71 0.50 1.04 1.03 0.53 0.25
Uniform Delay, d1 51.5 13.7 48.9 48.9 15.6 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.39 0.00
Incremental Delay, d2 10.1 0.2 71.0 66.0 0.7 0.0
Delay (s) 61.7 13.9 119.9 114.9 6.7 0.0
Level of Service E B F F A A
Approach Delay (s) 23.6 117.4 4.1
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 37.1 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.75
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 58.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3283
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3283
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 349 0 0 0 0 28 0
Lane Group Flow (vph) 0 0 0 0 228 68 111 447 0 0 897 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 19.4 19.4 11.9 33.9 66.2
Effective Green, g (s) 19.4 19.4 11.9 33.9 66.2
Actuated g/C Ratio 0.16 0.16 0.10 0.28 0.55
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 284 256 169 528 1818
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.80 0.26 0.66 0.85 0.49
Uniform Delay, d1 48.2 43.8 51.8 40.3 16.4
Progression Factor 1.00 1.00 1.00 1.00 0.61
Incremental Delay, d2 14.5 0.3 7.5 13.2 0.1
Delay (s) 62.7 44.1 59.3 53.6 10.1
Level of Service E D E D B
Approach Delay (s) 0.0 50.7 54.7 10.1
Approach LOS A D D B

Intersection Summary
HCM 2000 Control Delay 34.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 13.1
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 399 57 167 313 49 77 5 51 71 7 5
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 4 424 61 178 333 52 82 5 54 76 7 5
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 387 0 0 487 0 0 1188 1207 464 1211 1212 368
          Stage 1 - - - - - - 465 465 - 716 716 -
          Stage 2 - - - - - - 723 742 - 495 496 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1183 - - 1076 - - 167 185 598 161 184 682
          Stage 1 - - - - - - 581 566 - 424 437 -
          Stage 2 - - - - - - 421 425 - 560 549 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1176 - - 1070 - - 138 153 594 123 152 677
Mov Cap-2 Maneuver - - - - - - 138 153 - 123 152 -
          Stage 1 - - - - - - 578 563 - 422 364 -
          Stage 2 - - - - - - 339 354 - 499 546 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 2.9 59.5 75.1
HCM LOS F F
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 197 1176 - - 1070 - - 132
HCM Lane V/C Ratio 0.718 0.004 - - 0.166 - - 0.669
HCM Control Delay (s) 59.5 8.1 - - 9 - - 75.1
HCM Lane LOS F A - - A - - F
HCM 95th %tile Q(veh) 4.6 0 - - 0.6 - - 3.6
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Intersection
Int Delay, s/veh 1.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 0 507 15 0 473 95 0 0 118 0 0 39
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length - - - - - - - - 0 - - 0
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 0 534 16 0 498 100 0 0 124 0 0 41
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 600 0 0 551 0 0 1094 1144 551 1094 1101 552
          Stage 1 - - - - - - 544 544 - 550 550 -
          Stage 2 - - - - - - 550 600 - 544 551 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 987 - - 1019 - - 193 193 532 191 214 537
          Stage 1 - - - - - - 527 506 - 518 519 -
          Stage 2 - - - - - - 523 477 - 521 519 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 985 - - 1013 - - 178 192 528 145 213 535
Mov Cap-2 Maneuver - - - - - - 178 192 - 145 213 -
          Stage 1 - - - - - - 526 505 - 517 518 -
          Stage 2 - - - - - - 482 476 - 396 518 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 0 13.9 12.3
HCM LOS B B
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 528 985 - - 1013 - - 535
HCM Lane V/C Ratio 0.235 - - - - - - 0.077
HCM Control Delay (s) 13.9 0 - - 0 - - 12.3
HCM Lane LOS B A - - A - - B
HCM 95th %tile Q(veh) 0.9 0 - - 0 - - 0.2
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 184 440 392 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1312 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1312 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 209 500 445 111 539 353
RTOR Reduction (vph) 0 83 0 0 0 16
Lane Group Flow (vph) 209 417 276 280 539 337
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 12.9 71.6 21.7 21.7 68.3 95.5
Effective Green, g (s) 12.9 71.6 21.7 21.7 68.3 95.5
Actuated g/C Ratio 0.11 0.60 0.18 0.18 0.57 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 203 949 231 238 1022 1278
v/s Ratio Prot c0.11 0.26 c0.22 0.21 c0.30 0.21
v/s Ratio Perm
v/c Ratio 1.03 0.44 1.19 1.18 0.53 0.26
Uniform Delay, d1 53.2 13.0 48.9 48.9 15.7 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.39 0.24
Incremental Delay, d2 71.1 0.2 122.0 114.4 0.7 0.0
Delay (s) 124.3 13.2 170.9 163.3 6.7 0.8
Level of Service F B F F A A
Approach Delay (s) 45.9 167.0 4.4
Approach LOS D F A

Intersection Summary
HCM 2000 Control Delay 60.0 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 0.82
Actuated Cycle Length (s) 119.4 Sum of lost time (s) 27.5
Intersection Capacity Utilization 63.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3283
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3283
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 349 0 0 0 0 28 0
Lane Group Flow (vph) 0 0 0 0 228 68 111 447 0 0 897 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 19.4 19.4 11.9 33.8 66.1
Effective Green, g (s) 19.4 19.4 11.9 33.8 66.1
Actuated g/C Ratio 0.16 0.16 0.10 0.28 0.55
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 284 257 169 527 1817
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.80 0.26 0.66 0.85 0.49
Uniform Delay, d1 48.2 43.8 51.8 40.4 16.4
Progression Factor 1.00 1.00 1.00 1.00 0.49
Incremental Delay, d2 14.5 0.3 7.5 13.3 0.1
Delay (s) 62.6 44.1 59.3 53.7 8.1
Level of Service E D E D A
Approach Delay (s) 0.0 50.6 54.8 8.1
Approach LOS A D D A

Intersection Summary
HCM 2000 Control Delay 33.2 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 119.4 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 5.7
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 399 57 58 313 49 56 5 51 71 7 5
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 4 424 61 62 333 52 60 5 54 76 7 5
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 387 0 0 487 0 0 956 976 464 979 980 368
          Stage 1 - - - - - - 465 465 - 484 484 -
          Stage 2 - - - - - - 491 511 - 495 496 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1183 - - 1076 - - 240 253 598 231 252 682
          Stage 1 - - - - - - 581 566 - 568 555 -
          Stage 2 - - - - - - 563 540 - 560 549 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1176 - - 1070 - - 220 237 594 195 236 677
Mov Cap-2 Maneuver - - - - - - 220 237 - 195 236 -
          Stage 1 - - - - - - 578 563 - 565 522 -
          Stage 2 - - - - - - 516 508 - 499 546 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 1.2 23.7 34.7
HCM LOS C D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 310 1176 - - 1070 - - 207
HCM Lane V/C Ratio 0.384 0.004 - - 0.058 - - 0.427
HCM Control Delay (s) 23.7 8.1 - - 8.6 - - 34.7
HCM Lane LOS C A - - A - - D
HCM 95th %tile Q(veh) 1.7 0 - - 0.2 - - 2
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Intersection
Int Delay, s/veh 3
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 0 507 15 109 364 95 21 0 118 0 0 39
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length - - - 150 - - 0 - 0 - - 0
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 0 534 16 115 383 100 22 0 124 0 0 41
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 485 0 0 551 0 0 1209 1259 551 1209 1216 437
          Stage 1 - - - - - - 544 544 - 665 665 -
          Stage 2 - - - - - - 665 715 - 544 551 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1088 - - 1019 - - 161 165 532 159 183 624
          Stage 1 - - - - - - 527 506 - 448 461 -
          Stage 2 - - - - - - 453 423 - 521 519 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1086 - - 1013 - - 137 146 528 110 162 622
Mov Cap-2 Maneuver - - - - - - 137 146 - 110 162 -
          Stage 1 - - - - - - 526 505 - 447 408 -
          Stage 2 - - - - - - 374 374 - 396 518 -
 

Approach EB WB NB SB
HCM Control Delay, s 0 1.7 17.3 11.2
HCM LOS C B
 

Minor Lane/Major Mvmt NBLn1 NBLn2 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 137 528 1086 - - 1013 - - 622
HCM Lane V/C Ratio 0.161 0.235 - - - 0.113 - - 0.066
HCM Control Delay (s) 36.3 13.9 0 - - 9 - - 11.2
HCM Lane LOS E B A - - A - - B
HCM 95th %tile Q(veh) 0.6 0.9 0 - - 0.4 - - 0.2
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 184 440 392 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1312 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1312 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 209 500 445 111 539 353
RTOR Reduction (vph) 0 83 0 0 0 16
Lane Group Flow (vph) 209 417 276 280 539 337
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 12.9 71.6 21.7 21.7 68.3 95.5
Effective Green, g (s) 12.9 71.6 21.7 21.7 68.3 95.5
Actuated g/C Ratio 0.11 0.60 0.18 0.18 0.57 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 203 949 231 238 1022 1278
v/s Ratio Prot c0.11 0.26 c0.22 0.21 c0.30 0.21
v/s Ratio Perm
v/c Ratio 1.03 0.44 1.19 1.18 0.53 0.26
Uniform Delay, d1 53.2 13.0 48.9 48.9 15.7 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.39 0.24
Incremental Delay, d2 71.1 0.2 122.0 114.4 0.7 0.0
Delay (s) 124.3 13.2 170.9 163.3 6.7 0.8
Level of Service F B F F A A
Approach Delay (s) 45.9 167.0 4.4
Approach LOS D F A

Intersection Summary
HCM 2000 Control Delay 60.0 HCM 2000 Level of Service E
HCM 2000 Volume to Capacity ratio 0.82
Actuated Cycle Length (s) 119.4 Sum of lost time (s) 27.5
Intersection Capacity Utilization 63.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3283
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3283
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 349 0 0 0 0 28 0
Lane Group Flow (vph) 0 0 0 0 228 68 111 447 0 0 897 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 19.4 19.4 11.9 33.8 66.1
Effective Green, g (s) 19.4 19.4 11.9 33.8 66.1
Actuated g/C Ratio 0.16 0.16 0.10 0.28 0.55
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 284 257 169 527 1817
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.80 0.26 0.66 0.85 0.49
Uniform Delay, d1 48.2 43.8 51.8 40.4 16.4
Progression Factor 1.00 1.00 1.00 1.00 0.49
Incremental Delay, d2 14.5 0.3 7.5 13.3 0.1
Delay (s) 62.6 44.1 59.3 53.7 8.1
Level of Service E D E D A
Approach Delay (s) 0.0 50.6 54.8 8.1
Approach LOS A D D A

Intersection Summary
HCM 2000 Control Delay 33.2 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 119.4 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 4.9
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 4 399 57 51 313 49 56 5 51 57 7 5
Conflicting Peds, #/hr 1 0 7 7 0 1 2 0 2 2 0 2
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - 50 - - - - - - - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 94 94 94 94 94 94 94 94 94 94 94 94
Heavy Vehicles, % 0 3 4 2 1 0 0 0 2 0 0 0
Mvmt Flow 4 424 61 54 333 52 60 5 54 61 7 5
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 387 0 0 487 0 0 941 961 464 965 966 368
          Stage 1 - - - - - - 465 465 - 470 470 -
          Stage 2 - - - - - - 476 496 - 495 496 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.5 6.22 7.1 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.5 - 6.1 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.5 - 6.1 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4 3.318 3.5 4 3.3
Pot Cap-1 Maneuver 1183 - - 1076 - - 245 258 598 236 257 682
          Stage 1 - - - - - - 581 566 - 578 563 -
          Stage 2 - - - - - - 574 549 - 560 549 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1176 - - 1070 - - 226 243 594 201 242 677
Mov Cap-2 Maneuver - - - - - - 226 243 - 201 242 -
          Stage 1 - - - - - - 578 563 - 575 534 -
          Stage 2 - - - - - - 530 520 - 499 546 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.1 1.1 23.1 30
HCM LOS C D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1
Capacity (veh/h) 316 1176 - - 1070 - - 216
HCM Lane V/C Ratio 0.377 0.004 - - 0.051 - - 0.34
HCM Control Delay (s) 23.1 8.1 - - 8.5 - - 30
HCM Lane LOS C A - - A - - D
HCM 95th %tile Q(veh) 1.7 0 - - 0.2 - - 1.4
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 56 437 15 109 364 95 21 10 108 75 7 32
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.99 1.00 0.97 1.00 0.85 0.96
Flt Protected 0.95 1.00 0.95 1.00 0.97 1.00 0.97
Satd. Flow (prot) 1805 1836 1770 1818 1776 1568 1735
Flt Permitted 0.95 1.00 0.95 1.00 0.81 1.00 0.79
Satd. Flow (perm) 1805 1836 1770 1818 1480 1568 1410
Peak-hour factor, PHF 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95 0.95
Adj. Flow (vph) 59 460 16 115 383 100 22 11 114 79 7 34
RTOR Reduction (vph) 0 2 0 0 13 0 0 0 84 0 21 0
Lane Group Flow (vph) 59 474 0 115 470 0 0 33 30 0 99 0
Confl. Peds. (#/hr) 2 7 1 2
Heavy Vehicles (%) 0% 3% 0% 2% 1% 0% 0% 10% 3% 3% 0% 0%
Turn Type Prot NA Prot NA Prot NA Perm Prot NA
Protected Phases 3 8 7 4 1 6 5
Permitted Phases 6 2
Actuated Green, G (s) 2.7 18.5 4.3 20.1 13.5 13.5 13.5
Effective Green, g (s) 2.7 18.5 4.3 20.1 13.5 13.5 13.5
Actuated g/C Ratio 0.05 0.36 0.08 0.39 0.26 0.26 0.26
Clearance Time (s) 5.0 5.0 5.0 5.0 5.0 5.0 5.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 95 662 148 712 389 412 371
v/s Ratio Prot 0.03 0.26 c0.06 c0.26
v/s Ratio Perm 0.02 0.02 c0.07
v/c Ratio 0.62 0.72 0.78 0.66 0.08 0.07 0.27
Uniform Delay, d1 23.8 14.1 23.0 12.8 14.2 14.2 15.0
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 12.0 3.7 22.2 2.3 0.1 0.1 0.4
Delay (s) 35.8 17.8 45.2 15.1 14.3 14.3 15.4
Level of Service D B D B B B B
Approach Delay (s) 19.8 20.9 14.3 15.4
Approach LOS B C B B

Intersection Summary
HCM 2000 Control Delay 19.3 HCM 2000 Level of Service B
HCM 2000 Volume to Capacity ratio 0.65
Actuated Cycle Length (s) 51.3 Sum of lost time (s) 20.0
Intersection Capacity Utilization 55.6% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 118 501 331 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1317 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1317 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 134 569 376 111 539 353
RTOR Reduction (vph) 0 92 0 0 0 43
Lane Group Flow (vph) 134 477 241 246 539 310
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 12.9 71.7 21.7 21.7 68.4 95.6
Effective Green, g (s) 12.9 71.7 21.7 21.7 68.4 95.6
Actuated g/C Ratio 0.11 0.60 0.18 0.18 0.57 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 203 949 231 239 1022 1279
v/s Ratio Prot c0.07 c0.30 c0.19 0.19 c0.30 0.19
v/s Ratio Perm
v/c Ratio 0.66 0.50 1.04 1.03 0.53 0.24
Uniform Delay, d1 51.2 13.7 48.9 48.9 15.6 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.39 0.00
Incremental Delay, d2 6.7 0.2 71.0 66.0 0.7 0.0
Delay (s) 57.9 13.9 119.9 114.9 6.7 0.0
Level of Service E B F F A A
Approach Delay (s) 22.3 117.4 4.1
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 36.7 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.74
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 53.8% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3283
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3283
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 349 0 0 0 0 28 0
Lane Group Flow (vph) 0 0 0 0 228 68 111 447 0 0 897 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 19.4 19.4 11.9 33.9 66.2
Effective Green, g (s) 19.4 19.4 11.9 33.9 66.2
Actuated g/C Ratio 0.16 0.16 0.10 0.28 0.55
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 284 256 169 528 1818
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.80 0.26 0.66 0.85 0.49
Uniform Delay, d1 48.2 43.8 51.8 40.3 16.4
Progression Factor 1.00 1.00 1.00 1.00 0.61
Incremental Delay, d2 14.5 0.3 7.5 13.2 0.1
Delay (s) 62.7 44.1 59.3 53.6 10.1
Level of Service E D E D B
Approach Delay (s) 0.0 50.7 54.7 10.1
Approach LOS A D D B

Intersection Summary
HCM 2000 Control Delay 34.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 4 399 57 160 313 49 77 5 51 71 7 5
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 4.0 4.0 4.0 4.0 4.0 4.0
Lane Util. Factor 1.00 1.00 1.00 1.00 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.99 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.98 1.00 0.98 0.95 0.99
Flt Protected 0.95 1.00 0.95 1.00 0.97 0.96
Satd. Flow (prot) 1803 1800 1770 1840 1719 1801
Flt Permitted 0.95 1.00 0.95 1.00 0.80 0.71
Satd. Flow (perm) 1803 1800 1770 1840 1419 1338
Peak-hour factor, PHF 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94 0.94
Adj. Flow (vph) 4 424 61 170 333 52 82 5 54 76 7 5
RTOR Reduction (vph) 0 8 0 0 8 0 0 28 0 0 3 0
Lane Group Flow (vph) 4 477 0 170 377 0 0 113 0 0 85 0
Confl. Peds. (#/hr) 1 7 7 1 2 2 2 2
Heavy Vehicles (%) 0% 3% 4% 2% 1% 0% 0% 0% 2% 0% 0% 0%
Turn Type Prot NA Prot NA Prot NA Prot NA
Protected Phases 3 8 7 4 1 6 5 2
Permitted Phases
Actuated Green, G (s) 0.8 20.0 6.0 25.2 17.0 17.0
Effective Green, g (s) 0.8 20.0 6.0 25.2 17.0 17.0
Actuated g/C Ratio 0.01 0.36 0.11 0.46 0.31 0.31
Clearance Time (s) 4.0 4.0 4.0 4.0 4.0 4.0
Vehicle Extension (s) 3.0 3.0 3.0 3.0 3.0 3.0
Lane Grp Cap (vph) 26 654 193 843 438 413
v/s Ratio Prot 0.00 c0.27 c0.10 0.21
v/s Ratio Perm c0.08 0.06
v/c Ratio 0.15 0.73 0.88 0.45 0.26 0.21
Uniform Delay, d1 26.8 15.2 24.1 10.2 14.3 14.0
Progression Factor 1.00 1.00 1.00 1.00 1.00 1.00
Incremental Delay, d2 2.7 4.1 34.1 0.4 0.3 0.2
Delay (s) 29.5 19.2 58.2 10.5 14.6 14.3
Level of Service C B E B B B
Approach Delay (s) 19.3 25.1 14.6 14.3
Approach LOS B C B B

Intersection Summary
HCM 2000 Control Delay 21.0 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.62
Actuated Cycle Length (s) 55.0 Sum of lost time (s) 16.0
Intersection Capacity Utilization 51.3% ICU Level of Service A
Analysis Period (min) 15
c    Critical Lane Group
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Intersection
Int Delay, s/veh 4.3
 

Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Vol, veh/h 56 451 15 0 364 95 0 0 118 61 7 32
Conflicting Peds, #/hr 0 0 2 7 0 1 2 0 0 0 0 0
Sign Control Free Free Free Free Free Free Stop Stop Stop Stop Stop Stop
RT Channelized - - None - - None - - None - - None
Storage Length 50 - - - - - - - 0 150 - -
Veh in Median Storage, # - 0 - - 0 - - 0 - - 0 -
Grade, % - 0 - - 0 - - 0 - - 0 -
Peak Hour Factor 95 95 95 95 95 95 95 95 95 95 95 95
Heavy Vehicles, % 0 3 0 2 1 0 0 10 3 3 0 0
Mvmt Flow 59 475 16 0 383 100 0 0 124 64 7 34
 

Major/Minor Major1 Major2 Minor1 Minor2
Conflicting Flow All 485 0 0 493 0 0 1059 1088 492 1038 1045 437
          Stage 1 - - - - - - 603 603 - 435 435 -
          Stage 2 - - - - - - 456 485 - 603 610 -
Critical Hdwy 4.1 - - 4.12 - - 7.1 6.6 6.23 7.13 6.5 6.2
Critical Hdwy Stg 1 - - - - - - 6.1 5.6 - 6.13 5.5 -
Critical Hdwy Stg 2 - - - - - - 6.1 5.6 - 6.13 5.5 -
Follow-up Hdwy 2.2 - - 2.218 - - 3.5 4.09 3.327 3.527 4 3.3
Pot Cap-1 Maneuver 1088 - - 1071 - - 204 209 575 208 231 624
          Stage 1 - - - - - - 489 476 - 598 584 -
          Stage 2 - - - - - - 588 538 - 484 488 -
Platoon blocked, % - - - -
Mov Cap-1 Maneuver 1086 - - 1065 - - 180 197 571 155 218 622
Mov Cap-2 Maneuver - - - - - - 180 197 - 155 218 -
          Stage 1 - - - - - - 462 449 - 565 583 -
          Stage 2 - - - - - - 548 537 - 356 461 -
 

Approach EB WB NB SB
HCM Control Delay, s 0.9 0 13 31.9
HCM LOS B D
 

Minor Lane/Major Mvmt NBLn1 EBL EBT EBR WBL WBT WBR SBLn1 SBLn2
Capacity (veh/h) 571 1086 - - 1065 - - 155 467
HCM Lane V/C Ratio 0.218 0.054 - - - - - 0.414 0.088
HCM Control Delay (s) 13 8.5 - - 0 - - 43.7 13.5
HCM Lane LOS B A - - A - - E B
HCM 95th %tile Q(veh) 0.8 0.2 - - 0 - - 1.8 0.3
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Movement EBT EBR WBL WBT NBL NBR
Lane Configurations
Volume (vph) 128 501 331 98 474 311
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 *0.72 *0.72 1.00 1.00
Frpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 1.00 0.85
Flt Protected 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (prot) 1881 1583 1274 1317 1787 1599
Flt Permitted 1.00 1.00 0.95 0.97 0.95 1.00
Satd. Flow (perm) 1881 1583 1274 1317 1787 1599
Peak-hour factor, PHF 0.88 0.88 0.88 0.88 0.88 0.88
Adj. Flow (vph) 145 569 376 111 539 353
RTOR Reduction (vph) 0 92 0 0 0 37
Lane Group Flow (vph) 145 477 241 246 539 316
Confl. Peds. (#/hr) 1
Heavy Vehicles (%) 1% 2% 2% 0% 1% 1%
Turn Type NA custom Split NA Prot custom
Protected Phases 4 4 5 7 3 3 5 6 7 3 5 6 7
Permitted Phases 4 5 6 7
Actuated Green, G (s) 12.9 71.7 21.7 21.7 68.4 95.6
Effective Green, g (s) 12.9 71.7 21.7 21.7 68.4 95.6
Actuated g/C Ratio 0.11 0.60 0.18 0.18 0.57 0.80
Clearance Time (s) 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3
Lane Grp Cap (vph) 203 949 231 239 1022 1279
v/s Ratio Prot c0.08 c0.30 c0.19 0.19 c0.30 0.20
v/s Ratio Perm
v/c Ratio 0.71 0.50 1.04 1.03 0.53 0.25
Uniform Delay, d1 51.5 13.7 48.9 48.9 15.6 3.0
Progression Factor 1.00 1.00 1.00 1.00 0.39 0.00
Incremental Delay, d2 10.1 0.2 71.0 66.0 0.7 0.0
Delay (s) 61.7 13.9 119.9 114.9 6.7 0.0
Level of Service E B F F A A
Approach Delay (s) 23.6 117.4 4.1
Approach LOS C F A

Intersection Summary
HCM 2000 Control Delay 37.1 HCM 2000 Level of Service D
HCM 2000 Volume to Capacity ratio 0.75
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 58.5% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group
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Movement EBL EBT EBR WBL WBT WBR NBL NBT NBR SBL SBT SBR
Lane Configurations
Volume (vph) 0 0 0 202 4 375 100 402 0 0 613 220
Ideal Flow (vphpl) 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900 1900
Total Lost time (s) 5.5 5.5 5.5 5.5 5.5
Lane Util. Factor 1.00 1.00 1.00 1.00 0.95
Frpb, ped/bikes 1.00 1.00 1.00 1.00 0.98
Flpb, ped/bikes 1.00 1.00 1.00 1.00 1.00
Frt 1.00 0.85 1.00 1.00 0.96
Flt Protected 0.95 1.00 0.95 1.00 1.00
Satd. Flow (prot) 1752 1583 1703 1863 3283
Flt Permitted 0.95 1.00 0.95 1.00 1.00
Satd. Flow (perm) 1752 1583 1703 1863 3283
Peak-hour factor, PHF 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90 0.90
Adj. Flow (vph) 0 0 0 224 4 417 111 447 0 0 681 244
RTOR Reduction (vph) 0 0 0 0 0 349 0 0 0 0 28 0
Lane Group Flow (vph) 0 0 0 0 228 68 111 447 0 0 897 0
Confl. Peds. (#/hr) 15 15
Heavy Vehicles (%) 0% 0% 0% 3% 25% 2% 6% 2% 0% 0% 3% 5%
Turn Type Split NA Perm Prot NA NA
Protected Phases 7 7 1 5 2 3 4
Permitted Phases 7
Actuated Green, G (s) 19.4 19.4 11.9 33.9 66.2
Effective Green, g (s) 19.4 19.4 11.9 33.9 66.2
Actuated g/C Ratio 0.16 0.16 0.10 0.28 0.55
Clearance Time (s) 5.5 5.5 5.5 5.5
Vehicle Extension (s) 2.3 2.3 2.3 5.2
Lane Grp Cap (vph) 284 256 169 528 1818
v/s Ratio Prot c0.13 0.07 c0.24 c0.27
v/s Ratio Perm 0.04
v/c Ratio 0.80 0.26 0.66 0.85 0.49
Uniform Delay, d1 48.2 43.8 51.8 40.3 16.4
Progression Factor 1.00 1.00 1.00 1.00 0.61
Incremental Delay, d2 14.5 0.3 7.5 13.2 0.1
Delay (s) 62.7 44.1 59.3 53.6 10.1
Level of Service E D E D B
Approach Delay (s) 0.0 50.7 54.7 10.1
Approach LOS A D D B

Intersection Summary
HCM 2000 Control Delay 34.1 HCM 2000 Level of Service C
HCM 2000 Volume to Capacity ratio 0.73
Actuated Cycle Length (s) 119.5 Sum of lost time (s) 27.5
Intersection Capacity Utilization 55.1% ICU Level of Service B
Analysis Period (min) 15
c    Critical Lane Group



Queuing and Blocking Report
Post-Development (2017) with 10th Street Mitigation 7/19/2015

Post-Development (2017) with 10th Street Mitigation - PM Peak Hour SimTraffic Report
Tannler Mixed-Use Project Page 1

Intersection: 1: Tannler Drive & North Access

Movement EB NB
Directions Served LR LT
Maximum Queue (ft) 30 53
Average Queue (ft) 15 6
95th Queue (ft) 38 29
Link Distance (ft) 286 845
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 2: 13th Street & Blankenship Road

Movement SB SE NW
Directions Served LTR LTR LTR
Maximum Queue (ft) 72 64 6
Average Queue (ft) 24 5 0
95th Queue (ft) 50 30 4
Link Distance (ft) 405 161 88
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft)
Storage Blk Time (%)
Queuing Penalty (veh)

Intersection: 3: Haggen's Access/Site Access & Blankenship Road

Movement EB EB WB WB NB SB
Directions Served L TR L TR LTR LTR
Maximum Queue (ft) 30 38 51 28 140 84
Average Queue (ft) 2 1 18 1 49 42
95th Queue (ft) 12 17 45 12 98 73
Link Distance (ft) 270 274 307 450
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 50
Storage Blk Time (%) 0 0 0
Queuing Penalty (veh) 0 1 0
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Intersection: 4: Haggen's Site Access/Tannler Drive & Blankenship Road

Movement EB EB WB WB NB NB SB SB
Directions Served L TR L TR LT R L TR
Maximum Queue (ft) 51 158 76 15 69 121 126 61
Average Queue (ft) 17 9 25 1 27 47 42 22
95th Queue (ft) 42 68 56 7 61 88 94 48
Link Distance (ft) 274 242 284 284 845
Upstream Blk Time (%)
Queuing Penalty (veh)
Storage Bay Dist (ft) 50 150 150
Storage Blk Time (%) 1 1 0
Queuing Penalty (veh) 3 1 0

Intersection: 5: 10th Street & Blankenship Road/Salamo Drive

Movement EB EB WB WB NB NB
Directions Served T R L LT L R
Maximum Queue (ft) 251 200 230 291 158 175
Average Queue (ft) 98 93 137 147 82 8
95th Queue (ft) 192 182 216 243 143 63
Link Distance (ft) 242 1332 171
Upstream Blk Time (%) 1 0 0
Queuing Penalty (veh) 9 0 2
Storage Bay Dist (ft) 100 200 150
Storage Blk Time (%) 15 4 1 2 1 0
Queuing Penalty (veh) 79 5 3 4 2 1

Intersection: 6: 10th Street & I-205 Southbound Ramp

Movement WB WB NB NB B19 SB SB
Directions Served LT R L T T T TR
Maximum Queue (ft) 261 252 228 315 218 180 200
Average Queue (ft) 141 115 119 232 42 83 42
95th Queue (ft) 229 200 243 352 176 152 119
Link Distance (ft) 2045 228 244 171 171
Upstream Blk Time (%) 0 16 2 1 0
Queuing Penalty (veh) 0 84 13 2 1
Storage Bay Dist (ft) 225 200
Storage Blk Time (%) 1 1 0 22
Queuing Penalty (veh) 5 1 1 22
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Intersection: 7: 10th Street & I-205 Northbound Ramp

Movement EB EB NB NB SB SB B19
Directions Served LT R T R L T T
Maximum Queue (ft) 157 92 213 179 199 326 194
Average Queue (ft) 74 24 108 80 139 120 17
95th Queue (ft) 133 59 189 160 211 277 112
Link Distance (ft) 1148 204 244 228
Upstream Blk Time (%) 1 3 1
Queuing Penalty (veh) 10 29 4
Storage Bay Dist (ft) 175 130 150
Storage Blk Time (%) 0 0 4 1 10 1
Queuing Penalty (veh) 0 0 16 4 56 4

Intersection: 8: 10th Street & 8th Avenue/8th Court

Movement EB EB WB WB NB SB SB
Directions Served L TR LT R LTR L TR
Maximum Queue (ft) 458 250 164 125 166 78 29
Average Queue (ft) 173 61 46 53 33 30 1
95th Queue (ft) 454 190 123 108 111 61 14
Link Distance (ft) 626 355 202 204
Upstream Blk Time (%) 5 0
Queuing Penalty (veh) 0 2
Storage Bay Dist (ft) 200 100 125
Storage Blk Time (%) 24 1 5
Queuing Penalty (veh) 11 2 2

Intersection: 9: Willamette Falls Drive & 10th Street

Movement EB EB WB SB SB
Directions Served L T TR L R
Maximum Queue (ft) 270 646 185 103 125
Average Queue (ft) 139 174 85 49 50
95th Queue (ft) 265 468 148 87 99
Link Distance (ft) 1144 2159 202
Upstream Blk Time (%) 0
Queuing Penalty (veh) 0
Storage Bay Dist (ft) 220 100
Storage Blk Time (%) 7 7 0 1
Queuing Penalty (veh) 32 27 1 1

Zone Summary
Zone wide Queuing Penalty: 441
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