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NOTES:

1. ILLUMINATED STREET NAME SIGNS SHALL BE USED ON ALL TRAFFIC SIGNAL POLES. SEE CITY OF WEST LINN DRAWING WL—TM223 FOR NON—ILLUMINATED STREET NAME SIGN DETAILS.

2. FONTS USED ON ILLUMINATED SIGNS SHALL BE STANDARDIZED. THE STREET NAME SHALL BE 8-INCH FHWA SERIES C "HIGHWAY GOTHIC” FONT. THE CITY OF WEST LINN NAME SHALL BE 3—INCH "OPTIMA
LT BOLD” FONT.

3. INSTALL INTERNALLY ILLUMINATED LED STREET NAME SIGN. SIGN CABINET SHALL HAVE HINGED FACE WITH PROP ROD OR SLIDE — LOCK FRAME AND BE EXTRUDED ALUMINUM. SIGN SHALL HAVE A BLACK
POWDER COATED FINISH. SIGN SHEETING SHALL BE 3M ELECTROCUT WITH WHITE LETTERS/LINE AND GREEN BACKGROUND. SIGN SHALL BE "TEMPLE EDGE—LIT” LED OR APPROVED EQUAL. MAXIMUM SIGN
WEIGHT SHALL BE 5 LBS PER SQUARE FOOT.

4. SIGN TO BE UNDER—HANG MOUNTED. USE PELCO BRACKETS SE-5015, SE—5146 OR APPROVED EQUAL MOUNTED ADJACENT TO THE SIGNAL MAST ARM POST.

5. ALL DOUBLE SIDED SIGNS SHALL USE THE SAME STREET NAME ON BOTH SIDES. ADDITIONAL SIGNS WILL BE NEEDED FOR INTERSECTIONS WITH DIFFERENT OPOSING STREET NAMES.

Standard Drawing No
WL-TM223—-B
02/22/19

Effective Date:

7

Approved /// < %
City Engineer

STREET NAME SIGNS
ILLUMINATED

Title:

°
www.westlinnoregon.gov

PUBLIC WORKS DEPARTMENT — STANDARD DRAWINGS
22500 Salamo Road, West Linn OR 97068

Phone:503-722-5500

be in accordance
with the City of
West Linn Standard

workmanship shall
Construction

All material and

NOTE:

without consulting a Registered| Specifications.

designed in accordance with
Professional Engineer.

generally accepted engineering

principles and practices, is
the sole responsibility of the

user and should not be used

®] this Standard Drawing, while

= J| The selection and use of

=

—TM223-B.dwg




