12 POLE PANEL MINIMUM

NEMA 3—R METERED BASE MOUNT SERVICE CABINET
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PE CELL IS REQUIRED, LOWER TEST

SWITCH APP 6” AND INSTALL A GLASTIC
BARRIER BETWEEN PANEL AND PE CELL

NOTE:
MARATHON 1206 TERMINAL BLOCKS
PROVIDED. WIRE RANGE IS #18 — #4
CU. CUSTOMER MUST NOTIFY IF
OTHER SIZES ARE REQUIRED.

CABINET CONSTRUCTED OF 14 GA TYPE- 304 SS (GALVANIZED PAINTED MILD STEEL OPTIONAL)
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1.

REVISIONS
REV DESCRIPTION DATE APPROVED

00 FIRST DRAWING 07/02/2003 P.D.W.
POLE# DESCRIPTION

1 1-100—2 "MAIN"

2 ,. > .

3 | 1-30-2 "ILLUMINATION”

4 - 2 P

5 [1-60—1 "SIGNAL”

6 | 1-15—1 "CONTROL"

7 | 1-15—1 "STREET NAME SIGNS” (PHOTO CELL CONTROLLED)

8 |1 — POLE SPACE

9 |1 — POLE SPACE

10 [1 — POLE SPACE

11 |1 — POLE SPACE

12 |1 — POLE SPACE

BILL OF MATERIALS

ITEM|QTY| U\M | DESCRIPTION

11 1] EA |TEST SWITCH: HUBBEL 1221 20A 1P 120/277V

2 | 1| ga |CONTACTOR: G.E. CR360L, 600V, 30A, 120V COIL, 3 POLE (2 POLE FOR

ILLUMINATION AND 1 POLE FOR STREET NAME SIGNS)

3 | 1| EA | HANDLE: PAD LOCKABLE SS 73—NS

4 | 1| EA | TERMINAL BLOCK FOR POWER COMPANY HOOK UP

S | 2| EA |100% RATED COPPER NEUTRAL.

6 | 2| EA | COPPER GROUND BAR

7 | 4| EA | BREAKERS: G.E. TYPE T.E.D., 18K, AIC @ 240—VOLT.

8 | 1| EA | METERBASE: CIRCLE AW, 20324L, 1—P, 4—JAW, 600—VOLT, 200—AMP.
9 | 1| EA |WINDOW: POLY CARBONATE ONE SIDE SCRATCH RESISTANT

10 | 1 | EA |METER: SUPPLIED BY OTHER

111 1 | EA |POWER COMPANY TERMINAL BLOCK

12 | 1] EA |PE CELL BEHIND POLYCARBONITE WINDOW WITH LIGHT DEFLECTING COVER
NOTES:

ITEM NUMBERS AND QUANTITIES ARE FOR ILLUSTRATION PURPOSE ONLY.

2. CABINET SHALL BE POWDER COATED MATTE BLACK.
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without consulting a Registered| Specifications.

designed in accordance with
Professional Engineer.

generally accepted engineering

principles and practices, is
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®| this Standard Drawing, while
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