THIS DETAIL DRAWING SHALL NOT BE ALTERED OR CHANGED IN ANY MANNER EXCEPT BY THE CITY ENGINEER. IT IS THE RESPONSIBILITY OF THE USER TO ACQUIRE THE MOST CURRENT VERSION OF THE DETAIL.
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NOTE:
CONCRETE SHALL BE 3000 PSI
2" TO 4" SLUMP

ALL REINFORCING STEEL SHALL BE
NO. 5 DEFORMED BARS WITH 18"
LAP SPLICES AND 3" CLEAR COVER.

PLACE CONCRETE IN TWO LIFTS. DO
NOT PLACE THE TOP SECTION UNTIL
THE BOTTOM SECTION HAS SET FOR
24 HOURS. PROVIDE THE KEY AS

SHOWN.

DIMENSION (INCHES) BARS C.Y. CONC. LBS. STEEL

w A B c D REQD | PERLIN.FT. | PERLIN.FT.
é § ] 16 3-1/2 - 0.055 417
800 40 18 3-1/2 - E 0.070 4.17
°j E o d 10 20 3-1/2 - E 0.080 417
g <;D) ? 12 22-1/2 3-1/2 - E 0.090 417
= 15 26 3172 - E 0.100 4.17
18 30 3-1/2 - E 0.140 417
L5 21 38 3-1/2 15-1/2 E F 0.250 8.34
E o3 g_? gé 24 42 3-1/2 17-1/2 E,F 0.260 8.34
I 27 50 3-1/2 21-1/2 E F 0.400 8.34
w oW oz 21 36 3-1/2 14-1/2 E F 0.190 8.34
Qw3 g% 24 41 3-1/2 17112 E,F 0.250 8.34
° & 5 27 46 3-1/2 19-1/2 E F 0.320 8.34
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